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12@

1202 1204 1206
¥
Summary of Dedicated Control Beports in the UL.DCCH channel: default mode fuli-tone format:
Name Description Segment Index 82
DLSNRS Absolute repeort of DL SNR 0. 3,7.10, 13, 17, 28,.23, 27, 30, 33, 37
RvSD2 Reserved bils 4,8, 14, 18, 24, 28, 34, 38
DLDSNR3 Relative report of DL SNR 2,8,8, 12, 15,18, 22, 25, 29, 32, 35, 38
TYPEZ Type of flexible report i, 11, 214
BODY4 Body of flexible report 1,14, 21
HRAQSTY # traffis 1 D, 3,8, 7,10, 13, 18, 17, 20, 23, 28, 27,
ULRQ UL traffic reques 30 33, 36, 37
ULRQST3 UL traffic request 2,5,98,12, 15, 18, 22, 25, 28, 32, 35,38
ULRQSTS UL traffic request 4,8, 14, 18, 24, 28, 34, 38, and also
1, 11, 21 {using flexible raport)
ULT=BKFS UL transmit backof g, 26
DLBNR4 DL beacon ratio 18
DLSSNR4 Saturation level of DL self-noise SNR| 36, and alsc 1, 11, 21 {using flexibie report)
RVSDH Reserved bits 18, 36

FIGURE 12
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13ég\

1302 1304
! é
Format of DLSNRS in non-DL-macrediversity mode:
Bits (MSb:LSb) Reported wtDLPICHSNR
£bOD00D -12 48
0bG000T -11 d8
Ob00010 -10dB
Ob00011 -8 dB
ObOG100 -8 dB
0b0G101 -7 d8
0bO0t 10 -€ o8
0b001 11 -5dB
0bU1000 -4 dB
0b01001 -3dB
Ob01010 -2dB
0b01011 -1 d8
Ob01100 0dB
0b01101 1d8
OpC1110 2dB
Ob01111 ' 3¢B
0b16000 4dB
Ch10001 5¢B
Ob10010 8d8
Ob10011 7 dB
Cb10100 9dB
Cb10101 11 dB
0b10110 13 dB
Ob10111 15 d8
0b11000 17 dB
Sb11001 19 dB
0b11010 21 dB
Ob11011 23 dB
0b11100 2548
0b11101 27 d8
Op11110 25 dB
Ob11111 Beservad

FIGURE 13



U.S. Patent May 10, 2016 Sheet 14 of 77 US 9,338,795 B2

/
1400
1402 14@4
i
Format of DLSNRS in DL-macrodiversity mode:

Bits (MSbL.Sb) Reported wiD PICHSNR
Ob00300 -12 dB,and the connection is not preferred
ObBO0CG? -10 dB,and the connection is not praferred
Ch00010 -5 dB.and the connection is not preferred
Ob000TY -8 dB,and the connection is not preferred
Eas ey -7 dB8,and the connection is not preferred
e alel -6 dB,and the connection is not prefesrred
ObO0110 -5 dB,and the connection is not prefered
oRO011Y ~4 dB,and the connection is not preferred
L0000 -3 dB,and the connection is not preferred
Ob01001 -2 dB,and the connection is not praferred
Ob01010 -1 dB,and the connection is not preferred
ObG10711 §dB and the connection s not preferred
0b01100 1 dB,and the connection is not prefered
0b01101 3 dB,and the connection is not prefarmed:
b011i0 5 dB,and the connection is not prefered
ObOt111 7 dB,and the connection is not prefermed
0b10000 -8 dB,and the connection is preferred
Ob10001 -7 d8,and the connection s preferred
Co10010 ' 6 dB,and the connection is prefarred
0b1001} -5 dB,and the cornection is preferred
0b10100 ~4 dB,and the connection is preferred
Ob10101 -3 dB,and the connection is preferred
Ob16110 -2 dB,and the connection is preferved
Ob10111 -1 dB,and the connection is preferved
Cb11000 0 dB.and the connection is prefarred
Ob11007 1 dB and the connection is prefarred
0b11010 3dB,and the connection is preferred
0b11011 5 dB,and the connection is prefered
Op11100 7 dB,and the connection is preferred
ob11101 9dB,and the connection is preferred
0b1i3110 11 dB,and the connection is preferred
Ob11111 13 dB,and the connection is prefemad

FIGURE 14
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15?2 1504
| |
Format of DLDSNR3:
Bits {MSb:LSb) Reported difference in witDLPICHSNR
obl00 -5dB
Ob001 -3adB
ObG10 -2dB
ob011 -1 dB
o100 6 dB
0b101 1dB
OL130 3d8
Ob111 5dB

FIGURE 15
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1800 \
1602 1604
Format of ULRQSTY:
Bits {MSb:LSh) Notes

Ob0 NIO}+N[1}=0
Obi NIOJ+N[1]>0

o

GURE 18

1704

17086

Calculation of parameters y and z:

Condition

b

1710~ | (x>28) AND (b>=9)

-
<«

1712~ | (x>27} AND (b>=8}

1714 - | (25} AND (b>=6}

1716 = | (023) AND {oo=4)

1718~ | (x>21) AND {b>=1)

1720~ | {x>18) AND {o>=-1)

1722 ~ | (x>18) AND (b>=-3)

$724 > | {x>15) AND (b>=-5}

1726 | (x>12) AND (b<-5)

el aabaatiroirolimaio|lo

=INw|&ainio]{~|wiw

1728 = | Otherwise

FIGURE 17
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1860 ™

1 8f2 1 8?4
Default request dictionary (RD reference number = 0): format of ULRQST4:
Bits {(MSh:L3b) Notes
0bG00C Ne change from the previous request
050001 N[O]=1:3
0b0040 N[O}>=4
D000 1 Coltf{NI 1]+ N2+ N[3y)=1
0BC100 celiifiNI 1]+ N2+ Ni3ly)=2
oL0104 cell{iN[ 11+ NI2]+N[3lyi=3
0B0110 Ce{IN[1]+N[2)+N{3)/yi=4:5
obG111 cell{iIN[11+N[2]+Ni3/z)=2
0b1000 celliN[1]+N2]+NI3)/z1=3
Ob1001 cel{N[ 1)+ NI2]+Ni3/Z)=4
01010 cel{(Ni1]+N[21+N3}/z)=5
Obi611 ceif{iN[11+N[21+Ni3li/z)=6
Obi100 ceil{{N[1]+N[2] +N’3])/z)—
Ob1101 COl{N11+N[21+N3]/2)=8
Obi110 cell{{N[11+N[2]+Ni3)/z) ‘30 1
Obit11 ceill{(N[11+N[2]+NB)/2)>=12

FIGURE 18

/
1960 1902 1904

l |

DCefault request dictionary {RD reference number = §): format of ULRQST3:
Bits (MSb:L.Sb) Notes

ObO00 NI0]=0, ceil{{N[1]+N{2}+N[3})/y)=0

ob00Y NOI=0, ca{(NI1]+N{Z}+N[3)/v)=1

Ob0i0 NOJ=0, ceil{iN[1]+N2j+N[3)/y)=2:3

Ob011 NIDI=0, coil{N[1]+NI2I+N[3D/V)>=4

Obi00 NOI>=1, call{iM1]+NRI+N[3/y)=1

Dbi101 NICl>=1, col NI+ N2 N[ShAVI=2

obii0 NIOj>=1, ceil{{N[1]+N[2]+N[3DA)=3

obi11 NBl>=1, cel{iN[1]+NZ]+N[3D/y)>=4

FIGURE 19
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2060

2002 20?4
| j
Request distionary {RD reference number = 1) format of ULRQST4:
Bits (MSb:LSb} Motes

0b0000 No change from the previous request
0bOD0 Ni2i=1
00090 N[21=2:3
Ot Ni2i=4:8
0b0100 Nf2i>=7
0101 ceili(N[1]+N[3]) =1
0110 celfN[1 1+ N[3Dy=2
Gt 1 celffN[11+N{3)yi=3
01000 celf{N[1i+N[3y)1=4:5
Ob1001 ceilfiN[11+N[3)/z}=2
0B1010 ceilliN[1}+N[3]/z}=3
Cb1o11 cefi{(N[1]+N[3]iz)=4
Ob1100 ceilf{N[1]+N[3]/z)=5
Ob1101 celliNI1]+N[3]V2)=6
0b1110 celli{iN{1]+N[3})/z}=7:8
Ob1111 cellN[1]+N[al/2)>=0

FIGURE 20

-

2100 2‘;?2 2‘594
: ¢
Request dictionary (RD reference number = 1) format of ULRQST3:
Bits (MSb:LSh) Notes
0b000 NiDJ=0, Nj2l=0
0bOG1 A N{D]=0, N[2j=1
0b010 NIOJ=0, N[2}=2:3
Ob0t1 N{0]=0, N[2I>=4
Obi00 NiOl>=1, N[2}=C
ob101 qop_ . NZl=t
0b110 NiOl>=1, N[2]=23
Obitt NIOl>=1, Nf2l>=4

FIGURE 21
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Request dictionary (RD reference number = 2} format of ULRQST4:
Bits {MSb:LSb} Notes
o000 No change from the previous reguest
0000t N{1}=1
Ob0010 N[i]=2
0b0011 N[1]=3
ObOi00 N[1}>=4
OR0301 ceiltNIZI+N[2]y)=1
0b0110 cel{(N[2]+NI2D/AI=2
Ob(t11 ceil{NI2]+N[3D/yi=3
Ob1000 callfINPHNI3D/y)=4:5
Ob1001 cel{(NIZI+-N[3)/a)=2
0b1610 cell{{iNj2]+N[3l/z)=3
Db1011 calfiNI21+NI3)/2)=4
Op1100 ceilfiN[2l+-N[Blz)=5
Ob1101 cel{{N2I+- N3]/ z)=6
Ob1119 seliN[ZN[3)/2=78
Ob1111 cel({NIZ}+-N[SIYzi>=5
FIGURE 22
A 2302 23?4
Request dictionary (RD reference number = 2): format of ULRQST3:
Bits (MSb:LSb) Notes
0bODo N[C}=0, N[i1=0
OB00T NO}=0, N[1)=1
0b010 NiB}=0, Njt}=2
Ob011 NiD}=0, N[1}>=3
Ob100 NBl>=1, N[1)=0
0b101 Njob>=1, N[1]=1
Ob110 NiGl>=1, N[1}=2
0111 NiCl>=1, N[1]>=3

FIGURE 23
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/,
2400
2402 2404
Request dictionary {(RD reference number = 3): format of ULRQST4:
Bits (MSb:Lsb) Notes

Cbl000 No change from the previous request
000001 Ni1)=1
0bo010 N[1)=2
0h0011 N[1}=3
000100 N[1)>=4
o101 Ni2}=1
0B0110 Ni2J=2:3
060111 Ni2l=4:8
091000 NZl>=7
091001 ceil{N[3]/y)=1
091940 cellfN[3)=2:3
0b1011 ceil{N[3h/vi=4:5
0b1100 ceifN[3}Vz)=2
0b1101 ceiliN[El/z)=3
Qb1110 ceil(N[3]/z)=4:5
ottt celliNI3VzZ)>=6

FIGURE 24

peba N 25;?2 2504
Request dictionary {RD reference number = 3} format of ULRQST3:
Bits {MED:LSh) Notes

0L0O0C Ni01=0, N[1}=D
Db001 NI01=0, N[1}=1
0b010 NIOI=0, N[1}=2
OOt N?’G}—O N[1}=3
0b100 NGI>=1, N[1}=0
0101 Niol=1, \&m i
0b1i0 N[C>=1, N[1i=
Dbt NiGj>=1, -’\fﬁ*>-3

FIGURE 25
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2N
2600 °
2602 28134
Farmat of ULTxBKFS
Bits (MSb:LSb) Reported wiDLPICHSNR

0000000 6.5dB
Ob00001 7 dB
0600010 gdB
oB0001T 9 dR
ob00100 10dRB
0b00101 11 dB
Sb0U110 12 dB
0b00111 13 d8
Ob01500 14 dB
0bD+001 15 dB
0501010 16 dB
0b31011 17 ¢B
0b31100 18 dB
ob01101 19 dB
obo1110 20 68
Co0iitl 21 dB
CH10000 22 68
Ob10001 23d8
Ob10010 24 d8
Ob10011 25 dB
ob16100 26 di3
Ob10101 27 dB
Ob1C110 28 dB
Ob10111 22 dB
Ob11000 30¢8
011001 32 6B
Dbi1D10 34 dB
Oh11011 38 dB
Ob11100 38 dB
Obi1101 40 o8
Ob11110 Reserved
Db111i1 Reserved

FIGURE 26



U.S. Patent May 10, 2016 Sheet 22 of 77 US 9,338,795 B2

f/
2700-\
27?2 2704
Power scaling factor:
Use of the tone block Scaling factor
Tier 0 tone block 1
Tier 1 tone block bssPowerBackolit
Tier 2 tone block bssPowerBackof02
FIGURE 27
/\
2800
2802 2804
l ‘
UL loading facton:
UL loading factor in RLLBCH.BST of BSS | b iindB

g 0
1 -1
2 -2
3 -3
4 ~4
5 -6
8 -3
7 -infinity

FIGURE 28
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N
2800 °
2802 2304
! |
Format of DLENR4:
Bits (MSk:LSb) Reported power ratio of the DL.BNCH channetls
0b00O0 -3dB8
D00 -2dB
0b0010 OdB
ObOO11 148
0b0100 2dB
0H0101 3dB
0b0110 4dB
0b0t11 §aB
0b1000 8dB
0b1001 10dB
0b1D10 12 dB
Db1011 14 dB
0b1100 16 dB
Ob1101 20 dB
0b1110 24 dB
Ob1111 26 dB

FIGURE 298
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e
3000 \\
3002 3004
3
Format of DLSSNR4:
Bits (MSb:LSD) Saturation level of DL SNR
00008 8.75dB
Ob00OT 8.5dB
ObG010 11 dB
ob0011 12.5dB
Gb10¢ 14 8
0LG101 15.5dB
b0 17 4B
gh0111 18.5dB
0b1000 20dB
Oh31001 21.5dB
3b1310 23 dB
Ob1011 24.5d8
Ob1100 26 dB
Obtis 27.5dB
Oh1110 2% d8
Ob1111 23.75dB
FIGURE 30
Ny
3100 °
3102 31 94
3
Format of TYPE 2 and BODY 4.
The type of reporn to be carried in the BODY4
Bits (M3b:L.Sb) of the same UL.DCCH segment
Ib00 ULRQST4
Ob01 DLSSNR4
19 Beserved
Obit Reserved

FIGURE 31
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— £ o 5 2 3 4 7 ) g 13240
Bits 3200-3201 3202 r32€,‘3r3204r3205 r3200 3207 (’3208 3208
MSh 7
5 DLENR4
& DLSNFS US4 DLSNRS
&
3
2
11 lurcss ULRGSTA ULRCSTE ULRGST4
LSb 0
g w1 7 13 4 3 3 7 B 13 3240
_Bs 32703211 (3212 (321332143215 32163217 3218 (3219
MSE 7
g DLDSNRS
5 DLSNRS DLSNFS
4 RSVDI
3
; ULRQSTS ULRCSTE ULRISTS
LSh 0
220 3 7] pE) Y] %6 57 % g 3240
Bts 32203221 (322 r32°3r32?4r3295 32263227 r'%228 3229
MSh 7
6 ULTxEI4 DLSSNRA
5 DLSNRS
3
2 i 'y
5 ULROSTA LROSTS ULRQST4
£Sb 0
23 3 33 33 34 35 37 38 3 3240
Bits 323003231 3232 (323 3(32’34(3235 r32”26 3237 3238 3238
MSh 7 ASD!
6 DLDSNRG
5| JOHENRS DLDSNRR
4 TYPET
3 Reseredf)
2 BODY4 ULROST4!
11 jurosTs
L5 0
3243

FIGURE 32
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=2
S 12 C 1 2 3 3 3306
1T 3300 3307 3302 33038 3304
MSo 7
5]
5 DLSNRS ULT:BIF4
4
3
2
3] JuRosT DB
St ©
o FIGURE 33
TN
3400 1
34?2 3404 3406
| } !
Summary of Dedicated Control Reports in the UL.DCCH channel: default mode split-tone format
Name Description Segment index s2
DLSNRES Absotute report of DL SNR 0,8, 12, 18, 24, 30
RVSD1 Reserved bits 5, 38
DLONRG Relative report of DL SNR 15, 33, 36
TYPEH Type of flexible report 33
BODVY4 Body of fiexible report 33
ULRQST3 UL traffic request 0, 86,12, 18, 24, 30
ULRQST4 UL traffic request 3,98, 15,2%,27, 36
L TxBKF4 UL transmit backoff 3, 21
DLBNR4 Dt beacon ratic g
DLSSNR4 Saturation level of DL self-noise SNR | 27

FIGURE 34
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35dé\\
3502 3504
§
Format of ULTxBKF4:
Bits (MSb-L35) Reported WT.ULDCCHBackoH

Ob0300 8dB8

Cb0i01 738

06a010 8dB

Q0011 8ds

On0100 1048
0b0101 11 dB
Ob0ii0 12 dB
Dbt 13 dB
Obi300 14 dB
Ob1001 16 dB
Obi1010 18 dB
o011 20 d8
01100 24 dB
0b1701 28 dB
1110 3248
Ob1111 38 dB

3600 "

3602

FIGURE 35

36?4

¥

Format of TYPET and BODY4:

Bits (MSh:LSh} The type of report to be carmried in the BODY4
of the same UL DCCH segment
Gba ULRQST4
Obt Reserved

FIGURE 36
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Specification of UL.DCCH moduiation coding: full-tone format:
information Bits (MSb:L8b) | Coded Modulation Symbols {Most Significant:L east Significant)

0000 {1, O}, O)t, Oy(1, O)(1. o1, (3, @)

Ob001 {1, )3, Of1, OX1, O}-1, C}-1. OX-1, O}
ObC10 (1, B3, O{-1, OM-1, O)(1, O5{1. OM-1, O
Ob0t1 {1, OM1, 01, O)-1, O) -4, O)-1. O, O
Ob1ul {1, O)-1, OM1, O)-1, O){(1, O¥-1, OK1, O}
Obi01 0, 01,06, 0101, 00, 01, O
00110 (1, 01, 01, (1, O)1, O)-1, OY-1, O)
goi11l {1, O}-1, O)-1, O¥{1, O}-1, D)1, O}, O)

FIGURE 37

3800

3802 3804

l ]

Spegcification of UL DCCH modulation coding: spiit-tone format:
information Bits (MSh:LSb) | Coded Modulation Symbols (Most Significant:Least Significant)
030000 (1, GY{1, O)(3, Ojt, OM1, O){%, OX1, O}
G001 {1, {0, D, -10, -1, OO, 1}-1, 0)
on0010 {1, -1, Q-1, O)-1, )%, O)-1, O)(1, O}
Oh00T 1 {1, OMO, ~1HC, 1X0, -1){-1, O)O, -1}-1, &
OBGI00 {0, 131, OH0, 1O, 10, -1)(-1. 8)Y1, 0)
0b0101 {0, 1O, 13{1, O)}-1, OMD, D(C, ~1}-1. O
0bG110 {0, Hi-1, OX0, -0, -1)0, - 11, O3, O
0oG111 {0, 13O, -1}-1, 01, O}0, 1}C, 1)-1, Q)
Ob1000 -3, O}{1, O}-1, O)-1, O¥-1, O, &)1, ©
0u1001 -1, OO, 130, DO, -1}{1, OMC, 13-1, Q)
051010 1 D1, 000, Oy, O3, G)-1, Y1, O)
0b1011 {~1, O}O, -1}{0, ~1)0, H{1, OMO, -1){-1, O)
0b1100 {0, -1){1, O}0, - 130, - 10, 1%-1, 01, O
01101 {6, ~1}{0, 1)1, O)(1, O)0, -1}0, -1}{-1. O
51110 {0, ~1¥=1, ONO, 10, 1)1, {1, Ojit, O
Ob1111 G, -330, -13(3, -1, GO, - 13C, 1){-1, O

FIGURE 38
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40007 o 4004 - 4008 . 4008
QUEUE § QUEUE1 QUEUE 2 QUEUE 3
{REQUEST GROUP &} {REQUEST GROUP 1) (REQUEST GROUF &} {REQUEST GROUP 3}
INFORMATION INFORMATION INFORMATION INFORMATION
e e (E.G., SECOND o A
{E.G., HIGHEST HIGHEST (E.G., THIRD HIGHEST {E.G. LOWEST
PRICRITY TRAFFIC) PRIORITY TRAFFIC PRIORITY TRAFFIC) PRIORITY TRAFFIC)
g??,;k 32?%& TOTAL NUMBER TOTAL NUMBER TOTAL NUMBER
.EG. OF FRAMES, £.G.. OF FRAMES, E.3., OF FRAMES, E.G.,
mac Franes, 14010 MAG FRAMé:s, 44020 mac Frames | 3030 MAC FRA:;:?IES, 14040
OF QUEUE 8 OF QUEUE 1 OF QUEUE 2 OF QUEUE 3
TRAFFIC (NI} TRAFFIC (N[1]) TRAFFIC (Ni2h TRAFFIC (N[2D
FRAME 1 L4012 FRAME 1 L4022 FRAME 1 14032 SRAME | L4042
FRamE 2 pa004 FRAME 2 L4024 FRAME 2 L4034 FRAME 2 4044
FRAME 3 L4018 FRAME 2 -4028 FRAME 2 L4038 FRAME 3 4046
E FRAME Nj %—’4018 § FRAME ¥, };4928 E FRAME Nz §,¢4038 E FRAME N, : 048
40354 4056 &0'58
4052 g, ¥ ¥ ¥
WT A MAPPING OF UPLINK DATA STREAM TRAFFIC FLOW FRAMES TD 178 REQUEST QUEUES
’ QUEUE
INFORMATION TYPE {REQUEST COMMENTS
GROUP)
HIGH PRIORITY, STRICT LATENCY REQUIREMENTS
. . )
4060 = CONTROL INFG e LOW LATENNCY AND/OR LOW BANDWIDTH
LOW LATENCY REQUIREMENTS, NEXT HIGHEST
v 1 L "
4362 - VOICE PRIGRITY
$064 SAMING, AUDIO STREAM 2 L ATENCY SOMEWHAT IMPORTANT, SLIGHTLY HIGHER
ARP A BW REQUIREMENT THAN VOICE
FTPAWEBR BROWSING .
> H £ 4
4066 = VIDEQ STREAM AFF A 3 DELAY INSENSITIVE AND/COR HIGH BANDWIDTH
4072y,
WT B MAPPING OF UPLINK DATA STREAM TRAFFIC FLOW FRAMES TO TS REQUEST QUEUES
QUEUE
INFORMATION TYPE {REQUEST COMMENTS
GROUP)
HIGH PRIORITY, STRICT LATENCY REQUIREMENTS,
4080 - CONTROL INFO ¢ LOW LATENCY AMDIOR LOW BANDWIDTH
4087 - | VOICE, AUDIO STREAM ) [OW LATENGY REQUIREMNTS, NEXT HIGHEST
APP A PRICRITY
2084 g GAMING, AUDIO STREAM APP B, 2 LATENCY SOMEWHAT IMPORTANT, SLIGHTLY HIGHER
IMAGE STREAM APP & BW REQUIREMENT THAN VOICE
FTPIWEB BROWSING, S TIVE ANDIOR HIS OTH
4086 -~ IMAGE STREAM APP B DELAY INSENSITIVE AND/OR HIGH BANDWI

3
e oS &5 FIGURE 40
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Mﬁ
4102 4104 4106 4108
™ AN Sy ™
QUEUE § QUEUE 1 QUEUE 2 QUEVE 3
{REQUEST GROUP 0} {REQUEST GROUP 1) {REQUEST GROUP 2} (REQUEST GRQOUP 3)
INFORMATION INFORMATION INFORMATION INFORMATION
TOTAL NUMBER | 141901 | TOTAL NUMBER | {4112 TOTAL NUMBER | 14114] | TOTAL NUMBER 41418
OF FRAMES  L4" OF FRAMES |4 OF FRAMES {47 OF FRAMES 14"
OF QUEUE 0 OF QUEUE 1 OF QUEUE 2 OF QUEUE 3
TRAFFIC (NIDh TRAFFIC (N[1] TRAFFIC (NiZR TRAFFIC (NI3D)
41?’8\
4120 4127 4124 4126 4128 4130 4132 4134
} { { ¢
\ i v | ¥ ¢ ¥
P oA | SECONDTYPE THIRD TYPE
. ! REPORT, E.G., JINFO REPORT,E.G., 4 INFO
E.G., 1iNFC -
. 8ITS BiTS
2T
ocTionary | FRST SET SECON | o se FOURTY | FIFTH SET | SXTH SET SEVEN
OF QUEUES QUELES OF QUEUES CUEUES OF QUEUES | OF QUEUES QUEUES
(QUEUE 0 {QUEUE 1, {QUEBUE 1,
DICTIONARY O QUE_UE 1\’ {QUEUE ()} § QUEUE 2, | {QUEUEQ) | QUEUEZ NIA N/A
! QUEUE 3} QUEUE 3}
e {QUEUE 0, U . e | {QUEUE Y, ,
DICTIONARY 1 | mie ) | {QUEUE O] | (QUEUE 2H | {QUEVE O} | (QUEVEZ) | G o NIA
riaow o | QUEUED, NN R, - . {QUELE 2, ,
DICTIONARY 2 | G ¢y | (QUEUE D) | (QUEGE 1) | (QUEVE 0} | (QUEVE 1} | ‘gye o WA
(QUSUE 0, _ ‘ - . e
BDICTIONARY 3 QUEUE 1) {QUEUE 0} | {QUEUE 1} | {QUEUE 0} | {QUEUE 1} {QUEUE 2) | {QUEUE 3}

FIGURE 41



U.S. Patent May 10, 2016 Sheet 32 of 77 US 9,338,795 B2
w208 R START METHOD OF \\];’202
OPERTING AWIRELESS 504
£ §
TERMINAL // / QUEUE
< DEFINITION
/ INFORMATION
- SETS OF
i DICTIONARIES
4208
Lo ¥
g
MAINTAIN GENERATE GENERATE FOR EACH
QUEUE STATSFORA FOWER INFORMATION ) ‘OPPOR:\;UNETY _
PLURLATTY OF AVAIABLITY | | | FORATLEAST | Jootb el el
QUEUES INFCRMATION TWO PHYSICAL | | TRANSMISSION
w214 < ATTACHMENT QUEUE STATS
. T REPORTING
£ 4210 POINTS OPPORTUNITIES
INCREMENT UPDATE N, ¥ FOR EACH
QUELE STATS _@BEEE 4212 REPORTING
WHEN DATATO BE ) GOTO nggg;gfgg g‘;:r'\
TRANS:ETTED 5 ROSE_‘;%E PRECETERMEND
ADDED TOA TRANSMISSION
QUEUE QUEUE STATS
4218 REPORTING
3_21 & ¢ OPPORTUNITIES
DECREMENT
QUEUE STATS FIGU RE 42A
WHEN DATA TO B8
TRANSMITTED 18
REMOVED FROM A
QUEUE
FOR EACH
REPDRTING
UPDATE CPPORTUNITY
i A THIRD SET OF
FIGURE 42A SREDETERVINED
TRANSMISSION
FIGURE 428 QUEUE STATS
REPORTING
F g G U RE 42@ OPPORTUNITIES
v
FIGURE 42D G010
FIGURE 42E o
; ROUTINE

FIGURE 42
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4224
START TRAFFIC AVAILABILITY 4226
4228 SUBROUTINE ¢
JBACKLOG INFORMATION
FOR FIRST SET OF

/  QUEUES E.G. THE SET
{Q0, Q1} WHERE THE
BACKLOG INFO IS
N0} + N[1] ¥

1S "~
THERE A BACKLOG GF

“\JRAFFIC IN THE FIRST SET OF . D

¥ QUEUES 7 v o423
TRANGMIT, A TRANSMIT A
FRSTNUMBER | . £IRST NUMBER
OF e OF
INFORMATION INFORMATION
8iTS, E.G. 1 BT, BITS, £.G., 18T,
INDICATING INDICATING NO
TRAFFIC TRAFFIC
BACKLOG IN BACKLOG IN
FIRSTSET OF FIRST SET OF
QUEUES QUEUES

E

|

¥

4236
RETURN

SUROUTINE 1

FIGURE 42B
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START TRAFFIC AVAILABILITY 4240
SUBROUTINE 2
h2a2
/BACKLOG INFORNATION
FORASECOND SETOF  / L
QUEUES, EG. THE SET /|
{QUEUE O} f

/4244

/ BACKLOG INFORMATION FCR
THIRD SET OF QUEUES, E.G.
THE SET {01,02,03) OR {GZ}
OR {Q1} DEPENDING ON THE

REQUEST DICTIONARY iN USE /

! 426
JOINTLY ENCODE THE BACKLOG INFORMATION CCRRESPONDING TO THE
SECOND AND THIRD SETS OF QUEUES INTO A SECOND PRETERMINED
NUMBER OF INFORMATION BITS, E.G,, 3, SAID JOINT ENCODING
OPTIONALLY INCLUDING QUANTIZATION

I TGOTOQUANTIZATIONLEVEL | 404
| CONTROL FACTOR SUBROUTINE
e e o wm —— - v 4238

{ ASAFUNCTION OF A DETERMINED ?4250
L CONTROL FACTOR

¥

TRANSMIT THE JOINTLY CODED BACKLCG

INFORMATION FOR THE SECOND AND THIRD SETS of /4252

QUEUES USING THE SECOND PREDETERMINED
NUMBER OF INFORMATION BITS, EG., 2

A2

4
{ RETURN 1254

SUROUTINE 2

FIGURE 42C
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280

START TRAFFIC AVAILABILITY \/4258
SLBROUTINE 3 7

/4282

/BACKLOG INFORMATION FOR

BACKLOG INFORMATION
FOR FOURTH SET OF
QUEUES, E.G. THE SET
{ao}

/ BACKLOG INFOR
7 FOR FIFTH SET OF
QUEUES, £.G. THE SET OF
{Q1, Q2, G3} OR Q%)
OR{C1} DEPENDING ON
REQUEST DICTIONARY

MATION

/ SIXTH SET OF QUEUES, E.G. / 4265
e e 0 , . ‘ e gy
/ THE SET{Q1, Q3 OR {02, Q3) /BACKLOG INFORMATION
/ OR {42; DEPENDING OF '/ / FOR SEVENTH SET OF
; REQUEST DICTIONARY / by CrURS £ TiE SET
T ! 103} /

v 4268

CPTIONALLY INCLUDING QUANTIZATION

‘ GO TO QUANTIZATION LEVEL CONTROL FACTCOR

ENCODE THE BACKLOG INFORMATION CORRESPONDING TO ONE OF THE
FOURTH, FIFTH, SIXTH, AND SEVENTH SETS OF QUEUES INTO ATHIRD
PRETERMINED NUMBER OF INFORMATION BITS, E.G., 4, SAID ENCODING

i/ 4270

SETS OF QUEUES USING THE THIRD PREDETERMINED
NUMBER OF INFORMATION BITS, E.G., 4 BITS

¥

[U—
{ RETURN }” 4278

SURCUTINE 3

SUBROUTINE
mmmmmmmmmmmmmmmm -
T CALCULATE A QUANTIZATION LEVEL AS A FUNCTION OF i a7
! A DETERMINED CONTROL FACTOR
L o e e o e e o o o o o e
¥
TRANSMIT THE CODED BACKLOG INFORMATION FOR
THE ONE OF THE FOUTH, FIFTH, SIXTH, AND SEVENTH |- 4274

FIGURE 42D
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NO

,

4284 5

OES POWER ™_
INFORMATION AND PATH

LOSS INFORMATION
ATISFY A FIRST CRITERIA .
R ? e

NO

PR

SET CONTROL FACTORS TC AN

{N+1)TH PREDETERMINED SET
OF VALUES, £G,,

Y =YD, Z =20, WHERE YD AND

7D ARE ROSITIVE INTEGERS

?

¢ RETURN AT LEAS

" DOES POWER ™~~._
INFORMATION AND PAT
LOSS INFORMATION
SATISFY A SECOND
. CRITERIA

?

~" DOES POWER ;
INFORMATION AND PATH
LOSS INFORMATION
SATISFY AN NTH CRITERIA

'OF CONTROL ™_.-4298
FACTORS, E.G. Y AND/OR 2
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4278
;~ START QUANTIZATIONLEVEL N\ 4278
4280 %, CONTROL FACTOR SUBROUTINE /
POWER INFORMATICN, 4282
E.G., LAST DCCH BACKOFF

PATH LOSS INFORMATION,
£.G., LAST REPORTED
BEACON RATIO REPORT

YES

v e

SET CONTROL FACTORS TC A
FIRST PREDETERMINED SET OF
VALUES EG,

Y=Y, 2= 21 WHERE Y1 AND Z1
ARE POSITIVE INTEGERS

¥ 4290
SET CONTROL FACTORS TO A
SECOND PREDETERMINED SET
OF VALUES, E.G,,
Y=Y2,Z =22, WHERE Y2 AND 22
ARE POSITIVE INTEGERS

L

YES

v 4

SET CONTROL FACTORS 7O AN
NTH PREDETERMINED SET OF
VALUES, EG.,

Y =YN, Z=2ZN, WHERE YN AND ZN
ARE POSITIVE INTEGERS

wo oy

QUANTIZATION LEVEL CONTROL FACTOR SUBROUTINE

FIGURE 42E
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R START METHOD OF
4300 OPERTING A WIRELESS 4302
TERMINAL
¥
" ISTHEWT <. 304
" OPERATING IN A FULL-TONE
FORMAT DCCH MODE e
SEGMENT ALLOCATED S MODE 7 g SEGMENT
TO THE WT (N FULL-TONE "~ e ALLOCATED TO THE
FORMAT DCCH MODE ) - | WT N SPLIT-TONE
¥ 4308 4308 FORMAT DCCH MODE

OETERMINE A SET OF 21 CODED-
MODULATION SYMBOLS FROM 8
INFORMATION BITS (B5, b4, b3, b2, b1, b0}

. 4312

DETERMINE A SET OF 21 CODED-
MODULATION SYMBOLS FRCM 8
INFORMATION BITS
{67, 06, b5, b4, 83,82, bL, B0} 4a99

DETERMINE 3 ADDITIONAL BITS (e2,
¢1, 50} AS A FUNCTION OF THE 6
INFORMATION BITS, E.G.
€2c1c0 = (b5b4b3). A (o2b160),
WHERE 4 IS A 8IT WISE EXCLUSIVE
OR OPERATION

DETERMINE 4 ADDITIONAL BITS
{3, 2, ¢, c0) AS & FUNCTION OF
THE 8 INFORMATION BITS | EG.
C3C201e0 = (R7HBbSb4).~{b3b2b 110},
WHERE .~ [S A BIT WISE
EXCLUSIVE OR OPERATION

ki 4314

é@ 432

DETERMINE THE SEVEN MCST-
SISNIFICANT MODULATION
SYMBOLS USING A FIRST MAPPING
FUNCTION AND 3 BITS (b5, b4, b3}
AS INPUT

DETERMINE THE SEVEN MOST-
SIGNIFICANT MODULATION
SYMBOLS USING A SECOND

MAPPING FUNCTION AND 4 BITS

{b7, bE, b5, b4 AS INPUT

¥ 438

¥ 4324

DETERMINE THE SEVEN NEXT
POST-SIGMNIFICANT MODULATION
SYMBOLS USING THE FIRST
MAPPING FUNCTION ARD 3 BITS
(b2, by, b0) AS INPUT

DETERMINE THE SEVEN NEXT
MOST-SIGNIFICANT MODULATION
SYMBOLS USING THE SECOND
MAPPING FUNCTTION AND 4 BITS
{63, b2, b, bl) AS INPUT

SYMBOLS USING THE FIRST
MAPPING FUNCTION AND 3 BITS
(€2, cf, o) AS INPUT

% 4318 % . 4328
DETERMINE THE SEVEN LEAST- DETERMINE THE SEVEN LEAST-
SIGNIFICANT MODULATION SIGNIFICANT MODULATION

SYMBOLS USING THE SECOND
MAPPING FUNCTION AND 4 BITS
(€3, c2, ¢, cB) AS INPUT

\/

TRANSMIT THE TWENTY-ONE
DETERMINED MODULATION
SYMBOLS OF THE SEGMENT

- 4310

FIGURE 43
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4400 Ty

START MCTHOD OF OPERATING A
WIRELESS TERMINAL TO REPCORT
CONTROL INFORMATION

<
Rt

¥

. //Q LEAST

. ONE OF THE FOLLOWING OCCUR: T

g \i‘ A TRANSITION FROM A FIRST MODE OF WY ODERAT:GN R

TC A SECOND MODE OF WT OPERATION AND {ii} A HANDOFF

_ OPERATION FROM A FIRST CONNECTION TC A SECOND
I CONNECTION WHILE REMAINING IN THE SECOND

. MODE OF OPERATION ? .

% 4406
TRANSMIT AN INITIAL CONTROL INFORMATION REFORT SET, SAID TRANSMISSION OF THE INITIAL
CONTROL INFROMATION REPORT SET HAVING A FIRST DURATION EQUAL TO A FIRST TIVME PERIOD
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FIGURE B3B
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FIGURE 88C
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s160 8102 6104
;
Format of ULRQSTL
Hits (MSEULSy Notas
e MR NI =0
Dbt NDIENTT R0

r"{»
5200
5202 5204 H5208
{ H
! ! ;
Caioidations of pagmeters y and &
Congdition ¥ z
(28 AND a1y 2 mind, Noagod
(271 AND fho=10) z T Mg}
H25) AND fon=B) 2 PR, Ny |
Hoe2d) AND =R 2 it N e )
21 AND (Do) 2 o, Nomax !
e 1B) AND hoal) 1 IS, Nomgy ]
18] AND Sl 1 oI, N gy }
P15} AND et 1 et N e}
151 AND {e- 1) 1 L,
Qtherwise 8! v, Moman }

FIGURE 62
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8304

Default request dictionary (RO reference number = O) format of ULRQSTA:

Hits (MSHILSH

Hotes

MO0, NS NZE NI, Mgy i =0, gt

THOQ0Y

MO} 13, Nagy i =0: g

b

NiSEemd, Nioy mar=l g

O

CEHINTT I NZF NI 1. Ny, g <0, @

Shinho

ColIND N2 NBI=Z, Noga, e =0, G

b0t

SN N2 NI =S, Mg, ave =0, 9=

b0

COlIN NI NBIA=4:8, Nipg min =D g

B3t 1

SO00

CQ‘?{{NHE“\" NQ}-&-N{Z&WZ}%&, !\‘31}3_ mag =&+ T, gl
O M NI 215, N2y, g w0241, g

hIDMY

ColfNITIeNIZINBT 2 S, Nigs min=3"2+1, gl

sy

O N NN 215, Niza, min =8 7241, g=1

1t

COR{INT T NI NEVE =8, Ny, ip #5241, g1

h1100

NGt e +MIP AT, Mo pin =572+ 1, gt

ahiin

CeR{{N[ NIRRT NIV 2} =818, Nugg qunm? 241, g2

2bi 1l

SN M NI E = 101 Y, Mgy g =872+, o=l

Oriitt

cIN(TE N NS>~ 12, Nias e =171%241, 9=

&
8400

FIGURE 63

6402
;

8404

¥

Default request dictionary (RD reference number = 01 format of ULRGSTR:

Bits (MSb, Sh)

Nptes

00

NID=D, dyag=D

RO

RE=0, digg =t

e

N0, droames

01

NES"S:CH d 123 wd

SO0

NG, S12220

Sh1{

NR}}'.}:? N D'-ggﬁ =3

Hexhil

NEQE:?::‘-'% ., d(ggmzis

b1t

RN

FIGURE 64
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55?2 8504
;

Request dictionary (RO reference number = 1) format of BLRQET4:

Bits MEnLSh) Notes

00000 No change from the pravidus request
ey N{dl=1

0T Wi2=213

DhaDt A NjZj=4:8

DBEIos NiZiv=7
Du0tH A SRR NBYYe T
au01in SeR{INT - NIZWA=2
fhOT1 SN+ NS A=
SHIN0C CaiiiN{ll+ NN =48
Sp 100 colNRNITV =2
ShID - celNI o NEY D=3

Ob1011 SN RN
DY 100 coliNTNA Y 2)=E

051101 O I N 8
051110 SO N =78
Oo1111 oMM NI AT 2D

FIGURE 65

“,

’,f““’\v
seho ¥ 6602 6604

i

¥

Raguest diptionary {RD reference number = 1} format of LRQSTS:

Bits VISDLED) Noter
05800 !
ol
GoTd
Qi3
Qa0
b1l NiCh=1, MN{E=1
DOY0 Widl=1, M2IsZ23
b1t Nillls=1, Ni¥»=d

FIGURE 66



U.S. Patent May 10, 2016 Sheet 60 of 77 US 9,338,795 B2

-
5700
6??2 6??4
3 \
Reguest distionary (RO refereree mamber = :‘:‘}: format of ULRQSTS:
Qity FESLLBY Noigs
QuGO00 No change rom e previous request
(0001 » Nt
OhIOMo N1 2
ObG01Y Nf1i=3
0o0100 , N[1js=d
et calNRI+ NIy
0RO css{{miz;mga}}fy}:z
Oh3111
Du3000 ol ma}wwy\m g
Ol 100 CehUNR V=D
1010 BN N f.:aw
S Tl celirZI+ N D=4
O51100 ceiNAs N"’}dz}
Out iy CeilfiNI 2T NS b8
01110 can{{h{"}-»?@b}ifz;—*? 3
GB13 1 ) - SelENR NIV » T
FIGURE 67
..r" \,\ . s
Reguest dictonary (RD reference number = 2) format of ULRQSTY:
Blte MShLSH hMotes
05000 » N{G <0, N[0
Opoo N0, N{tist
QD » RNOI=0, N{Y=2
Qb N{O ), Wjile=3
09100 MOE=1, M1}
b1 Nigbh=1, Njil=}
00113 , Ni=1, N¥=R
Dutit N1, 3\3{.};::3

FIGURE 68



U.S. Patent May 10, 2016 Sheet 61 of 77 US 9,338,795 B2

6800
8802 S@?@
¢ :
RBenuest dictionary (R reference number = 3 format of ULRQSTY:
Sits (MSDLS  Notas
O o change fram the pravious ref:;szesf
ObolG1
DHRNG
QLU0
etegten
050101 } ‘
Qog 1t A N2j=2i2
Q00111 Ni2=4.6
(R1ED N{Ee=T
H4001 caitfNIaDAV=
DOING oRINGIDYI=2R
01011 CeRINI=4 G
Qo100 pel{NIRl sl=F
Oivii(it oeliNiG =3
Ghiiil e I T ER e
Ootity oBlINED > =8
FIGURE 69
Request dictionary (RD reference nurmber = 31 format of ULRQSTE
Sits (MShLSH) Notas

ORI NIOE=, N{1}=0
DHON MO0, M1}
DHGIN , NiOI=D, Nifl=2
Dogts Ni=0, N{tlead
o100 Niptv=1, N{1i=D
o1t NI =1, NPt
Oh1I0 Nills=1, Niil=2
gh 1 NOlr=1, Mitl=d

FIGURE 70
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4003 4008 AE0F
SO0 g, ¥
W & MAPPING OF UPLINK DATA STREAM TRAFFID FLOW FRAMES TOITS REQUEST CUELES AT
TIME T4
TELE
WEORMATION TYPE IREQUERT COMMENTS
GROUR
. TR (RS HIGH PRIORITY, STRICT LATENDY REQUIREMENTS,
4005 CONTROL INFD 6 LCRY LATENCY ANDIOR LOW SANDWIDTH
LOW LATERCY RECUIREMENTS, NEXT $7
I VOICE ) LOW LATERCY R m;g?gg ﬂ\: 8, NEXT HHIGHES
e | CAMING, AUDIC STREAM N CATENGY SOMEWHAT IMPORTANT, SLIGHTLY RKGHER
: ARP & BN REQUIREMENT THAN VOICE
FYRIWER BREO NG - " e ) - . N
A ;},-@Zgﬁ.&;‘ﬁg”fgg 3 DELAY INSENSITIVE ANDIOR HIGH BANDWITH
e 4818 5021 4023
40 <N § ¥

WT O MARPING OF UL NI ATA STREAM TRAFFIC FLOW FRAMES YO TR REQUEST GUEUES AT

TIGE 12

“BUEGE
INFORMATION TYPE (REQUEST COMMENTS
GROUB)
. . e PRI, STRICT LATENGY REQUIRE MENTS.
Y 5% i CONTE INF > : O e
4% CONTREE INFO ¢ LOW LATENCY ANS/OR LOW BANDWIDTH
” oW LATENGY FEGURENENTS, NEXT HIGHEST
& ICUNE AN g
40w VOICE, GAMING 3 oy
. e ) TATENGY SOWEWHAT PORTANT, SLIGHTLY MIGHER
42w | VIDEC STREAM APE A : B REQUIREMENT THAN YOIGE
FIPAWED BROWSING e o
A Ukl e % 3 OF8 SENSITIVE OHOR HIGH BA? 0TH
Bt | DD & 3 SELAY INSENSITIVE ANIYOR HIGH BANDWDT

03T,

WY G MAFPING OF UPLINK DATA STREAM TRAFFIC FLOW FRAMES TO ITS BRQUEST QUEVES AT

TIME T2
QUEUE
IRFORMATION TYPE {(REQUEST COMMENTS

GROUR)
R e FIGH PRIORITY, STRICT LATENCY REQUIREMENTS,
AoaTe CONTRUL i y LOW LATENCY ANDIOR LOW BANDWIDTH
EhILE S 1
4045 2
s04xee | FTPAYES BROWSING 3 OELAY INSENSITIVE SNDVOR MIGH BANDWIDTH

435 8537 e FIGURE 73




US 9,338,795 B2

Sheet 65 of 77

May 10, 2016

] DGl | 950G : :
Jeidie v N g,wm_* \Twz &Eﬁagaémw Py
b 662 Lt 22 bpspr | oRlY QLN TIMNYHD HO0D A 0uiN0D
HOPO A0~ 168L  pepn) 0L o oo | 104 10
e B 0l | (G TEMOS]. 502 03N MO o S40IA30
S SLH0A3H HO30]q, ) |DNIVEL HI i3 LGN W Wil TWIGOWN o WIEN
HOZA DNOLEEIY mmm.,.., D454 R 2hin, i AOH MO moﬁ\
piv 103N LHOd3Y Hidd WNEIS SONIYE AR ] TOMINOT M TADY pervenm
> S DHINGD HOSSTI |
CEN 00N INOL 1148 | | O 3004 300 104 Hesn? | L eq00 9w EIRD TOUINGD ;
ivs | OON TOREDT MOSRIEINGS  plys ¥ o &MM _ i...g3lvmoan s
Il Oa LA JH0d 3 300 Y ey 0%~
L E?l:\i\\i\\w 3.‘ ffmmg@:mm‘.:. mﬁd@@ﬁ
,m S AR 0T 0y TONINDD A0
WLE R RS CITIYeRES GANI G308 B0 o HOISBISIE ik
I ONMNHDSY 3000 3NOL 11dS SNRMOD Y 300A INCLTIN ) =
aapr” NCILVIEOAN 3 MIEHIS DNLLHOASH NOISSISHYIL HOOD ¥l 5, -
7 , TNCORHNS RENGLE
wn owi ] A0 \\sm_%ﬁww,%p ‘ xwmﬁ wﬁ BEve” mwmmwm%au - w&%g
Y mwﬁ ; gy - | HHH
mmwmmmmﬁc e (bl SniddDH 304 A.wmmwmm SOLLHENGS TR0 L LS NNL
i %m 0N 3N04 HD WOIBOTHIN0 | tnop Wb 5
; re e > ARG ¥ , . 24
oo | P QAN 136 INOL P01 - SN0 TN =
w51 N LONEES DR HFENIIL 1 1 TUNIEIE SSH I ﬁi
arei’ GRS o pWoi
e wevl 7 wnaon
¥l CANIIYC HALSAS Aoy TPL T Ao
o 270 | SROUYONONIOD
TOVL gy ] HOLLYABOIN 20MOSTHINDISSISAONACNEST | -
HO HANOANIN LY SANNGH el S
car P
%7} s gLyl covi

132
{3008 F98081 BRIRRAL SSHIIHIM

U.S. Patent

7




US 9,338,795 B2

Sheet 66 of 77

May 10, 2016

U.S. Patent

L Aol
G164 234l
7 f :
44 i §
; i
DU I,
89 i eI i
f T
%@ % 9% @m M
& @b !
B i
ng, B ]
m se
i %
{ &
%
% i
| B
& % 4%
8 @) %
a9 e A <t st e o e B B o ode e QLGS
o 098 mmw
o
Gy
e
] -
7
., D5



U.S. Patent May 10, 2016 Sheet 67 of 77 US 9,338,795 B2

(TART METHOD OF OPERATING A WIRELESS TERMINALY w100

TE REPORT TRANSIMISSION BACKLOS INFORMATION

apssssssons

i STORE REFORTING CONTROL FACTOR MAPPING INFORMATION, £

T NECHMATION MAPPING AT LEAST ONE OF AN INTERFERENCE REF‘QR? aNDA | 7808
1 TRANSRISSION POWER F@CRT T AT LEASRT ONE BEPORTING CONTROL

; FAGTOR AS A FUNCTION OF STORED VALUES i

axn s oo eRn  mam oo s s x-m:mlmmmmmmbmm-n xmann

‘GENER&‘?E AT LEAST ONE REPORTING CONTROL FACTOR AS A FUNCTION OF AT
‘t‘s‘%T $E OF: CRANKNEL QUALITY INFORMATION, AVAILABLE TRANSMISSION |
POW \r@’?ﬁa‘ﬁs HON, DEVICE CAPABRITY INFORMATION AND QUALITY OF

SERVICE INFORMATION

g

¥
frocd
o3

MAP & NUMBER OF FRAMES TO 85 COMMUNICATED TO AREPORT VALUE AG A | . (80
FUNCTION OF SAD GENERATED AT LEAST ONE REPORTING CONTROL FACTOR

O AARA AAAAL  WAARAS  ARARA  AAASR  VAANK  WAAAY  ARAAS  ARATE  URASRE VAN RTUSR  TONR ORRRR SRR SmAmm o AmAm SMARMS  GERXVOTWITY aomanaeaon "s

T AP ANOTHER NUMSER OF FRAMES TO BE COMMUNICATED "O ﬁ«ND"}%Q i E Y
! REPORY VALUE, SAID MAPPING ANCTHER NUMBER OF “‘RAME INCLUDING

i SELECTING NOT TO APFLY A REP‘?QT?NG CONTREL FAG TGH

Bron ae At et e R W R AR ARG R AR A AWAA AR WM MAAAA  URAR  GAAAA AAAAL AR G AR

FIGURE 76
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7HS
START METHOD OF OFERATING A WIRCLESS TERMINAL TO
RERORT TRANSMISSION BAOKLOG INFORMATION —
f if 747
S “EraRE RO ; 5" / \&@
CONTROL FADTOR ey ~ .
e e Lemos /] ORTOR FORCATY T
{ n‘zmmw O, .G, | : ADLUSTMENT FACTOR,
FORMATION / €6 Via BROADCAST
i sy | CHANKEL SIGNAL v
; AR ?—‘NQ LEAST pioToNaRy T
[ CNEOFAN ! ¥ s34 10 USE
INTERFERENGE i..w SECSIVE AND TI38 1 Do &
[ REFORTANDA Wﬁ g STOSE GAN Rgm
g TRANSMISIIN f' i ADJUSTMENT F74nF MO
i o «f FREPORY
| FOWER REPORT 10 { FAUTOR O TIONARY,
POATLEASTONE  § T .y-)mr AR
| REPGRING nsa \ é €
| CONTROLFACTOR | REASURE
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1
METHODS AND APPARATUS FOR
COMMUNICATING TRANSMISSION
BACKLOG INFORMATION

RELATED APPLICATIONS

The present application for Patent is a Divisional of patent
application Ser. No. 11/487,054, filed on Jul. 14, 2006, titled
“METHODS AND APPARATUS FOR COMMUNICAT-
ING TRANSMISSION BACKLOG INFORMATION”,
pending, which is a Continuation-in-Part of patent applica-
tion Ser. No. 11/333,792, filed on Jan. 17, 2006, titled
“METHODS AND APPARATUS OF IMPLEMENTING
AND/OR USING A DEDICATED CONTROL CHAN-
NEL”, pending, which claims priority to Provisional Appli-
cation No. 60/752,973, filed on Dec. 22, 2005, titled “COM-
MUNICATIONS METHODS AND APPARATUS”, and
assigned to the assignee hereof and each of which is hereby
expressly incorporated by reference

FIELD OF THE INVENTION

The present invention relates to wireless communications
methods and apparatus and, more particularly, to methods
and apparatus related to communicating transmission back-
log information.

BACKGROUND

Wireless terminals that support transmission of uplink traf-
fic, e.g., user data, from the wireless terminal to a base station
normally use uplink air link resources to both communicate
control information and user data. In multiple access wireless
communications systems, typically, multiple wireless termi-
nals using a common base station attachment point are com-
peting for valuable uplink air link resources, e.g., uplink
traffic channel air link resources. One approach to partition-
ing uplink traffic channel resources is for the wireless termi-
nals to send resource requests to their current base station
attachment point, and for the base station to consider the
competing requests. The base station may then allocate
resources, e.g., uplink traffic channel segments, in accor-
dance with various scheduling rules.

Individual wireless terminals may have different needs for
uplink traffic channel resources at different times, e.g.,
depending on a variety of factors such as the type(s) of user
data to be communicated, latency requirements, predeter-
mined data groupings, and/or priority levels. Different types
of'user data with different transmission requirements may be,
for example, voice data, image data, Web browser informa-
tion, data files, etc.

Different resource needs may also be due to the fact that an
individual wireless terminal may experience different chan-
nel quality conditions and/or have different amounts of power
available for transmission at different points in time. Factors
such as channel quality and power availability can influence
acceptable data transmission rates.

A single fixed interpretation uplink traffic channel request
report format used for a particular type of uplink request
report, understood by the base station and the wireless termi-
nals, and used uniformly in the system, although simple to
implement, is not well suited to efficiently communicate a
wide range of uplink traffic channel request information.

Based on the above discussion, it should be appreciated
that there is a need for methods and apparatus for reporting
information in an efficient manner. It would be desirable if at
least some efficient reporting methods could be devised. It
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2

would also be desirable ifat least some methods could be used
to implement an uplink traffic channel resource request struc-
ture which is accommodating to a wide range of wireless
terminal operating conditions, types of wireless terminals
and/orblend of applications. It should also be appreciated that
for some systems there is a need for at least some methods and
apparatus which can efficiently communicate the varying
needs of individual wireless terminals for uplink traffic chan-
nel resources. Methods and apparatus which achieve report-
ing diversity while accommodating small information report
size would be beneficial. It would be beneficial if at least some
methods and apparatus facilitate a wide range of quantization
schemes such that a particular quantization scheme well
suited to a wireless terminal at a particular time can be
selected and used by the wireless terminal to communicate
backlog information. It would also be beneficial if at least
some of the methods and apparatus for efficient reporting
were to make use of available information already being
communicated between the wireless terminal and base station
such as quality information, thus expanding reporting options
while retaining a small report bit size.

BRIEF DESCRIPTION OF THE FIGURES

FIG. 1 is a drawing of an exemplary communication sys-
tem implemented in accordance with various embodiments.

FIG. 2 illustrates an exemplary base station, implemented
in accordance with various embodiments.

FIG. 3 illustrates an exemplary wireless terminal, e.g.,
mobile node, implemented in accordance with various
embodiments.

FIG. 4 is a drawing of exemplary uplink dedicated control
channel (DCCH) segments in an exemplary uplink timing and
frequency structure in an exemplary orthogonal frequency
division multiplexing (OFDM) multiple access wireless com-
munications system.

FIG. 5 includes a drawing of an exemplary dedicated con-
trol channel in an exemplary uplink timing and frequency
structure in an exemplary orthogonal frequency division mul-
tiplexing (OFDM) multiple access wireless communications
system at a time when each set of DCCH segments corre-
sponding to a logical DCCH channel tone is in the full-tone
format.

FIG. 6 includes a drawing of an exemplary dedicated con-
trol channel in an exemplary uplink timing and frequency
structure in an exemplary orthogonal frequency division mul-
tiplexing (OFDM) multiple access wireless communications
system at a time when each set of DCCH segments corre-
sponding to a logical DCCH channel tone is in the split-tone
format.

FIG. 7 includes a drawing of an exemplary dedicated con-
trol channel in an exemplary uplink timing and frequency
structure in an exemplary orthogonal frequency division mul-
tiplexing (OFDM) multiple access wireless communications
system at a time when some of the sets of DCCH segments
corresponding to a logical DCCH channel tone are in the
full-tone format and some of the sets of DCCH segments
corresponding to a logical DCCH channel tone are in the
split-tone format.

FIG. 8 is a drawing illustrating the use of format and mode
in an exemplary uplink DCCH in accordance with various
embodiments, the mode defining the interpretation of the
information bits in the DCCH segments.

FIG. 9 illustrates several examples corresponding to FIG. 8
illustrating different modes of operation.
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FIG. 10 is a drawing illustrating an exemplary default
mode ofthe full tone format in a beaconslot for a given DCCH
tone.

FIG. 11 illustrates an exemplary definition of the default
mode in the full-tone format of the uplink DCCH segments in
the first uplink superslot after the WT migrates to the ON
state.

FIG. 12 is an exemplary summary list of dedicated control
reports (DCRs) in the full-tone format for the default mode.

FIG. 13 is a table of an exemplary format for an exemplary
5 bit downlink SNR report (DLSNRS5) in non-DL macrodi-
versity mode.

FIG. 14 is a table of an exemplary format of 5 bit downlink
SNR report (DLSNRS5) in DL, macrodiversity mode.

FIG. 15 is a table of an exemplary format of an exemplary
3 bit downlink delta SNR report (DLDSNR3).

FIG. 16 is a table of an exemplary format for an exemplary
1 bit uplink request (ULRQST1) report.

FIG. 17 is an exemplary table used to calculate exemplary
control parameters y and z, the control parameters y and z
being used in determining uplink multi-bit request reports
conveying transmission request group queue information.

FIG. 18 is a table identifying bit format and interpretations
associated with each of 16 bit patterns for a four bit uplink
request, ULRQST4, corresponding to an exemplary first
request dictionary (RD reference number=0).

FIG. 19 is a table identifying bit format and interpretations
associated with each of 8 bit patterns for a three bit uplink
request, ULRQST3, corresponding to an exemplary first
request dictionary (RD reference number=0).

FIG. 20 is a table identifying bit format and interpretations
associated with each of 16 bit patterns for a four bit uplink
request, ULRQST4, corresponding to an exemplary second
request dictionary (RD reference number=1).

FIG. 21 is a table identifying bit format and interpretations
associated with each of 8 bit patterns for a three bit uplink
request, ULRQST3, corresponding to an exemplary second
request dictionary (RD reference number=1).

FIG. 22 is a table identifying bit format and interpretations
associated with each of 16 bit patterns for a four bit uplink
request, ULRQST4, corresponding to an exemplary third
request dictionary (RD reference number=2).

FIG. 23 is a table identifying bit format and interpretations
associated with each of 8 bit patterns for a three bit uplink
request, ULRQST3, corresponding to an exemplary third
request dictionary (RD reference number=2).

FIG. 24 is a table identifying bit format and interpretations
associated with each of 16 bit patterns for a four bit uplink
request, ULRQST4, corresponding to an exemplary fourth
request dictionary (RD reference number=3).

FIG. 25 is a table identifying bit format and interpretations
associated with each of 8 bit patterns for a three bit uplink
request, ULRQST3, corresponding to an exemplary fourth
request dictionary (RD reference number=3).

FIG. 26 is a table identifying bit format and interpretations
associated with each of 32 bit patterns for an exemplary 5 bit
uplink transmitter power backoff report (ULTxBKF5), in
accordance with various embodiments.

FIG. 27 includes an exemplary power scaling factor table
relating tone block power tier number to power scaling factor,
implemented in accordance with various embodiments.

FIG. 28 is an exemplary uplink loading factor table used in
communicating base station sector loading information,
implemented in accordance with various embodiments.

FIG. 29 is a table illustrating an exemplary format for a 4
bit downlink beacon ratio report (DLBNR4), in accordance
with various embodiments.
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FIG. 30 is a drawing of an exemplary table describing the
format of an exemplary 4 bit downlink self-noise saturation
level of SNR report (DL.SSNR4), in accordance with various
embodiments.

FIG. 31 is a drawing of a table illustrating an example of
mapping between indicator report information bits and the
type of report carried by the corresponding flexible report.

FIG. 32 is a drawing illustrating an exemplary default
mode of the split tone format in a beaconslot for a given
DCCH tone for an exemplary wireless terminal.

FIG. 33 illustrates an exemplary definition of the default
mode in the split-tone format of the uplink DCCH segments
in the first uplink superslot after the WT migrates to the ON
state.

FIG. 34 provides an exemplary summary list of dedicated
control reports (DCRs) in the split-tone format for the default
mode.

FIG. 35 is a table identifying bit format and interpretations
associated with each of 16 bit patterns for an exemplary 4 bit
uplink transmission backoftf report (ULTxBKF4), in accor-
dance with various embodiments.

FIG. 36 is an example of mapping between indicator report
information bits and the type of report carried by the corre-
sponding flexible report.

FIG. 37 is an exemplary specification of uplink dedicated
control channel segment modulation coding in full-tone for-
mat.

FIG. 38 is a drawing of a table illustrating an exemplary
specification of uplink dedicated control channel segment
modulation coding in split-tone format.

FIG. 39 is a drawing of a table illustrating exemplary
wireless terminal uplink traffic channel frame request group
queue count information.

FIG. 40 includes drawings illustrating an exemplary set of
four request group queues being maintained by a wireless
terminal and drawings illustrating exemplary mappings of
uplink data stream traffic flows to request queues for two
exemplary wireless terminals, in accordance with an exem-
plary embodiment.

FIG. 41 illustrates an exemplary request group queue struc-
ture, multiple request dictionaries, a plurality of types of
uplink traffic channel request reports, and grouping of sets of
queues in accordance with exemplary formats used for each
of the types of reports.

FIG. 42, comprising the combination of FIG. 42A, FIG.
42B, FIG. 42C, FI1G. 42D, and FIG. 42E is a flowchart of an
exemplary method of operating a wireless terminal in accor-
dance with various embodiments.

FIG. 43 is a flowchart of an exemplary method of operating
a wireless terminal in accordance with various embodiments.

FIG. 44 is a flowchart of an exemplary method of operating
a wireless terminal to report control information in accor-
dance with various embodiments.

FIGS. 45 and 46 are used to illustrate the use of an initial
control information report set in an exemplary embodiment.

FIG. 47 is a flowchart of an exemplary method of operating
a communications device in accordance with various embodi-
ments; the communications device including information
indicating a predetermined report sequence for use in con-
trolling the transmission of a plurality of different control
information reports on a recurring basis.

FIG. 48 illustrates two exemplary different formats of ini-
tial control channel information report sets, the different for-
mat report sets including at least one segment conveying
different sets of reports, in accordance with various embodi-
ments.
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FIG. 49 illustrates a plurality of different initial control
information report sets in accordance with various embodi-
ments, the different initial control information report sets
having different numbers of segments.

FIG. 50 is a flowchart of an exemplary method of operating
a wireless terminal in accordance with various embodiments.

FIG. 51 is a drawing illustrating exemplary full-tone
DCCH mode segments and exemplary split-tone DCCH
mode segments allocated to exemplary wireless terminals, in
accordance with various embodiments.

FIG. 52 is a flowchart of a drawing of an exemplary method
of operating a base station in accordance with various
embodiments.

FIG. 53 is a drawing illustrating exemplary full-tone
DCCH mode segments and exemplary split-tone DCCH
mode segments allocated to exemplary wireless terminals, in
accordance with various embodiments.

FIG. 54 is a drawing of a flowchart of an exemplary method
of operating a wireless terminal in accordance with various
embodiments.

FIG. 55 is a drawing of an exemplary wireless terminal,
e.g., mobile node, implemented in accordance with various
embodiments.

FIG. 56 is a drawing of an exemplary base station, e.g.,
access node, implemented in accordance with various
embodiments.

FIG. 57 is a drawing of an exemplary wireless terminal,
e.g., mobile node, implemented in accordance with various
embodiments.

FIG. 58 is a drawing of an exemplary base station, e.g.,
access node, implemented in accordance with various
embodiments.

FIG. 59 comprising the combination of FIG. 59A, FIG.
59B and FIG. 59C is a flowchart of an exemplary method of
operating a wireless terminal in accordance with various
embodiments.

FIG. 60 is a flowchart of an exemplary method of operating
a wireless terminal to provide transmission power informa-
tion to a base station in accordance with various embodi-
ments.

FIG. 61 is a table of an exemplary format for an exemplary
1 bit uplink request (ULRQST1) report.

FIG. 62 is an exemplary table used to calculate exemplary
control parameters y and z, the control parameters y and z
being used in determining uplink multi-bit request reports
conveying transmission request group queue information.

FIG. 63 and FIG. 64 define an exemplary request dictio-
nary with the RD reference number equal to 0.

FIG. 65 and FIG. 66 includes tables which define an exem-
plary request dictionary with the RD reference number equal
to 1.

FIG. 67 and FIG. 68 include tables which define an exem-
plary request dictionary with the RD reference number equal
to 2.

FIG. 69 and FIG. 70 include tables which define an exem-
plary request dictionary with the RD reference number equal
to 3.

FIG. 71 is a drawing of an exemplary wireless terminal,
e.g., mobile node, implemented in accordance with various
embodiments.

FIG. 72 is a drawing of an exemplary wireless terminal,
e.g., mobile node, implemented in accordance with various
embodiments.

FIG. 73 illustrates exemplary mapping for an exemplary
wireless terminal of uplink data stream traffic flows to its
request group queues at different times in accordance with
various embodiments.
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FIG. 74 is a drawing of an exemplary wireless terminal,
e.g., mobile node, implemented in accordance with various
embodiments.

FIG. 75 is a drawing used to explain features of an exem-
plary embodiment using a wireless terminal transmission
power report.

FIG. 76 is a flowchart of an exemplary method of operating
a wireless terminal, e.g., mobile node, to report transmission
backlog information.

FIG. 77 comprising the combination of FIG. 77A, FIG.
77B and FIG. 77C is a drawing of a flowchart of an exemplary
method of operating a wireless terminal, e.g., mobile node, to
report transmission backlog information.

FIG. 78 is a drawing of an exemplary wireless terminal,
e.g., mobile node, implemented in accordance with various
embodiments.

FIG. 79 comprising the combination of FIG. 79A and FIG.
798 is a flowchart of an exemplary method of operating a base
station in accordance with various embodiments.

FIG. 80 comprising the combination of FIG. 80A, FIG.
80B and FIG. 80C is a flowchart of an exemplary method of
operating a base station in accordance with various embodi-
ments.

FIG. 81 is a drawing of an exemplary base station imple-
mented in accordance with various embodiments.

SUMMARY

Methods and apparatus for communicating transmission
backlog information efficiently are described. Reporting con-
trol factors are utilized to expand reporting possibilities for a
fixed bit size request report.

In some but not necessarily all embodiments, a reporting
control factor is determined as a function of at least one of:
channel quality information, power information, device capa-
bility information, quality of service information, and a com-
municated parameter. In some implementations at least one
transmission backlog report value is interpreted as a function
of a reporting control factor. Accordingly, the same report
value may be interpreted differently depending on the report-
ing control factor used to interpret the report value. In some
embodiments, a wide range of quantization schemes for
reporting transmission backlog information are facilitated
corresponding to a small bit size report. The small bit size
report may be, e.g., a report less than 5 bits in size such as a 4
bit uplink traffic request report. While embodiments with
small bit size reports are possible and are often preferable,
other larger size reports may be implemented depending on
the embodiment.

In some such embodiments, a communications device,
e.g., awireless terminal such as a mobile node, can adaptively
select a quantization request level closely matched to its cur-
rent needs such as to provide an accurate representation of its
current traffic channel resource needs. A communications
device, e.g., a wireless terminal, in some embodiments, may
request a number of frames in a request report and the same
report may be indirectly requesting a number of communica-
tions segments needed to clear its transmission backlog, e.g.,
user data waiting to be transmitted.

In some but not necessarily all embodiments, a communi-
cations device receiving a request report, e.g., a base station,
determines the control factor corresponding to a request
report and performs an interpretation of a received report
value as a function of the determined control parameter value.
Various information, e.g., beacon ratio report information
and/or wireless terminal power availability information,
already available to both the wireless terminal and base sta-
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tion for other purposes, may be utilized to generate one or
more reporting control factors.

An exemplary method of operating a wireless terminal to
report transmission backlog information includes: (i) gener-
ating at least one reporting control factor as a function of at
least one of: channel quality information, wireless terminal
available transmission power information, wireless terminal
device capability information and quality of service informa-
tion; and (ii) mapping a number of frames to be communi-
cated to a report value as a function of said generated at least
one reporting control factor. An exemplary wireless terminal,
in accordance with some embodiments, includes: a control
factor generation module for generating a control factor as a
function of at least one of: channel quality information, wire-
less terminal available transmission power information, wire-
less terminal device capability information and quality of
service information; and a mapping module for mapping a
number of frames to be communicated to a report value as a
function of said generated at least one reporting control fac-
tor.

An exemplary method of operating a base station in some
embodiments includes: receiving a transmission backlog
report communicating a report value; determining a reporting
control factor corresponding to said received backlog report,
said reporting control factor being a function of at least one
of: channel quality information, wireless terminal available
transmission power information, wireless terminal device
capability information and quality of service information;
and interpreting the received report value as a function of the
determined reporting control factor. An exemplary base sta-
tion, in some exemplary embodiments includes: a receiver
module for receiving a transmission backlog report from a
wireless terminal, the transmission backlog report communi-
cating a report value; a reporting control factor determination
module for determining a value of a reporting control factor,
said reporting control factor being a function of at least one
of: channel quality information, wireless terminal available
transmission power information, wireless terminal device
capability information and quality of service information;
and a report interpretation module for interpreting said
received report value as a function of a determined reporting
control factor.

While various embodiments have been discussed in the
summary above, it should be appreciated that not necessarily
all embodiments include the same features and some of the
features described above are not necessary but can be desir-
able in some embodiments. Numerous additional features,
embodiments and benefits of the various embodiments are
discussed in the detailed description which follows.

DETAILED DESCRIPTION

FIG. 1 shows an exemplary communication system 100
implemented in accordance with various embodiments.
Exemplary communications system 100 includes multiple
cells: cell 1102, cell M 104. Exemplary system 100 is, e.g., an
exemplary orthogonal frequency division multiplexing
(OFDM) spread spectrum wireless communications system
such as a multiple access OFDM system. Each cell 102, 104
of exemplary system 100 includes three sectors. Cells which
have not be subdivided into multiple sectors (N=1), cells with
two sectors (N=2) and cells with more than 3 sectors (N>3)
are also possible in accordance with various embodiments.
Each sector supports one or more carriers and/or downlink
tones blocks. In some embodiments, each downlink tone
block has a corresponding uplink tone block. In some
embodiments at least some of the sectors support three down-
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link tones blocks. Cell 102 includes a first sector, sector 1 110,
a second sector, sector 2 112, and a third sector, sector 3 114.
Similarly, cell M 104 includes a first sector, sector 1 122, a
second sector, sector 2 124, and a third sector, sector 3 126.
Cell 1102 includes a base station (BS), base station 1 106, and
a plurality of wireless terminals (WTs) in each sector 110,
112, 114. Sector 1 110 includes WT(1) 136 and WT(N) 138
coupled to BS 106 via wireless links 140, 142, respectively;
sector 2 112 includes WT(1') 144 and WT(N') 146 coupled to
BS 106 via wireless links 148, 150, respectively; sector 3 114
includes WT(1") 152 and WT(N") 154 coupled to BS 106 via
wireless links 156, 158, respectively. Similarly, cell M 104
includes base station M 108, and a plurality of wireless ter-
minals (WTs) in each sector 122, 124, 126. Sector 1 122
includes WT(1"") 168 and WT(N"") 170 coupled to BS M
108 via wireless links 180, 182, respectively; sector 2 124
includes WT(1"") 172 and WT(N"") 174 coupled to BS M
108 via wireless links 184, 186, respectively; sector 3 126
includes WT(1""") 176 and WT(N""") 178 coupled to BS M
108 via wireless links 188, 190, respectively.

System 100 also includes a network node 160 which is
coupledto BS1106 and BS M 108 via network links 162, 164,
respectively. Network node 160 is also coupled to other net-
work nodes, e.g., other base stations, AAA server nodes,
intermediate nodes, routers, etc. and the Internet via network
link 166. Network links 162, 164, 166 may be, e.g., fiber optic
cables. Each wireless, e.g. WT 1136, includes a transmitter as
well as a receiver. At least some of the wireless terminals, e.g.,
WT(1) 136, are mobile nodes which may move through sys-
tem 100 and may communicate via wireless links with the
base station in the cell in which the WT is currently located,
e.g., using a base station sector attachment point. The wireless
terminals, (WTs), e.g. WT(1) 136, may communicate with
peer nodes, e.g., other WTs in system 100 or outside system
100 via a base station, e.g. BS 106, and/or network node 160.
WTs, e.g., WI(1) 136 may be mobile communications
devices such as cell phones, personal data assistants with
wireless modems, laptop computers with wireless modems,
data terminals with wireless modems, etc.

FIG. 2 illustrates an exemplary base station 12, imple-
mented in accordance with various embodiments. Exemplary
base station 12 may be any of the exemplary base stations of
FIG. 1. The base station 12 includes antennas 203, 205 and
receiver transmitter modules 202, 204. The receiver module
202 includes a decoder 233 while the transmitter module 204
includes an encoder 235. The modules 202, 204 are coupled
by a bus 230 to an I/O interface 208, processor (e.g., CPU)
206 and memory 210. The I/O interface 208 couples the base
station 12 to other network nodes and/or the Internet. The
memory 210 includes routines, which when executed by the
processor 206, causes the base station 12 to operate. Memory
210 includes communications routines 223 used for control-
ling the base station 12 to perform various communications
operations and implement various communications proto-
cols. The memory 210 also includes a base station control
routine 225 used to control the base station 12 to implement
the steps of methods. The base station control routine 225
includes a scheduling module 226 used to control transmis-
sion scheduling and/or communication resource allocation.
Thus, module 226 may serve as a scheduler. Base station
control routine 225 also includes dedicated control channel
modules 227 which implement methods, e.g., processing
received DCCH reports, performing control related to DCCH
mode, allocating DCCH segments, etc. Memory 210 also
includes information used by communications routines 223,
and control routine 225. The data/information 212 includes a
set of data/information for a plurality of wireless terminal
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(WT 1 data/info 213, WT N data/info 213'. WT 1 data/infor-
mation 213 includes mode information 231, DCCH report
information 233, resource information 235 and sessions
information 237. Data/information 212 also includes system
data/information 229.

FIG. 3 illustrates an exemplary wireless terminal 14, e.g.,
mobile node implemented in accordance with various
embodiments. Exemplary wireless terminal 14 may be any of
the exemplary wireless terminals of FIG. 1. The wireless
terminal 14, e.g., mobile node may be used as a mobile
terminal (MT). The wireless terminal 14 includes receiver
and transmitter antennas 303, 305 which are coupled to
receiver and transmitter modules 302, 304 respectively. The
receiver module 302 includes a decoder 333 while the trans-
mitter module 304 includes an encoder 335. The receiver/
transmitter modules 302, 304 are coupled by a bus 305 to a
memory 310. Processor 306, under control of one or more
routines stored in memory 310 causes the wireless terminal
14 to operate. In order to control wireless terminal operation
memory 310 includes communications routine 323 and wire-
less terminal control routine 325. Communications routine
323 isused for controlling the wireless terminal 14 to perform
various communications operations and implement various
communications protocols. The wireless terminal control
routine 325 is responsible for insuring that the wireless ter-
minal operates in accordance with the methods and performs
the steps in regard to wireless terminal operations. Wireless
terminal control routine 325 includes DCCH modules 327,
which implement methods, e.g., control the performing of
measurements used in DCCH reports, generate DCCH
reports, control transmission of DCCH reports, control
DCCH mode, etc. The memory 310 also includes user/device/
session/resource information 312 which may be accessed and
used to implement the methods and/or data structures. Infor-
mation 312 includes DCCH report information 330 and mode
information 332. Memory 310 also includes system data/
information 329, e.g., including uplink and downlink channel
structure information.

FIG. 4 is a drawing 400 of exemplary uplink dedicated
control channel (DCCH) segments in an exemplary uplink
timing and frequency structure in an exemplary orthogonal
frequency division multiplexing (OFDM) multiple access
wireless communications system. The uplink dedicated con-
trol channel is used to send Dedicated Control Reports (DCR)
from wireless terminals to base stations. Vertical axis 402
plots logical uplink tone index while horizontal axis 404 plots
the uplink index of the halfslot within a beaconslot. In this
example, an uplink tone block includes 113 logical uplink
tones indexed (0, . . ., 112); there are seven successive OFDM
symbol transmission time periods within a halfslot, 2 addi-
tional OFDM symbol time periods followed by 16 successive
half-slots within a superslot, and 8 successive superslots
within a beacon slot. The first 9 OFDM symbol transmission
time periods within a superslot are an access interval, and the
dedicated control channel does not use the air link resources
of the access interval.

The exemplary dedicated control channel is subdivided
into 31 logical tones (uplink tone index 81 406, uplink tone
index 82 408, . . . , uplink tone index 111 410). Each logical
uplink tone (81, . . ., 111) in the logical uplink frequency
structure corresponds to a logical tone indexed with respect to
the DCCH channel (0, . . ., 30).

For each tone in the dedicated control channel there are 40
segments in the beaconslot corresponding to forty columns
(412, 414, 416, 418, 420, 422, . . . , 424). The segment
structure repeats on a beaconslot basis. For a given tone in the
dedicated control channel there are 40 segments correspond-
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ing to a beaconslot 428; each of the eight superslots of the
beaconslot includes 5 successive segments for the given tone.
For example, for first superslot 426 of beaconslot 428, corre-
sponding to tone 0 of the DCCH, there are five indexed
segments (segment [0][0], segment [0][1], segment [0][2],
segment [0][3], segment [0][4]). Similarly, for first superslot
426 of' beaconslot 428, corresponding to tone 1 of the DCCH,
there are five indexed segments (segment [1][0], segment
[1][1], segment [1][2], segment [1][3], segment [1][4]). Simi-
larly, for first superslot 426 of beaconslot 428, corresponding
to tone 30 of the DCCH, there are five indexed segments
(segment [30][0], segment [30][1], segment [30][2], segment
[30][3], segment [30][4]).

In this example each segment, e.g., segment [0][0], com-
prises one tone for 3 successive half-slots, e.g., representing
an allocated uplink air link resource of 21 OFDM tone-sym-
bols. In some embodiments, logical uplink tones are hopped
to physical tones in accordance with an uplink tone hopping
sequence such that the physical tone associated with a logical
tone may be different for successive half-slots, but remains
constant during a given half-slot.

In some embodiments, a set of uplink dedicated control
channel segments corresponding to a given tone can use one
of a plurality of different formats. For example, in an exem-
plary embodiment, for a given tone for a beaconslot, the set of
DCCH segments can use one of two formats: split tone format
and full-tone format. In the full tone format, the set of uplink
DCCH segments corresponding to a tone are used by a single
wireless terminal. In the split tone format, the set of uplink
DCCH segment corresponding to the tone are shared by up to
three wireless terminals in a time division multiplexing man-
ner. The base station and/or the wireless terminal can, in some
embodiments, change the format for a given DCCH tone,
using predetermined protocols. The format of the uplink
DCCH segments corresponding to a different DCCH tone
can, in some embodiments, be independently set and may be
different.

In some embodiments, in either format, the wireless termi-
nal shall support a default mode of the uplink dedicated
control channel segments. In some embodiments, the wire-
less terminal supports the default mode of the uplink dedi-
cated control channel segments and one or more additional
modes of the uplink dedicated control channel segments.
Such a mode defines the interpretation of the information bits
in the uplink dedicated control channel segments. The base
station and/or the WT can, in some embodiments, change the
mode, e.g., using an upper layer configuration protocol. In
various embodiments, the uplink DCCH segments corre-
sponding to a different tone or those corresponding to the
same tone butused by different WTs can be independently set
and may be different.

FIG. 5 includes a drawing 500 of an exemplary dedicated
control channel in an exemplary uplink timing and frequency
structure in an exemplary orthogonal frequency division mul-
tiplexing (OFDM) multiple access wireless communications
system. Drawing 500 may represent the DCCH 400 of FIG. 4,
at a time when each set of DCCH segments corresponding to
atone is in the full-tone format. Vertical axis 502 plots logical
tone index of the DCCH while horizontal axis 504 plots the
uplink index of the halfslot within a beaconslot. The exem-
plary dedicated control channel is subdivided into 31 logical
tones (tone index 0 506, tone index 1 508, . . . , tone index 30
510). For each tone in the dedicated control channel there are
40 segments in the beaconslot corresponding to forty col-
umns (512, 514, 516, 518, 520, 522, . . ., 524). Each logical
tone of the dedicated control channel may be assigned by the
base station to a different wireless terminal using the base
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station as its current point of attachment. For example, logical
(tone 0 506, tone 1 508, . . . , tone 30 510) may be currently
assigned to (WT A 530, WT B 532, . .., WT N' 534),
respectively.

FIG. 6 includes a drawing 600 of an exemplary dedicated
control channel in an exemplary uplink timing and frequency
structure in an exemplary orthogonal frequency division mul-
tiplexing (OFDM) multiple access wireless communications
system. Drawing 600 may represent the DCCH 400 of FIG. 4,
at a time when each set of DCCH segments corresponding to
a tone is in the split-tone format. Vertical axis 602 plots
logical tone index of the DCCH while horizontal axis 604
plots the uplink index of the halfslot within a beaconslot. The
exemplary dedicated control channel is subdivided into 31
logical tones (tone index 0 606, tone index 1 608, . . ., tone
index 30 610). For each tone in the dedicated control channel
there are 40 segments in the beaconslot corresponding to forty
columns (612,614, 616, 618, 620,622, ...,624). Eachlogical
tone of the dedicated control channel may be assigned by the
base station to up to 3 different wireless terminals using the
base station as their current point of attachment. For a given
tone, the segments alternate between the three wireless ter-
minals, with 13 segments being allocated for each of the three
wireless terminals, and the 40” segment is reserved. This
exemplary division of air link resources of the DCCH channel
represents a total of 93 different wireless terminals being
allocated DCCH channel resources for the exemplary bea-
conslot. For example, logical tone 0 606 may be currently
assigned to and shared by WT A 630, WT B 632, and WT C
634; logical tone 1 608 may be currently assigned to and
shared by WT D 636, WT E 638, and WT F 640; logical tone
30 610 may be currently assigned to WT M™ 642, WT N™
644, and WT O™ 646. For the beaconslot, each of the exem-
plary WTs (630, 632, 634, 636, 638, 640, 642, 644, 646) is
allocated 13 DCCH segments.

FIG. 7 includes a drawing 700 of an exemplary dedicated
control channel in an exemplary uplink timing and frequency
structure in an exemplary orthogonal frequency division mul-
tiplexing (OFDM) multiple access wireless communications
system. Drawing 700 may represent the DCCH 400 of FIG. 4,
at a time when some of the sets of DCCH segments corre-
sponding to a tone are in the full-tone format and some of the
sets of DCCH segments corresponding to a tone are in the
split-tone format. Vertical axis 702 plots logical tone index of
the DCCH while horizontal axis 704 plots the uplink index of
the halfslot within a beaconslot. The exemplary dedicated
control channel is subdivided into 31 logical tones (tone index
0 706, tone index 1 708, tone index 2 709, . . ., tone index 30
710). For each tone in the dedicated control channel there are
40 segments in the beaconslot corresponding to forty col-
umns (712, 714, 716, 718, 720, 722, . . ., 724). In this
example, the set of segments corresponding to logical tone 0
708 is in split-tone format and is currently assigned to and
shared by WT A 730, WT B 732, and WTC 734, each receiv-
ing 13 segments with one segment being reserved. The set of
segments corresponding to logical tone 1 708 is also in split-
tone format, but is currently assigned to and shared by two
WTs, WI' D736, WT E 738, each receiving 13 segments. For
tone 1 708, there is a set of 13 unassigned segments, and one
reserved segment. The set of segments corresponding to logi-
cal tone 2 709 is also in split-tone format, but is currently
assigned to one WT, WT F 739, receiving 13 segments. For
tone 2 709, there are two sets with 13 unassigned segments
per set, and one reserved segment. The set of segments cor-
responding to logical tone 30 710 is in full-tone format and is
currently assigned to WT P' 740, with WTP' 740 receiving the
full 40 segments to use.
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FIG. 8 is a drawing 800 illustrating the use of format and
mode in an exemplary uplink DCCH in accordance with
various embodiments, the mode defining the interpretation of
the information bits in the DCCH segments. Row 802, corre-
sponding to one tone of the DCCH, illustrates 15 successive
segments of the DCCH, in which the split tone-format is used
and thus the tone is shared by three wireless terminals, and the
mode used by any one of the three WTs can be different.
Meanwhile, row 804 illustrates 15 successive DCCH seg-
ments using the full tone format and is used by a single
wireless terminal. Legend 805 indicates that: segments with
vertical line shading 806 are used by a 1°* WT user, segments
with diagonal line shading 808 are used by a 2" WT user,
segments with horizontal line shading 810 are used by a 3¢
WT user, and segments with crosshatch shading 812 are used
by a 4” WT user.

FIG. 9 illustrates several examples corresponding to draw-
ing 800 illustrating different modes of operation. In the
example of drawing 900, 1, 2"¢ and 3" WTs are sharing a
DCCH tone in the split tone format while the 4* WT is using
atone in the full tone format. Each of the WTs corresponding
to the example of drawing 900 are using the default mode of
uplink dedicated control channel segments, following a
default mode interpretation of the information bits in the
DCCH segments. The default mode for split tone format (D)
is different than the default mode for full tone format (D).

In the example of drawing 920, 1%, 2"¢ and 3" WTs are
sharing a DCCH tone in the split tone format while the 4% WT
is using a tone in the furll tone format. Each of the (1%, 2”4, and
3'%) WTs corresponding to the example of drawing 920 are
using different modes of uplink dedicated control channel
segments, each following different interpretations of the
information bits in the DCCH segments. The 1% WT is using
mode 2 for split-tone format, the 2" wireless terminal is using
the default mode for split-tone format, and the 3rd WT is
using mode 1 for split-tone format. In addition the 4* WT is
using the default mode for full-tone format.

In the example of drawing 940, 1%, 2"¢ and 3" WTs are
sharing a DCCH tone in the split tone format while the 4% WT
is using a tone in the full tone format. Each of the (1%, 2%, 377,
and 4™) WTs corresponding to the example of drawing 940
are using different modes of uplink dedicated control channel
segments, each following different interpretations of the
information bits in the DCCH segments. The 1°* WT is using
mode 2 for split-tone format, the 2”¢ wireless terminal is using
the default mode for split-tone format, the 3rd WT is using
mode 1 for split tone format, and the 4” WT is using mode 3
for full-tone format.

FIG. 10 is adrawing 1099 illustrating an exemplary default
mode ofthe full tone format in a beaconslot for a given DCCH
tone. In FIG. 10, each block (1000, 1001, 1002, 1003, 1004,
1005,1006,1007,1008,1009,1010,1011,1012,1013,1014,
1015,1016,1017,1018,1019,1020,1021,1022,1023, 1024,
1025,1026,1027,1028,1029,1030,1031,1032,1033,1034,
1035,1036,1037,1038, 1039) represents one segment whose
index s2 (0, . . ., 39) is shown above the block in rectangular
region 1040. Each block, e.g., block 1000 representing seg-
ment 0, conveys 6 information bits; each block comprises 6
rows corresponding to the 6 bits in the segment, where the bits
are listed from the most significant bit to the least significant
bit downwards from the top row to the bottom row as shown
in rectangular region 1043.

For the exemplary embodiment, the framing format shown
in FIG. 10 is used repeatedly in every beaconslot, when the
default mode of full-tone format is used, with the following
exception. In the first uplink superslot after the wireless ter-
minal migrates to the ON state in the current connection, the
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WT shall use the framing format shown in FIG. 11. The first
uplink superslot is defined: for a scenario when the WT
migrates to the ON state from the ACCESS state, for a sce-
nario when the WT migrates to the ON state from a HOLD
state, and for a scenario when the WT migrates to the ON state
from the ON state of another connection.

FIG. 11 illustrates an exemplary definition of the default
mode in the full-tone format of the uplink DCCH segments in
the first uplink superslot after the WT migrates to the ON
state. Drawing 1199 includes five successive segments (1100,
1101, 1102, 1103, 1104) corresponding to segment index
numbers, s2=(0, 1, 2, 3, 4), respectively in the superslot as
indicated by rectangle 1106 above the segments. Each block,
e.g., block 1100 representing segment 0 of the superslot,
conveys 6 information bits; each block comprises 6 rows
corresponding to the 6 bits in the segment, where the bits are
listed from the most significant bit to the least significant bit
downwards from the top row to the bottom row as shown in
rectangular region 1108.

In the exemplary embodiment, in the scenario of migrating
from the HOLD to ON state, the WT starts to transmit the
uplink DCCH channel from the beginning of the first UL
superslot, and therefore the first uplink DCCH segment shall
transport the information bits in the leftmost information
column of FIG. 11, the information bits of segment 1100. In
the exemplary embodiment, in the scenario of migrating from
the ACCESS state, the WT does not necessarily start from the
beginning of the first UL superslot, but does still transmit the
uplink DCCH segments according to the framing format
specified in FIG. 11. For example, if the WT starts to transmit
the UL DCCH segments from the halfslot of the superslot
with index=4, then the WT skips the leftmost information
column of FIG. 11 (segment 1100) and the first uplink DCCH
segment transports the second leftmost column (segment
1101). Note that in the exemplary embodiment, superslot
indexed halfslots (1-3) correspond to one DCCH segment
(1100) and superslot indexed halfslots (4-6) correspond to the
next segment (1101). In the exemplary embodiment, for the
scenario of switching between the full-tone and split-tone
formats, the WT uses the framing format shown in FIG. 10
without the above exception of using the format shown in
FIG. 11.

Once, the first UL superslot ends, the uplink DCCH chan-
nel segments switch to the framing format of FIG. 10.
Depending on where the first uplink superslot ends, the point
of switching the framing format may or may not be the begin-
ning of a beaconslot. Note that in this example embodiment,
there are five DCCH segments for a given DCCH tone for a
superslot. For example, suppose that the first uplink superslot
is of uplink beaconslot superslot index=2, where beaconslot
superslot index range is from 0 to 7. Subsequently in the next
uplink superslot, which is of uplink beaconslot superslot
index=3, the first uplink DCCH segment using the default
framing format of FIG. 10 is of index s2=15 (segment 1015 of
FIG. 10) and transports the information corresponding to
segment s2=15 (segment 1015 of FIG. 10).

Each uplink DCCH segment is used to transmit a set of
Dedicated Control Channel Reports (DCRs). An exemplary
summary list of DCRs in the full-tone format for the default
mode is given in table 1200 FIG. 12. The information of table
1200 is applicable to the partitioned segments of FIGS. 10
and 11. Each segment of FIGS. 10 and 11 includes two or
more reports as described in table 1200. First column 1202 of
table 1200 describes abbreviated names used for each exem-
plary report. The name of each report ends with a number
which specifies the number of bits of the DCR. Second col-
umn 1204 of table 1200 briefly describes each named report.
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Third column 1206 specifies the segment index s2 of FIG. 10,
in which a DCR is to be transmitted, and corresponds to a
mapping between table 1200 and FIG. 10.

The exemplary 5 bit absolute report of downlink signal to
noise ratio (DLSNRS5) shall now be described. The exemplary
DLSNRS5 uses one of the following two mode formats. When
the WT has only one connection, the non-DI macrodiversity
mode format is used. When the WT has multiple connections,
the DL-macrodiversity mode format is used if the WT is in the
DL-macrodiversity mode; otherwise the non-macrodiversity
mode format is used. In some embodiments, whether the WT
is in the DL-macrodiversity mode and/or how the WT
switches between the DL macrodiversity mode and the non-
DL macrodiversity mode are specified in an upper layer pro-
tocol. In the non-DL macro-diversity mode the WT reports
the measured received downlink pilot channel segment SNR
using the closest representation of Table 1300 of FIG. 13.
FIG. 13 is atable 1300 of an exemplary format of DLSNRS5 in
non-DL macrodiversity mode. First column 1302 list 32 pos-
sible bit pattern that may be represented by the 5 bits of the
report. Second column 1304 lists the value of wtDLPICH-
SNR being communicated to the base station via the report. In
this example, incremental levels from —12 dB to 29 dB can be
indicated corresponding to 31 different bit patterns, while bit
pattern 11111 is reserved.

For example, if the calculated wtDLPICHSNR based on
measurement is —14 dB, the DLSNRS report is set to bit
pattern 00000; if the calculated wtDLPICHSNR based on
measurement is —11.6 dB, the DLSNRS5 report is set to bit
pattern 00000 because in table 1300 the entry with —12 dB is
the closet to the calculated value of -11.6 dB; if the calculated
wtDLPICHSNR based on measurement is —11.4 dB, the
DLSNRS report is set to bit pattern 00001 because in table
1300 the entry with =11 dB is the closet to the calculated value
of -11.4 dB.

The reported wireless terminal downlink pilot SNR (wt-
DLPICHSNR) accounts for the fact that the pilot signal, on
which the SNR is measured, is typically transmitted at higher
power than the average traffic channel power. For this reason,
the pilot SNR is, in some embodiments, reported as,

wtDLPICHSNR=PilotSNR-Delta,

where pilotSNR is the measured SNR on the received down-
link pilot channel signal in dB, and Delta is a difference
between the pilot transmission power and an average per tone
channel transmission power level, e.g. the average per tone
downlink traffic channel transmission power. In some
embodiments Delta=7.5 dB.

In the DL-macrodiversity mode format the WT uses the
DLSNRS report to inform a base station sector attachment
point, whether the current downlink connection with the base
station sector attachment point is a preferred connection, and
to report the calculated wtDLPICHSNR with the closest
DLSNRS report according to table 1400. FIG. 14 is a table
1400 of an exemplary format of DLLSNRS in DL macrodiver-
sity mode. First column 1402 list 32 possible bit patterns that
may be represented by the 5 bits of the report. Second column
1404 lists the value of wtDLPICHSNR being communicated
to the base station via the report and an indication as to
whether or not the connection is preferred. In this example,
incremental levels of SNR from -12 db to 13 dB can be
indicated corresponding to 32 different bit patterns. Sixteen
of'the bit patterns correspond to the case where the connection
is not preferred; while the remaining sixteen bit patterns
correspond to the case where the connection is preferred. In
some exemplary embodiments, the highest SNR value that
can be indicated when a link is preferred is greater than the
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highest SNR value that can be indicated when a link is not
preferred. In some exemplary embodiments, the lowest SNR
that can be indicated when a link is preferred is greater than
the lowest SNR value that can be indicated when a link is not
preferred.

In some embodiments, in the DL-macrodiversity mode, the
wireless terminal indicates one and only one connection to be
the preferred connection at any given time. Furthermore, in
some such embodiments, if the WT indicates that a connec-
tion is preferred in a DLSNRS report, then the WT sends at
least NumConsecutive Preferred consecutive DLSNRS
reports indicating that the connection is preferred before the
WT is allowed to a send a DLSNRS report indicating that
another connection becomes the preferred one. The value of
the parameter NumConsecutive preferred depends on the for-
mat of the uplink DCCH channel, e.g., full-tone format vs
split-tone format). In some embodiments the WT gets the
parameter NumConsecutivePreferred in an upper level pro-
tocol. In some embodiments, the default value of NumCon-
secutivePreferred is 10 in the full-tone format.

An exemplary 3 bit relative (difference) report of downlink
SNR (DLDSNR3) shall now be described. The wireless ter-
minal measures the received SNR of the downlink pilot chan-
nel (PilotSNR), calculates the wtDLPICHSNR value, where
wtDLPICHSNR=PilotSNR-Delta, calculates the difference
between the calculated wtDLPICHSNR value and the
reported value by the most recent DLSNR5 report, and
reports the calculated difference with the closest DLDSNR3
report according to table 1500 of FIG. 15. FIG. 15 is a table
1500 of an exemplary format of DLDSNR3. First column
1502 lists 9 possible bit patterns that may represent the 3
information bits of the report. Second column 1504 lists the
reported difference in wtDLPICHSNR being communicated
to the base station via the report ranging from -5 dB to 5 dB.

Various exemplary uplink traffic channel request reports
will now be described. In an exemplary embodiment three
types of uplink traffic channel request reports are used: an
exemplary single bit uplink traffic channel request report
(ULRQST1), an exemplary three bit uplink traffic channel
request report (ULRQST3), and an exemplary four bit uplink
traffic channel request report (ULRQST4). The WT uses an
ULRQST1, ULRQST3, or ULRQST4 to report the status of
the MAC frame queues at the WT transmitter. In the exem-
plary embodiment, the MAC frames are constructed from the
LLC frames, which are constructed from packets of upper
layer protocols. In this exemplary embodiment, any packet
belongs to one of four request groups (RGO, RG1, RG2, or
RG3). In some exemplary embodiments, the mapping of
packets to request groups is done through higher layer proto-
cols. In some exemplary embodiments, there is a default
mapping of packets to request groups, that may be changed by
the base station and/or WT through higher layer protocols. If
the packet belongs to one request group, then, in this exem-
plary embodiment, all the MAC frames of that packet also
belong to that same request group. The WT reports the num-
ber of MAC frames in the 4 request groups that the WT may
intend to transmit. In the ARQ protocol, those MAC frames
are marked as “new” or “to be retransmitted”. The WT main-
tains a vector of four elements N[0:3] for k=0:3, N[K] repre-
sents the number of MAC frames that the WT intends to
transmit in request group k. The WT should report the infor-
mation about N[0:3] to the base station sector so that the base
station sector can utilize the information in an uplink sched-
uling algorithm to determine the assignment of uplink traffic
channel segments.

In an exemplary embodiment, the WT uses the single bit
uplink traffic channel request report (ULRQST1) to report
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N[0]+N][1] according to table 1600 of FIG. 16. Table 1600 is
an exemplary format for an ULRQST1 report. First column
1602 indicates the two possible bit patterns that may be con-
veyed while second column 1604 indicates the meaning of
each bit pattern. If the bit pattern is 0, that indicates that there
are no MAC frames that the WT intends to transmit in either
request group 0 or request group 1. If the bit pattern is 1, that
indicates that the WT has at least one MAC frame in request
group 0 or request group 1 that the WT intends to communi-
cate.

In accordance with a feature used in various embodiments,
multiple request dictionaries are supported. Such a request
dictionary defines the interpretation of the information bits in
uplink traffic channel request reports in the uplink dedicated
control channel segments. At a given time, the WT uses one
request dictionary. In some embodiments, when the WT just
enters the ACTIVE state, the WT uses a default request dic-
tionary. To change the request dictionary the WT and base
station sector use an upper layer configuration protocol. In
some embodiments, when the WT migrates from the ON state
to the HOLD state, the WT keeps the last request dictionary
used in the ON state so that when the WT migrates from the
HOLD state to the ON state later, the WT continues to use the
same request dictionary until the request dictionary is explic-
itly changed; however, if the WT leaves the ACTIVE state,
then the memory of the last request dictionary is cleared. In
some embodiments, the ACTIVE state includes the ON state
and the Hold state, but does not include the ACCESS state and
sleep state.

In some embodiments, to determine at least some
ULRQST3 or ULRQST4 reports, the wireless terminal first
calculates one or more of the following two control param-
eters y and z, and uses one of the request dictionaries, e.g.,
Request dictionary (RD) reference number 0, RD reference
number 1, RD reference number 2, RD reference number 3.
Table 1700 of FIG. 17 is an exemplary table used to calculate
control parameters y and z. First column 1702 lists a condi-
tion; second column 1704 lists the corresponding value of
output control parameter y; third column 1706 lists the cor-
responding value of output control parameter z. In first col-
umn 1702, x (in dBs) represents the value of the most recent
5 bit uplink transmit backoff report (ULTXBKFS5) and the
value b (in dBs) of the most recent 4 bit downlink beacon ratio
report (DLBNR4). Given the input values of x and b from the
most recent reports, the WT checks if the condition from first
row 1710 is satisfied. If the test condition is satisfied, then the
WT uses the corresponding y and z values of the row for
calculating the ULRQST3 or ULRQST4. However, if the
condition is not satisfied the testing continues with the next
row 1712. Testing continues proceeding down the table 1700
in order from top to bottom (1710, 1712, 1714, 1716, 1718,
1720, 1722, 1724, 1726, 1728) until the condition listed in
column 1702 for a given row is satisfied. The WT determines
y and z as those from the first row in table 1700 for which the
first column is satisfied. For example, if x=17 and b=1, then
7z=4 and y=1.

The WT, in some embodiments, uses an ULRQST3 or
ULRQST4 to report the actual N[0:3] of the MAC frames
queues according to a request dictionary. A request dictionary
is identified by a request dictionary (RD) reference number.

In some embodiments, at least some request dictionaries
are such that any ULRQST4 or ULRQST3 may not com-
pletely include the actual N[0:3]. A report is in effect a quan-
tized version of the actual N[0:3]. In some embodiments, the
WT sends a report to minimize the discrepancy between the
reported and actual MAC frame queues first for request group
0 and 1, and then for request group 2, and finally for request
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group 3. However, in some embodiments, the WT has the
flexibility of determining a report to benefit the WT most. For
example, assume that the WT is using exemplary request
dictionary 1 (See FIGS. 20 and 21), the WT may use an
ULRQST4 to report N[1]+N[3] and use an ULRQST3 to
report N[2] and N[0]. In addition if a report is directly related
to a subset of request groups according to the request dictio-
nary, it does not automatically imply that MAC frame queues
of a remaining request group are empty. For example, if a
report means N[2]=1, then it may not automatically imply
that N[0]=0, N[1]=0, or N[3]=0.

FIG. 18 is a table 1800 identifying bit format and interpre-
tations associated with each of 16 bit patterns for a four bit
uplink request, ULRQST4, corresponding to an exemplary
first request dictionary (RD reference number=0). In some
embodiments, the request dictionary with reference num-
ber=0 is the default request dictionary. First column 1802
identifies the bit pattern and bit ordering, most significant bit
to least significant bit. Second column 1804 identifies the
interpretation associated with each bit pattern. An ULRQST4
of'table 1800 conveys one of: (i) no change from the previous
4 bit uplink request, (ii) information about the N[0], and (iii)
information about a composite of N[1]+N[2]+N][3] as a func-
tion of either control parameter y or control parameter z of
table 1700 of FIG. 17.

FIG. 19 is a table 1900 identifying bit format and interpre-
tations associated with each of 8 bit patterns for a three bit
uplink request, ULRQST3, corresponding to an exemplary
first request dictionary (RD reference number=0). In some
embodiments, the request dictionary with reference num-
ber=0 is the default request dictionary. First column 1902
identifies the bit pattern and bit ordering, most significant bit
to least significant bit. Second column 1904 identifies the
interpretation associated with each bit pattern. An ULRQST3
of'table 1900 conveys: (1) information about the N[0] and (ii)
information about a composite of N[1]+N[2]+N][3] as a func-
tion of control parameter y of table 1700 of FIG. 17.

FIG. 20 is a table 2000 identifying bit format and interpre-
tations associated with each of 16 bit patterns for a four bit
uplink request, ULRQST4, corresponding to an exemplary
second request dictionary (RD reference number=1). First
column 2002 identifies the bit pattern and bit ordering, most
significant bit to least significant bit. Second column 2004
identifies the interpretation associated with each bit pattern.
An ULRQST4 of table 2000 conveys one of: (i) no change
from the previous 4 bit uplink request, (ii) information about
the N[2], and (iii) information about a composite of N[1]+N
[3] as a function of either control parameter y or control
parameter z of table 1700 of FIG. 17.

FIG. 21 is a table 2100 identifying bit format and interpre-
tations associated with each of 8 bit patterns for a three bit
uplink request, ULRQST3, corresponding to an exemplary
second request dictionary (RD reference number=1). First
column 2102 identifies the bit pattern and bit ordering, most
significant bit to least significant bit. Second column 2104
identifies the interpretation associated with each bit pattern.
An ULRQSTS3 of table 2100 conveys: (i) information about
N[0] and (ii) information about N[2].

FIG. 22 is a table 2200 identifying bit format and interpre-
tations associated with each of 16 bit patterns for a four bit
uplink request, ULRQST4, corresponding to an exemplary
third request dictionary (RD reference number=2). First col-
umn 2202 identifies the bit pattern and bit ordering, most
significant bit to least significant bit. Second column 2204
identifies the interpretation associated with each bit pattern.
An ULRQST4 of table 2200 conveys one of: (i) no change
from the previous 4 bit uplink request, (ii) information about
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the N[1], and (iii) information about a composite of N[2]+N
[3] as a function of either control parameter y or control
parameter z of table 1700 of FIG. 17.

FIG. 23 is a table 2300 identifying bit format and interpre-
tations associated with each of 8 bit patterns for a three bit
uplink request, ULRQST3, corresponding to an exemplary
third request dictionary (RD reference number=2). First col-
umn 2302 identifies the bit pattern and bit ordering, most
significant bit to least significant bit. Second column 2304
identifies the interpretation associated with each bit pattern.
An ULRQSTS3 of table 2300 conveys: (i) information about
N[0] and (ii) information about N[1].

FIG. 24 is a table 2400 identifying bit format and interpre-
tations associated with each of 16 bit patterns for a four bit
uplink request, ULRQST4, corresponding to an exemplary
fourth request dictionary (RD reference number=3). First
column 2402 identifies the bit pattern and bit ordering, most
significant bit to least significant bit. Second column 2404
identifies the interpretation associated with each bit pattern.
An ULRQST4 of table 2400 conveys one of: (i) no change
from the previous 4 bit uplink request, (ii) information about
N[1], (iii) information about N[2], and (iv) information about
N[3] as a function of either control parameter y or control
parameter z of table 1700 of FIG. 17.

FIG. 25 is a table 2500 identifying bit format and interpre-
tations associated with each of 8 bit patterns for a three bit
uplink request, ULRQST3, corresponding to an exemplary
fourth request dictionary (RD reference number=3). First
column 2502 identifies the bit pattern and bit ordering, most
significant bit to least significant bit. Second column 2504
identifies the interpretation associated with each bit pattern.
An ULRQSTS3 of table 2500 conveys: (i) information about
N[0] and (ii) information about N[1].

In accordance with various embodiments, the methods
facilitate a wide range of reporting possibilities. For example,
the use of control parameters, ¢.g., based on SNR and backoff
reports, allow for a single bit pattern request corresponding to
a given dictionary to take on multiple interpretations. Con-
sider exemplary request dictionary reference number 0 for 4
bit uplink requests as shown in table 1800 of FIG. 18. For a
four bit request where each bit pattern corresponds to a fixed
interpretations and does not rely on control parameters, 16
possibilities exists. However, in table 1800 four of the bit
patterns (0011, 0100, 0101, and 0110) can each have two
different interpretations since control parameter y can have
value 1 or 2. Similarly, in table 1800 nine of the bit patterns
(0111, 1000, 1001, 1010, 1011, 1100, 1101, 1110, and 1111)
can each have 10 different interpretations since control
parameter z can have any of the values (1, 2,3,4,5,6,7,8,9,
10). This use of control parameters expands the range of
reporting for the 4 bit request report from 16 different possi-
bilities to 111 possibilities.

An exemplary 5 bit wireless terminal transmitter power
backoff report (ULTxBKF5) will now be described. A wire-
less terminal backoff report reports an amount of remaining
power that the WT has to use for uplink transmissions for
non-DCCH segments, e.g., including uplink traffic channel
segment(s) after taking into account the power used to trans-
mit the DCCH segments. wtULDCCHBackOff= wtPower-
Max-wtULDCCHTxPower; where wtULDCCHTxPower
denotes the per-tone transmission power of the uplink DCCH
channel in dBm, and wtPowerMax is the maximum transmis-
sion power value of the WT, also in dBm. Note that the
wtULDCCHTxPower represents the instantaneous power
and is calculated using the wtPowerNominal in the halfslot
immediately preceeding the current uplink DCCH segment.
In some such embodiments, the per tone power of the uplink
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DCCH channel relative to wtPowerNominal is O dBs. The
value of wtPowerMax depends on the device capability of the
WT, upon system specifications and/or upon regulations. In
some embodiments, the determination of wtPowerMax is
implementation dependent.

FIG. 26 is a table 2600 identifying bit format and interpre-
tations associated with each of 32 bit patterns for an exem-
plary 5 bit uplink transmitter power backoff report (ULTx-
BKF5), in accordance with various embodiments. First
column 2602 identifies the bit pattern and bit ordering, most
significant bit to least significant bit. Second column 2604
identifies the reported WT uplink DCCH Backoff report val-
ues in dBs corresponding to each bit pattern. In this exem-
plary embodiment 30 distinct levels can be reported ranging
from 6.5 dB to 40 dBs; two bit patterns are left as reserved. A
wireless terminal calculates wtULDCCHBackoft, e.g., as
indicated above, selects the closet entry in table 2600 and uses
that bit pattern for the report.

An exemplary 4 bit downlink beacon ratio report (DL-
BNR4) will now be described. The beacon ratio report pro-
vides information which is a function of received measured
downlink broadcast signals, e.g., beacon signals and/or pilot
signals, from a serving base station sector and from one or
more other interfering base station sectors. Qualitatively, the
beacon ratio report can be used to estimate the relative prox-
imity of the WT to other base station sectors. The beacon ratio
report can be, and in some embodiments is, used at the serving
BS sector in controlling the uplink rate of the WT to prevent
excessive interference to other sectors. The beacon ratio
report, in some embodiments, is based on two factors: (i)
estimated channel gain ratios, denoted G,, and (ii) loading
factors, denoted b,.

The channel gain ratios are defined, in some embodiments,
as follows. In the tone block of the current connection, the
WT, in some embodiments, determines an estimate of the
ratio of the uplink channel gain from the WT to any interfer-
ing Base station sector 1 (BSS 1) to the channel gain from the
WT to the serving BSS. This ratio is denoted as G,. Typically,
the uplink channel gain ratio is not directly measurable at the
WT. However, since the uplink and downlink path gains are
typically symmetric, the ratio can be estimated by comparing
the relative received power of downlink signals from the
serving and interfering BSSs. One possible choice for the
reference downlink signal is the downlink beacon signal,
which is well-suited for this purpose since it can be detected
in very low SNR. In some embodiments, beacon signals have
a higher per tone transmission power level than other down-
link signals from a base station sector. Additionally, the char-
acteristics of the beacon signal are such that precise timing
synchronization is not necessary to detect and measure the
beacon signal. For example, the beacon signal is, in some
embodiments, a high power narrowband, e.g., single tone,
two OFDM symbol transmission time period wide signal.
Thus at certain locations, a WT is able to detect and measure
abeacon signal from a base station sector, where the detection
and/or measurement of other downlink broadcast signals,
e.g., pilot signals may not be feasible. Using the beacon
signal, the uplink path ratio would be given by G,=PB,/PB,,
where PB, and PB,, are, respectively, the measured received
beacon power from the interfering and serving base station
sectors, respectively.

Since the beacon is typically transmitted rather infre-
quently, the power measurement of the beacon signal may not
provide a very accurate representation of average channel
gain, especially in a fading environment where the power
changes rapidly. For example, in some embodiments one
beacon signal, which occupies 2 successive OFDM symbol
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transmission time periods in duration and which corresponds
to a downlink tone block of a base station sector, is transmit-
ted for every beaconslot of 912 OFDM symbol transmission
time periods.

Pilot signals, on the other hand, are often transmitted much
more frequently than beacon signals, e.g., in some embodi-
ments pilot signals are transmitted during 896 out of the 912
OFDM symbol transmission time periods of a beaconslot. If
the WT can detect the pilot signal from the BS sector, it can
estimate the received beacon signal strength from the mea-
sured received pilot signal instead of using a beacon signal
measurement. For example, if the WT can measure the
received pilot power, PP, of the interfering BS sector, then it
can estimate the received beacon power PB, from estimated
PB,=KZ,PP, where K is a nominal ratio of the beacon to pilot
power of the interfering sector that is the same for each of'the
BS sectors, and Z, is a scaling factor that is sector dependent.

Similarly, if the pilot signal power from the serving BS is
measurable at the WT, then the received beacon power PB,
can be estimated from the relation, estimated PB,=KZ,PP,,
where 7, and PP, are, respectively, the scaling factor and
measured received pilot power from the serving base station
sector.

Observe that if the received pilot signal strength is measur-
able corresponding to the serving base station sector, and the
received beacon signal strength is measurable corresponding
to interfering base station sector, the beacon ratio can be
estimated from:

G,=PB/(PPKZ,)

Observe that if the pilot strengths are measurable in both
the serving and interfering sectors, the beacon ratio can be
estimated from:

G,=PPKZ/(PPKZy)=PPZJ(PPoZy).

The scaling factors K, Z, and Z, are either system con-
stants, or can be inferred by the WT, from other information
from the BS. In some embodiments, some of the scaling
factors (K, Z,, Z,) are system constants and some of the
scaling factors (K, Z,, Z,) are inferred by the WT, from other
information form the BS.

In some multicarrier systems with different power levels on
different carriers, the scaling factors, Z, and Z,,, are a function
of the downlink tone block. For example, an exemplary BSS
has three power tier levels, and one of the three power tier
levels is associated with each downlink tone block corre-
sponding to a BSS attachment point. In some such embodi-
ments, a different one of the three power tier levels is associ-
ated with each of the different tone blocks of the BSS.
Continuing with the example, for the given BSS, each power
tier level is associated with a nominal bss power level (e.g.,
one of bssPowerNominal 0, bssPowerNominall, and bssPow-
erNominal2) and the pilot channel signal is transmitted at a
relative power level with respect to a nominal bss power level
for the tone block, e.g., 7.2 dB above the nominal bss power
level being used by the tone block; however, the beacon per
tone relative transmission power level for the BSS is the same
irrespective of the tone block from which the beacon is trans-
mitted, e.g., 23.8 dB above the bss power level used by the
power tier 0 block (bssPowerNominal0). Consequently, in
this example for a given BSS, the beacon transmit power
would be the same in each of the tone blocks, while the pilot
transmit power is different, e.g. with the pilot transmit power
of different tone blocks corresponding to different power tier
levels. One set of scale factors for this example would be,
K=23.8-7.2 dB, which is the ratio of the beacon to pilot
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power for tier 0, and Z, is set to the relative nominal power of
the tier of the interfering sector to the power of a tier 0 sector.

In some embodiments, the parameter Z, is determined
from stored information, e.g., Table 2700 of F1G. 27, accord-
ing to how the tone block of the current connection is used in
the serving BSS as determined by the bssSectorType of the
serving BSS. For example, if the tone block of the current
connection is used as a tier 0 tone block by the serving BSS,
the Z,=1; if the tone block of the current connection is used as
a tier 1 tone block by the serving BSS, the
Z,=bssPowerBackoff01; if the tone block of the current con-
nection is used as a tier 2 tone block by the serving BSS, the
Z,=bssPowerBackoff02.

FIG. 27 includes exemplary power scaling factor table
2700, implemented in accordance with various embodiments.
First column 2702 lists the use of the tone block as either a tier
0 tone block, tier 1 tone block, or tier 2 tone block. Second
column 2704 lists the scaling factor associated with each tier
(0,1,2) tone block, as (1, bssPowerBackoff01, bssPower-
Backoff02), respectively. In some embodiments, bssPower-
Backoff01 is 6 dBs while bssPowerBackoff02 is 12 dB.

In some embodiments, the DCCH DLBNR4 report can be
one of a generic beacon ratio report and a special beacon ratio
report. In some such embodiments, a downlink traffic control
channel, e.g., a DL.TCCH.FLASH channel, sends a special
frame in a beaconslot, the special frame including a “Request
for DLBNR4 report field”. That field can be used by the
serving BSS to control the selection. For example, if the field
is set to zero then, the WT reports a generic beacon ratio
report; otherwise the WT reports the special beacon ratio
report.

A generic beacon ratio report, in accordance with some
embodiments, measures the relative interference cost the WT
would generate to all the interfering beacons or the “closest”
interfering beacon, if the WT were to transmit to the serving
BSS in the current connection. A special beacon ratio report,
in accordance with some embodiments, measures the relative
interference cost the WT would generate to a specific BSS, if
the WT were to transmit to the serving BSS in the current
connection. The specific BSS is the one indicated using infor-
mation received in the Request for DLBNR4 field of the
special downlink frame. For example, in some embodiments,
the specific BSS is the one whose bssSlope is equal to the
value of the “Request for DLBNR4 report field”, e.g., in
unsigned integer format, and whose bssSectorType is equal to
mod(ulUltraslotBeaconslotlndex,3), where ulUltraslotBea-
conslotIndex is the uplink index of the beaconslot within the
ultraslot of the current connection. In some exemplary
embodiments, there are 18 indexed beaconslots within an
ultraslot.

In various embodiments, both the generic and the special
beacon ratios are determined from the calculated channel
gainratios G1, G2, . . ., as follows. The WT receives an uplink
loading factor sent in a downlink broadcast system subchan-
nel and determines a variable b, from uplink loading factor
table 2800 of FIG. 28. Table 2800 includes a first column
2802 listing eight different values that may be used for the
uplink loading factor (0, 1,2,3,4, 5, 6, 7); second column lists
the corresponding values for the b value in dB (0, -1, -2, -3,
-4, -6, -9, —infinity), respectively. For other BSSi, the WT
attempts to receive b, from the uplink loading factor sent in the
downlink broadcast system subchannel of the BSS i in the
tone block of the current connection. If the WT is unable to
receive the UL loading factor bi, the WT sets b,=1.

In some embodiments, in the single carrier operation, the
WT calculates the following power ratio as the generic bea-
con ratio report: by/(G,b;+G,b,+ . . . ) when ulUltraslotBea-
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conslot Index is even or b0/max(G,b,, G,b,, . . . ) when
ulUltraslotBeaconslotIndex is odd, where ulUltraslotBea-
conslotIndex is the uplink index of the beaconslot within the
ultraslot of the current connection and the operation+ repre-
sents a regular addition. When required to send a specific
beacon ratio report, the WT, in some embodiments, calculates
b/(G;B,), where index k represents the specific BSS k. In
some embodiments, there are 18 indexed beaconslots within
an ultraslot.

FIG. 29 is a table 2900 illustrating an exemplary format for
a 4 bit downlink beacon ratio report (DLBNR4), in accor-
dance with various embodiments. First column 2902 lists the
16 various bit patterns that the report can convey, while sec-
ond column 2904 lists the reported power ratio reported cor-
responding to each bit pattern, e.g., ranging from -3 dB to 26
dBs. The wireless terminal reports the generic and specific
beacon ratio reports by selecting and communicating the
DLBNR4 table entry that is closed to the determined report
value. Although in this exemplary embodiment, the generic
and specific beacon ratio reports use the same table for
DLBNR4, in some embodiments, different tables may be
used.

An exemplary 4 bit saturation level of downlink self-noise
SNR report (DLSSNR4) will now be described. In some
embodiments, the WT derives the saturation level of the DL
SNR, which is defined to be the DL SNR that the WT receiver
would measure on a received signal if the BSS transmitted the
signal at infinite power, if the base station were capable of
transmitting such a signal and the wireless terminal was
capable of measuring such a signal. The saturation level can
be, and in some embodiments is, determined by the self-noise
of the WT receiver, which may be caused by factor such as
channel estimation errors. The following is an exemplary
method to derive the saturation level of the DL SNR.

In the exemplary method, the WT assumes that if the BSS
transmits at power P, the DL SNR is equal to SNR(P)=GP/
(a,GP+N), where G represent the wireless channel path gain
from the BSS to the WT, P is the transmission power, so that
GP is the received signal power, N represents the received
interference power, a,GP represents the self-noise, where a
higher value of a, denotes a higher value of self-noise. Gis a
value between O and 1, a,, P, and N are positive values. In this
model, by definition, the saturation level of the DL, SNR is
equal to 1/a,. In some embodiments, the WT measures the
received power of a downlink Null channel (DL.NCH) to
determine the interference power N, measures the received
power (denoted as G*P,) of the downlink pilot channel and
SNR (denoted by SNR) of the downlink pilot channel; the
WT then calculates 1/a,=(1/SNR,-N/(GP,))™*.

Once the WT has derived the saturation level of the DL
SNR, the WT reports it by using the closest entry to the
derived value in a DL self-noise saturation level report table.
Table 3000 of FIG. 30 is such an exemplary table describing
the format of DLSSNR4. First column 3002 indicates the 16
different possible bit patterns that can be conveyed by the
DLSSNR4 report, and second column 3004 lists saturation
levels of DL SNR that are communicated corresponding to
each bit pattern ranging from 8.75 dB to 29.75 dBs.

In various embodiments, a flexible report is included in the
DCCH, such that the WT decides which type of report to
communicate and, the type of report can change from one
flexible reporting opportunity to the next for a given WT
using its allocated dedicated control channel segments.

In an exemplary embodiment, the WT uses a 2 bit type
report (T'YPE2) to indicate the type of report selected by the
WT to be communicated in a 4 bit body report (BODY4) of
the same DCCH segment including both the TYPE2 and
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BODY4 reports. Table 3100 of FIG. 31 is an example of
mapping between TYPE2 report information bits and the type
of report carried by the corresponding BODY4 report. First
column 3102 indicates the four possible bit patterns for the 2
bit TYPE2 report. Second column 3104 indicates the type of
report to be carried in the BODY4 report of the same uplink
dedicated control channel segment corresponding to the
TYPE2 report. Table 3100 indicates that: bit pattern 00 indi-
cates that BODY4 report will be an ULRQST4 report, Bit
pattern 01 indicates the BODY4 report will be a DLSSNR4
report, and bit patterns 10 and 11 are reserved.

In some embodiments, a WT selects the TYPE2 and
BODY4 reports by assessing the relative importance of the
different types of reports from among which the selection
may occur, e.g., the reports listed in table 3100. In some
embodiments, the WT can select the TYPE2 independently
from one segment to another.

FIG. 32 is a drawing 3299 illustrating an exemplary default
mode of the split tone format in a beaconslot for a given
DCCH tone forafirst WT. In FIG. 32, each block (3200, 3201,
3202, 3203 3204, 3205, 3206, 3207, 3208, 3209, 3210, 3211,
3212,3213,3214,3215,3216,3217, 3218, 3219, 3220, 3221,
3222,3223,3224,3225,3226,3227, 3228, 3229, 3230, 3231,
3232,3323, 3234, 3235, 3236, 3237, 3238, 3239) represents
one segment whose index s2 (0, . . ., 39) is shown above the
block in rectangular region 3240. Each block, e.g., block
3200 representing segment 0, conveys 8 information bits;
each block comprises 8 rows corresponding to the 8 bits in the
segment, where the bits are listed from the most significant bit
to the least significant bit downwards from the top row to the
bottom row as shown in rectangular region 3243.

For an exemplary embodiment, the framing format shown
in FIG. 32 is used repeatedly in every beaconslot, when the
default mode of split-tone format is used, with the following
exception. In the first uplink superslot after the wireless ter-
minal migrates to the ON state in the current connection, the
WT shall use the framing format shown in FIG. 33. The first
uplink superslot is defined: for a scenario when the WT
migrates to the ON state from the ACCESS state, for a sce-
nario when the WT migrates to the ON state from a HOLD
state, and for a scenario when the WT migrates to the ON state
from the ON state of another connection.

FIG. 33 illustrates an exemplary definition of the default
mode in the split-tone format of the uplink DCCH segments
in the first uplink superslot after the WT migrates to the ON
state. Drawing 3399 includes five successive segments (3300,
3301, 3302, 3303, 3304) corresponding to segment index
numbers, s2=(0, 1, 2, 3, 4,), respectively in the superslot as
indicated by rectangle 3306 above the segments. Each block,
e.g., block 3300 representing segment 0 of the superslot,
conveys 8 information bits; each block comprises 8 rows
corresponding to the 8 bits in the segment, where the bits are
listed from the most significant bit to the least significant bit
downwards from the top row to the bottom row as shown in
rectangular region 3308.

In the exemplary embodiment, in the scenario of migrating
from the HOLD to ON state, the WT starts to transmit the
uplink DCCH channel from the beginning of the first UL
superslot, and therefore the first uplink DCCH segment shall
transport the information bits in the leftmost information
column of FIG. 33, the information bits of segment 3300. In
the exemplary embodiment, in the scenario of migrating from
the ACCESS state to the ON state, the WT does not neces-
sarily start from the beginning of the first UL superslot, but
does still transmit the uplink DCCH segments according to
the framing format specified in FIG. 33. For example, if the
WT starts to transmit the UL DCCH segments from the half-
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slot of the superslot with index=10, then the WT skips the
leftmost information column of FIG. 33 (segment 3300) and
the first uplink segment transported corresponds to segment
3303). Note that in the exemplary embodiment, superslot
indexed halfslots (1-3) correspond to one segment and super-
slot indexed halfslots (10-12) correspond to the next segment
for the WT. In the exemplary embodiment, for the scenario of
switching between the full-tone and split-tone formats, the
WT uses the framing format shown in FIG. 32 without the
above exception of using the format shown in FIG. 33.

Once, the first UL superslot ends, the uplink DCCH chan-
nel segments switch to the framing format of FIG. 32.
Depending on where the first uplink superslot ends, the point
of switching the framing format may or may not be the begin-
ning of a beaconslot. Note that in this exemplary embodi-
ment, there are five DCCH segments for a given DCCH tone
for a superslot. For example, suppose that the first uplink
superslot is of uplink beaconslot superslot index=2, where
beaconslot superslot index range is from 0 to 7 (superslot 0,
superslot1,. .., superslot 7). Subsequently in the next uplink
superslot, which is of uplink beaconslot superslot index=3,
the first uplink DCCH segment using the default framing
format of FIG. 32 is of index s2=15 (segment 3215 of F1G. 32)
and transports the information corresponding to segment
$2=15 (segment 3215 of FIG. 32).

Each uplink DCCH segment is used to transmit a set of
Dedicated Control Channel Reports (DCRs). An exemplary
summary list of DCRs in the split-tone format for the default
mode is given in table 3400 FI1G. 34. The information of table
3400 is applicable to the partitioned segments of FIGS. 32
and 33. Each segment of FIGS. 32 and 33 includes two or
more reports as described in table 3400. First column 3402 of
table 3400 describes abbreviated names used for each exem-
plary report. The name of each report ends with a number
which specifies the number of bits of the DCR. Second col-
umn 3404 of table 3400 briefly describes each named report.
Third column 3406 specifies the segment index s2 of FIG. 32,
in which a DCR is to be transmitted, and corresponds to a
mapping between table 3400 and FIG. 32.

It should be noted that FIGS. 32, 33 and 34 describe the
segments (indexed segments 0, 3, 6,9, 12, 15, 18, 21, 24, 27,
30,33, and 36) corresponding to a first WT in split tone format
for default mode. With respect to FIG. 32, a second wireless
terminal that use the split tone format of default mode on the
same logical tone in the DCCH will follow the same report
pattern but the segments will be shifted by one, thus the
second WT uses indexed segments (1, 4,7,10,13,16,19, 22,
25, 28, 31, 34, and 37). With respect to FIG. 33, a second
wireless terminal that use the split tone format of default
mode on the same logical tone in the DCCH will follow the
same report pattern but the segments will be shifted by one,
thus the second WT uses indexed segments 3301 and 3304.
With respect to FIG. 32, a third wireless terminal that use the
split tone format of default mode on the same logical tone in
the DCCH will follow the same report pattern but the seg-
ments will be shifted by two, thus the third WT uses indexed
segments (2, 5, 8, 11, 14, 17, 20, 23, 26, 29, 33, 35, and 38).
With respect to FIG. 33, a third wireless terminal that use the
split tone format of default mode on the same logical tone in
the DCCH will follow the same report pattern but the seg-
ments will be shifted by two, thus the third WT uses indexed
segments 3305. In FIG. 32, segment with index=39 is
reserved.

FIG. 33 provides a representation corresponding to the
replacement of the first superslot of a beaconslot correspond-
ing to table 3299, e.g., segment 3300 replaces segment 3200
and/or segment 3303 replaces segment 3203. In FIG. 32, for
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each superslot, one or two segments are allocated to an exem-
plary wireless terminal using split-tone DCCH format, and
the location of the allocated segments varies depending on the
superslot of'the beaconslot. For example, in the first superslot,
two segments (3200, 3203) are allocated corresponding to the
first and fourth DCCH segments of the superslots; in the
second superslot, two segments (3206, 3209) are allocated
corresponding to the 2" and 5th DCCH segments of the
superslot; in the third superslot, one segment 3213 is allo-
cated corresponding to the third DCCH segment of the super-
slot. In some embodiments, segment 3300, when used, is used
to replace the first scheduled DCCH segment of a superslot
and segment 3303, when used, is used to replace the second
scheduled DCCH segment of a superslot. For example, seg-
ment 3300 may replace segment 3206 and/or segment 3303
may replace segment 3309. As another example, segment
3300 may replace segment 3212.

In some embodiments, the 5 bit absolute report of DL SNR
(DLSNRS5) follows the same format in split-tone format
default mode as used in the full-tone format default mode. In
some such embodiments, there is an exception such that the
default value of NumConsecutivePreferred is different in the
split-tone format than in the full-tone format, e.g., 6 in the
split tone format default mode vs 10 in the full tone format
default mode.

In some embodiments, the 3 bit DLDSNR3 report follows
the same format in the split-tone format default mode as used
in the full-tone format default mode. In some embodiments,
the 4 bit DLSSNR4 report follows the same format in the
split-tone format default mode as used in the full-tone format
default mode.

In some embodiments, the 4 bit uplink transmission back-
off report (ULTxBKF4) of the split tone format default mode
is generated similarly to the ULTxBKF5 of full tone format
default mode, except table 3500 of FIG. 35 is used for the
report.

FIG. 35 is a table 3500 identifying bit format and interpre-
tations associated with each of 16 bit patterns for an exem-
plary 4 bit uplink transmission backoff report (ULTxBKF4),
in accordance with various embodiments. First column 3502
identifies the bit pattern and bit ordering, most significant bit
to least significant bit. Second column 3504 identifies the
reported WT uplink DCCH Backoff report values in dBs
corresponding to each bit pattern each bit pattern. In this
exemplary embodiment 16 distinct levels can be reported
ranging from 6 dB to 36 dBs. A wireless terminal calculates
wtULDCCHBackoff, e.g., as indicated above, selects the
closest entry in table 3500 and uses that bit pattern for the
report.

In some embodiments, the 4 bit DLBNR4 report follows
the same format in the split-tone format default mode as used
in the full-tone format default mode. In some embodiments,
the 3 bit ULRQST3 report follows the same format in the
split-tone format default mode as used in the full-tone format
default mode. In some embodiments, the 4 bit ULRQST4
report follows the same format in the split-tone format default
mode as used in the full-tone format default mode.

In various embodiments, a flexible report is included in the
DCCH in the split-tone format in the default mode, such that
the WT decides which type of report to communicate and, the
type of report can change from one flexible reporting oppor-
tunity to the next for a given WT using its allocated dedicated
control channel segments.

In an exemplary embodiment, the WT uses a 1 bit type
report (T'YPE1) to indicate the type of report selected by the
WT to be communicated in a 4 bit body report (BODY4) of
the same DCCH segment including both the TYPE1 and
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BODY4 reports. Table 3600 of FIG. 36 is an example of
mapping between TYPFE1 report information bits and the type
of report carried by the corresponding BODY4 report. First
column 3602 indicates the two possible bit patterns for the 1
bit TYPE1 report. Second column 3604 indicates the type of
report to be carried in the BODY4 report of the same uplink
dedicated control channel segment corresponding to the
TYPE 1 report. Table 3600 indicates that: bit pattern O indi-
cates that BODY4 report will be an ULRQST4 report, Bit
pattern 01 indicates the BODY4 report will be a Reserved
report.

In some embodiments, a WT selects the TYPE1 and
BODY4 reports by assessing the relative importance if the
different types of reports from among which the selection
may occur, e.g., the reports listed in table 3600. In some
embodiments, the WT can select the TYPE1 independently
from one segment to another.

In some embodiments, the encoding and modulation
scheme used when the uplink dedicated control channel seg-
ment uses the full-tone format is different than the encoding
and modulation scheme used when the uplink dedicated con-
trol channel segment uses the split-tone format.

An exemplary first method used for encoding and modu-
lation when the dedicated control channel segment uses the
full-tone format will now be described. Let bs, b, b;, b,, by,
and b, denote the information bits to be transmitted in the
uplink dedicated control channel segment, where by is the
most significant bit and b, is the least significant bit. Define
c,¢;¢=(bsb,b;)."(b,b;by), where .” is a bit-wise logical OR
operation. The WT determines a group of seven modulation-
symbols from information bit groups bsb,b; according to
Table 3700 of FIG. 37. Table 3700 is an exemplary specifi-
cation of uplink dedicated control channel segment modula-
tion coding in full-tone format. First column 3702 of table
3700 includes bit patterns for 3 ordered information bits;
second column 3704 includes corresponding sets of seven
ordered coded modulation symbols, each set corresponding
to a different possible bit pattern.

The seven modulation-symbols determined from bsb,b,
are to be the seven most significant coded modulation-sym-
bols of the output of the coding and modulation operation.

The WT determines a group of seven modulation-symbols
from information bit groups b, b, b, similarly using table
3700, and uses the seven modulation-symbols obtained as the
next most significant coded modulation-symbols of the out-
put of the encoding and modulation operation.

The WT determines a group of seven modulation-symbols
from information bit groups c,c,c, similarly using table
3700, and use the seven modulation-symbols obtained as the
least significant coded modulation-symbols of the output of
the coding and modulation operation.

An exemplary second method used for encoding and
modulation when the dedicated control channel segment uses
the split-tone format will now be described. Letb,, b, bs, b,
bs, b,, by, and b, denote the information bits to be transmitted
in the uplink dedicated control channel segment, where b7 is
the most significant bit and b, is the least significant bit.
Define c;c,¢;¢,=(b,bsbsb,)."(bsb,b,by), where .” is a bit-
wise logical OR operation. The WT determines a group of
seven modulation-symbols from information bit groups
b,bgbsb, according to Table 3800 of FIG. 38. Table 3800 is an
exemplary specification of uplink dedicated control channel
segment modulation coding in split-tone format. First column
3802 of table 3800 includes bit patterns for 4 ordered infor-
mation bits; second column 3804 includes corresponding sets
of seven ordered coded modulation symbols, each set corre-
sponding to a different possible bit pattern.
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The seven modulation-symbols determined from b,bgbsb,
are to be the seven most significant coded modulation-sym-
bols of the output of the coding and modulation operation.

The WT determines a group of seven modulation-symbols
from information bit groups b;b, b, b, similarly using table
3800, and uses the seven modulation-symbols obtained as the
next most significant coded modulation-symbols of the out-
put of the encoding and modulation operation.

The WT determines a group of seven modulation-symbols
from information bit groups c;c,c ¢, similarly using table
3800, and uses the seven modulation-symbols obtained as the
least significant coded modulation-symbols of the output of
the coding and modulation operation.

FIG. 39 is a drawing of a table 3900 illustrating exemplary
wireless terminal uplink traffic channel frame request group
queue count information. Each wireless terminal maintains
and updates its request group count information. In this exem-
plary embodiment there are four request groups (RG0, RG1,
RG2, RG3). Other embodiments may use different numbers
of'request groups. In some embodiments, different WTs in the
system may have different numbers of request groups. First
column 3902 lists queue element index and second column
3904 lists queue element value. First row 3906 indicates that
N[0]=the number of MAC frames that the WT intends to
transmit for request group 0 (RGO); second row 3908 indi-
cates that N[1]=the number of MAC frames that the WT
intends to transmit for request group 1 (RG1); third row
indicates that N[2]=the number of MAC frames that the WT
intends to transmit for request group 2; fourth row 3912
indicates that N[3]=the number of MAC frames that the WT
intends to transmit for request group 3.

Drawing 4000 of FIG. 40 includes an exemplary set of four
request group queues (4002, 4004, 4006, 4008) being main-
tained by a wireless terminal, in accordance with an exem-
plary embodiment. Queue 0 4002 is the queue for request
group 0 information. Queue 0 information 4002 includes a
count of the total number of frames, e.g., MAC frames, of
queue 0 traffic (N[0]) that the WT intends to transmit 4010
and the corresponding frames of uplink traffic (frame 1 4012,
frame 2, 4014, frame 3 4016, . . . , frame N, 4018). Queue 1
4004 is the queue for request group 1 information. Queue 1
information 4004 includes a count of the total number of
frames, e.g., MAC frames, of queue 1 traffic (N[1]) that the
WT intends to transmit 4020 and the corresponding frames of
uplink traffic (frame 1 4022, frame 2, 4024, frame 3
4026, . . . , frame N, 4028). Queue 2 4006 is the queue for
request group 2 information. Queue 2 information 4006
includes a count of the total number of frames, e.g., MAC
frames, of queue 2 traffic (N[2]) that the WT intends to
transmit 4030 and the corresponding frames of uplink traffic
(frame 1 4032, frame 2, 4034, frame 3 4036, . . ., frame N,
4038). Queue 3 4008 is the queue for request group 3 infor-
mation. Queue 3 information 4008 includes a count of the
total number of frames, e.g., MAC frames, of queue 3 traffic
(N[3]) that the WT intends to transmit 4040 and the corre-
sponding frames of uplink traffic (frame 1 4042, frame 2,
4044, frame 3 4046, . . . , frame N; 4048). In some embodi-
ments, the request queues, for at least some wireless termi-
nals, are priority queues. For example, in some embodiments,
request group 0 queue 4002 is used for the highest priority
traffic, request group 1 queue 4004 is used for the 2"¢ highest
priority traffic, request group 2 queue 4006 is used for the
third highest priority traffic, and request group 3 queue 4008
is used for the lowest priority traffic, from the perspective of
the individual wireless terminal.

In some embodiments, the traffic in at least some request
queues during at least some times for at least some wireless
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terminals have different priorities. In some embodiments,
priority is one factor considered when mapping a traffic flow
to a request queue. In some embodiments, priority is one
factor considered when scheduling/transmitting traffic. In
some embodiments, priority is representative of relative
importance. In some embodiments, all other factors being
equal, traffic belonging to a higher priority is scheduled/
transmitted more often than traffic belonging to lower priori-
ties.

Drawing 4052 of FIG. 40 illustrates exemplary mapping
fora first WT, WT A, of uplink data stream traffic flows to its
request group queues. First column 4054 includes informa-
tion type of the data stream traffic flow; second column 4056
includes the identified queue (request group); third column
4058 includes comments. First row 4060 indicates that con-
trol information is mapped to request group 0 queue. Flows
mapped to the request group 0 queue are considered high
priority, have strict latency requirements, require low latency
and/or have low bandwidth requirements. Second row 4062
indicates that voice information is mapped to request group 1
queue. Flows mapped to the request group 1 queue also
require low latency but have a lower priority level than request
group 0. Third row 4064 indicates that gaming and audio
stream application A is mapped to request group 2 queue. For
flows mapped to the request group 2, latency is somewhat
important and the bandwidth requirements are slightly higher
than for voice. Fourth row 4066 indicates that FTP, web
browsing, and video stream application A are mapped to
request group 3 queue. Flows mapped to the request group 3,
are delay insensitive and/or require high bandwidth.

Drawing 4072 of FIG. 40 illustrates exemplary mapping
for a second WT, WTB, of uplink data stream traffic flows to
its request group queues. First column 4074 includes infor-
mation type of the data stream traffic flow; second column
4076 includes the identified queue (request group); third col-
umn 4078 includes comments. First row 4080 indicates that
control information is mapped to request group 0 queue.
Flows mapped to the request group 0 queue are considered
high priority, have strict latency requirements, require low
latency and/or have low bandwidth requirements. Second row
4082 indicates that voice and audio stream application A
information are mapped to request group 1 queue. Flows
mapped to the request group 1 queue also require low latency
buthave a lower priority level than request group 0. Third row
4084 indicates that gaming and audio stream application B,
and image stream application A are mapped to request group
2 queue. For flows mapped to the request group 2, latency is
somewhat important and the bandwidth requirements are
slightly higher than for voice. Fourth row 4086 indicates that
FTP, web browsing, and image stream application B are
mapped to request group 3 queue. Flows mapped to the
request group 3, are delay insensitive and/or require high
bandwidth.

It should be noted the WI' A and WT B use different
mapping from their uplink data stream traffic flows to their set
of request group queues. For example audio stream applica-
tion A is mapped to request group queue 2 for WTA, while the
same audio stream application A is mapped to request group
queue 1 for WTB. In addition, different WTs may have dif-
ferent types of uplink data stream traffic flows. For example,
WT B includes an audio stream application B that is not
included for WT A. This approach, in accordance with vari-
ous embodiments, allows each WT to customize and/or opti-
mize its request queue mapping to match the different types of
data being communicated via its uplink traffic channel seg-
ments. For example, a mobile node such as a voice and text
message cell phone has different types of data streams than a
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mobile data terminal used primarily for on-line gaming and
web browsing, and would typically have a different mapping
of data streams to request group queues.

In some embodiments, the mapping from uplink data
stream traffic flows to request group queues for a WT may
change with time. Drawing 4001 of FIG. 40A illustrates
exemplary mapping for a WT C at a first time T1, of uplink
data stream traffic flows to its request group queues. First
column 4003 includes information type of the data stream
traffic flow; second column 4005 includes the identified
queue (request group); third column 4007 includes com-
ments. First row 4009 indicates that control information is
mapped to request group 0 queue. Flows mapped to the
request group 0 queue are considered high priority, have strict
latency requirements, require low latency and/or have low
bandwidth requirements. Second row 4011 indicates that
voice information is mapped to request group 1 queue. Flows
mapped to the request group 1 queue also require low latency
but have a lower priority level than request group 0. Third row
4013 indicates that gaming and audio stream application A is
mapped to request group 2 queue. For flows mapped to the
request group 2, latency is somewhat important and the band-
width requirements are slightly higher than for voice. Fourth
row 4015 indicates that FTP, web browsing, and video stream
application A are mapped to request group 3 queue. Flows
mapped to the request group 3, are delay insensitive and/or
require high bandwidth.

Drawing 4017 of FIG. 40A illustrates exemplary mapping
for a WT C at a second time T2, of uplink data stream traffic
flows to its request group queues. First column 4019 includes
information type of the data stream traffic flow; second col-
umn 4021 includes the identified queue (request group); third
column 4023 includes comments. First row 4025 indicates
that control information is mapped to request group 0 queue.
Flows mapped to the request group 0 queue are considered
high priority, have strict latency requirements, require low
latency and/or have low bandwidth requirements. Second row
4027 indicates that voice application and a gaming applica-
tion is mapped to request group 1 queue. Flows mapped to the
request group 1 queue also require low latency but have a
lower priority level than request group 0. Third row 4029
indicates that video streaming application A is mapped to
request group 2 queue. For flows mapped to the request group
2, latency is somewhat important and the bandwidth require-
ments are slightly higher than for voice. Fourth row 4031
indicates that FTP, web browsing and video streaming appli-
cation B are mapped to request group 3 queue. Flows mapped
to the request group 3, are delay insensitive and/or require
high bandwidth.

Drawing 4033 of FIG. 73 illustrates exemplary mapping
for a WT C at a third time T3, of uplink data stream traffic
flows to its request group queues. First column 4035 includes
information type of the data stream traffic flow; second col-
umn 4037 includes the identified queue (request group); third
column 4039 includes comments. First row 4041 indicates
that control information is mapped to request group 0 queue.
Flows mapped to the request group 0 queue are considered
high priority, have strict latency requirements, require low
latency and/or have low bandwidth requirements. Second row
4043 and third row 4045 indicate that no data traffic applica-
tions are mapped to request group 1 and request group 2
queues, respectively. Fourth row 4047 indicates that FTP and
web browsing are mapped to request group 3 queue. Flows
mapped to the request group 3, are delay insensitive and/or
require high bandwidth.

It should be noted WT C uses different mappings from their
uplink data stream traffic flows to their set of request group
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queues at the three times T1, T2 and T3. For example audio
stream application A is mapped to request group queue 2 at
time T1, while the same audio stream application A is mapped
to request group queue 1 at time T2. In addition, the WT may
have different types of uplink data stream traffic flows at
different times. For example, at time T2, the WT includes a
video stream application B that is not included at time T1. In
addition, the WT may have no uplink data stream traffic flows
mapped to a specific request group queue at a given time. For
example, at time T3, there are no uplink data stream traffic
flows that are mapped to request group queues 1 and 2. This
approach, in accordance with various embodiments, allows
each WT to customize and/or optimize its request queue
mapping to match the different types of data being commu-
nicated via its uplink traffic channel segments at any time.

FIG. 41 illustrates an exemplary request group queue struc-
ture, multiple request dictionaries, a plurality of types of
uplink traffic channel request reports, and grouping of sets of
queues in accordance with exemplary formats used for each
of the types of reports. In this exemplary embodiment, there
are four request group queues for a given wireless terminal.
The exemplary structure accommodates four request dictio-
naries. The exemplary structure uses three types of uplink
traffic channel request reports (a 1 bit report, a 3-bit report,
and a 4-bit report).

FIG. 41 includes: exemplary queue 0 (request group 0)
information 4102 which includes the total number of frames,
e.g., MAC frames, of queue 0 traffic that an exemplary WT
intends to transmit (N[0]) 4110, exemplary queue 1 (request
group 1) information 4104 which includes the total number of
frames, e.g., MAC frames, of queue 1 traffic that an exem-
plary WT intends to transmit (N[1]) 4112, exemplary queue 2
(request group 2) information 4106 which includes the total
number of frames, e.g., MAC frames, of queue 2 traffic that an
exemplary WT intends to transmit (N[2]) 4114, and exem-
plary queue 3 (request group 3) information 4108 which
includes the total number of frames, e.g., MAC frames, of
queue 3 traffic that an exemplary WT intends to transmit
(N[3])4116. The set of queue 0 info 4102, queue 1 info 4104,
queue 2 info 4106 and queue 3 info 4108 correspond to one
WT in the system. Each WT in the system maintains its set of
queues, tracking uplink traffic frames that it may intend to
transmit.

Table 4118 identifies grouping of queue sets used by dif-
ferent types of request reports as a function of the dictionary
inuse. Column 4120 identifies the dictionary. The first type of
exemplary report is, e.g., a 1 bit information report. Column
4122 identifies the first set of queues used for first type
reports. The first set of queues is the set {queue 0 and queue
1} for the first type of report irrespective of the request dic-
tionary. Column 4124 identifies the second set of queues used
for second type reports. The second set of queues is the set
{queue 0} for the second type of report irrespective of the
request dictionary. Column 4126 identifies the third set of
queues used for second type reports. The third set of queues
is: (i) the set {queue 1, queue 2, queue 3} for the second type
of report for request dictionary 0, (ii) the set of {queue 2} for
the second type of report for request dictionary 1, and (iii) the
set of {queue 1} for the second type of report for dictionary 2
and 3. The third type of report uses a fourth and fifth set of
queues for each dictionary. The third type of report uses a
sixth set of queues for dictionaries 1, 2, and 3. The third type
of'report uses a seventh set of queues for dictionary 3. Column
4128 identifies that the fourth set of queues for the third type
of report is the set {queue 0} irrespective of the dictionary.
Column 4130 identifies that the fifth set of queues for the third
type of report is the set {queue 1, queue 2, queue 3} for
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dictionary 0, the set {queue 2} for dictionary 1, the set {queue
1} for dictionaries 2 and 3. Column 4132 identifies that the
sixth set of queues for the third type of report is the set {queue
1, queue 3} for dictionary 1, the set {queue 2, queue 3} for
dictionary 2, and the set {queue 2} for dictionary 3. Column
4134 identifies that the seventh set of queues for the third type
of report is the set {queue 3} for dictionary 3.

As an example, the (first, second, and third) types of reports
may be the exemplary (ULRQST1, ULRQST3, and
ULRQST4) reports, respectively, of FIGS. 16-25. The sets of
queues used (Seetable 4118) will be described with respectto
the dictionary 0 for the exemplary ULRQST1, ULRQST3,
and ULRQST 4. First set of queues {queue 0, queue 1}
corresponds to ULRQST1 using N[0]+N[1] in table 1600,
e.g., an ULRQST1=1 indicates that N[0]+N[1]>0. Queue
stats of second set of queues {queue 0} and third set of queues
{queve 1, queue 2, queue 3} are jointly coded in an
ULRQSTS3. Second set of queues {queue 0} corresponds to
an ULRQST3 which uses N[0] as the first jointly coded
element in table 1900, e.g., an ULRQST3=001 indicates
N[0]=0. Third set of queues {queuve 1, queue 2, queue 3}
corresponds to an ULRQST3 which uses (N[1]+N[2]+N][3])
as the second jointly coded element in table 1900, e.g., an
ULRQST3=001 indicates ceil((N[1]+N[2]+N[3])/y)=1.
Queue stats of fourth set of queues {queue 0} or the fifth set
of queues {queue 1, queve 2, queue 3} are coded in an
ULRQST4. The fourth set of queues corresponds to
ULRQST4 wusing N[0] in table 1800, e.g, an
ULRQST4=0010 indicates that N[0]>=4. The fifth set of
queues corresponds to ULRQST4 using N[1]+N[2]+N[3] in
table 1800, e.g., an ULRQST4=0011 indicates ceil(N[1]+N
[2]+N[3])/y)=1.

In the exemplary embodiment where (first type, second,
and third) types of reports are the exemplary (ULRQST1,
ULRQSTS3, and ULRQST4) reports of FIGS. 16-25, the first
type of report is independent of request dictionary and uses
the first set of queues of table 4118, a second type of report
communicates queue stat information about both a second set
of queues and a corresponding third set of queues from table
4118, and a third type of report communicates queue stat
information about one of: a fourth sets of queues, a corre-
sponding fifth set of queues, a corresponding sixth set of
queues, and a corresponding seventh set of queues.

FIG. 42, comprising the combination of FIG. 42A, FIG.
42B, FIG. 42C, FIG. 42D, and FIG. 42E is a flowchart 4200
of an exemplary method of operating a wireless terminal in
accordance with various embodiments. Operation of the
exemplary method starts in step 4202, where the WT is pow-
ered on and initialized. Queue definition information 4204,
e.g., mapping information defining mapping of traffic flows
from various applications into MAC frames of specific
request group queues and various grouping of request groups
into sets of request groups, and sets of request dictionary
information 4206 are available for use by the wireless termi-
nal. For example, the information 4204 and 4206 may be
pre-stored in the wireless terminal in non-volatile memory. In
some embodiments, a default request dictionary from among
the plurality of available request dictionaries is used by the
wireless terminal initially, e.g., request dictionary 0. Opera-
tion proceeds from start step 4202 to steps 4208, 4210 and
4212.

In step 4208 the wireless terminal maintains transmission
queue stats for a plurality of queues, e.g., request group 0
queue, request group 1 queue, request group 2 queue and
request group 3 queue. Step 4208 includes sub-step 4214 and
sub-step 4216. In sub-step 4214, the wireless terminal incre-
ments queue stats when data to be transmitted is added to a
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queue. For example, new packets from an uplink data stream
flow, e.g., a voice communications session flow, are mapped
as MAC frames to one of the request groups, e.g., request
group 1 queue and a queue stat, e.g., N[1] representing the
total number of request group 1 frames that the WT intends to
transmit is updated. In some embodiments, different wireless
terminals use different mappings. In sub-step 4216, the WT
decrements the queue stats when data to be transmitted is
removed from a queue. For example, the data to be transmit-
ted may be removed from the queue because the datahas been
transmitted, the data has been transmitted and a positive
acknowledgement was received, the data no longer needs to
be transmitted because a data validity timer has expired, or the
data no longer needs to be transmitted because the commu-
nications session has been terminated.

In step 4210, the wireless terminal generates transmission
power availability information. For example, the wireless
terminal calculates the wireless terminal transmission back-
off power, determines a wireless terminal transmission back-
off power report value, and stores backoff power information.
Step 4210 is performed on an ongoing basis with the stored
information being updated, e.g., in accordance with a DCCH
structure.

In step 4212, the wireless terminal generates transmission
path loss information for at least two physical attachment
points. For example, the wireless terminal measures received
pilot and/or beacon signals from at least two physical attach-
ment points calculates a ratio value, determines a beacon ratio
report value, e.g., corresponding to a generic beacon ratio
report of afirst or second type or a specific beacon ratio report,
and stores the beacon ratio report information. Step 4212 is
performed on an ongoing basis with the stored information
being updated, e.g. in accordance with a DCCH structure.

In addition to performing step 4208, 4210 and 4212, the
WT, for each reporting opportunity in a (first, second, third)
set of predetermined transmission queue stats reporting
opportunities operation goes to (sub-routine 1 4224, sub-
routine 2 4238, subroutine 3 4256), via (step 4218, step 4220,
step 4222), respectively. For example, each first set of prede-
termined transmission queue stat reporting opportunities cor-
responds to each one-bit uplink traffic channel request report-
ing opportunity in the timing structure. For example, ifa WT
is communicating over DCCH segments using the full-tone
DCCH format default mode, e.g., of FIG. 10, the WT receives
16 opportunities to send ULRQST1 in a beaconslot. Continu-
ing with the example, each second set of predetermined trans-
mission queue stat reporting opportunities corresponds to
each three-bit uplink traffic channel request reporting oppor-
tunity in the timing structure. For example, if a WT is com-
municating over DCCH segments using the full-tone DCCH
format default mode, e.g., of FIG. 10, the WT receives 12
opportunities to send ULRQST3 in a beaconslot. If a WT is
communicating over DCCH segments using the split-tone
DCCH format default mode, e.g., of FIG. 32, the WT receives
6 opportunities to send ULRQST3 in a beaconslot. Continu-
ing with the example, each third set of predetermined trans-
mission queue stat reporting opportunities corresponds to
each four-bit uplink traffic channel request reporting oppor-
tunity in the timing structure. For example, if a WT is com-
municating over DCCH segments using the full-tone DCCH
format default mode, e.g., of FIG. 10, the WT receives 9
opportunities to send ULRQST4 in a beaconslot. If a WT is
communicating over DCCH segments using the split-tone
DCCH format default mode, e.g., of FIG. 32, the WT receives
6 opportunities to send ULRQST4 in a beaconslot. For each
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flexible report in which the WT decides to send an
ULRQST4, operation also goes to sub-routine 4256 via con-
necting node 4222.

Exemplary traffic availability subroutine 1 4224 will now
be described. Operation starts in step 4226, and the WT
receives backlog information for a first set of queues, e.g. the
set of {Queue 0, Queue 1} where the information received is
N[0]+N][1]. Operation proceeds from step 4226 to step 4230.

In step 4230, the WT checks if there is a backlog of traffic
in the first set of queues. If there is no backlog in the first set
of queues, N[0]+N][1]=0, then operation proceeds from step
4230 to step 4234, where the WT transmits a first number of
information bits, e.g., 1 information bit, indicating no traffic
backlog in the first set of queues, e.g. the information bit is set
equal to 0. Alternatively, if there is a backlog in the first set of
queues, N[0]+N[1]>0, then operation proceeds from step
4230 to step 4232, where the WT transmits a first number of
information bits, e.g., 1 information bit, indicating a traffic
backlog in the first set of queues, e.g. the information bit is set
equal to 1. Operation proceeds from either step 4232 or step
4234 to return step 4236.

Exemplary traffic availability subroutine 2 4238 will now
be described. Operation starts in step 4240, and the WT
receives backlog information for a second set of queues, e.g.
the set of {Queue 0} where the information received is N[0].
In step 4240, the WT also receives backlog information for a
third set of queues, e.g., the set {queue 1, queue2, queue3} or
{queue 2} or {queue 1} depending on the request dictionary
in use by the WT. For example, corresponding to dictionary
1, 2, 3, 4), the WT may receive (N[1]+N[2]+N[3], N[2],
N[1], N[1]), respectively. Operation proceeds from step 4240
to step 4246.

In step 4246, the WT jointly encodes the backlog informa-
tion corresponding to the second and third sets of queues into
a second predetermined number of information bits, e.g., 3,
said joint encoding optionally including quantization. In
some embodiments, for at least some request dictionaries
sub-step 4248 and sub-step 4250 are performed as part of step
4246. In some embodiments, for at least some request dictio-
naries for at least some iterations of step 4246, sub-step 4248
and sub-step 4250 are performed as part of step 4246. Sub-
step 4248 directs operation to a quantization level control
factor subroutine. Sub-step 4250 calculates a quantization
level as a function of a determined control factor. For
example, consider exemplary ULRQST3 using default
request dictionary 0 as shown in FIG. 19. In that exemplary
case each of the quantization levels are calculated as a func-
tion of control factor y. In such an exemplary embodiment,
sub-steps 4248 and 4250 are performed in determining the
information bit pattern to place in the ULRQST3 report.
Alternatively, consider exemplary ULRQST3 using request
dictionary 1 as shown in FIG. 21. In that case, none of the
quantization levels are calculated as a function of a control
factor, e.g. y or z, and therefore sub-step 4248 and 4250 are
not performed.

Operation proceeds from step 4246 to step 4252, where the
WT transmits the jointly coded backlog information for the
second and third sets of queues using the second predeter-
mined number of information bits, e.g., 3 information bits.
Operation proceeds from step 4252 to return step 4254.

Exemplary traffic availability subroutine 3 4256 will now
be described. Operation starts in step 4258, and the WT
receives backlog information for a fourth set of queues, e.g.
the set of {Queue 0} where the information received is N[0].
In step 4240, the WT also receives backlog information for a
fifth set of queues, e.g., the set {queue 1, queue2, queue3} or
{queue 2} or {queue 1} depending on the request dictionary
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in use by the WT. For example, corresponding to dictionary
(0, 1, 2, 3), the WT may receive (N[1]+N[2]+N][3], N[2],
N[1], N[1]), respectively. In step 4240, the WT may also
receives backlog information for a sixth set of queues, e.g.,
the set {queue 1, queue3} or {queue 2, queue3} or {queue 2}
depending on the request dictionary in use by the WT. For
example, corresponding to dictionary (1, 2, 3), the WT may
receive (N[1]+N[3], N[2]+N[3], N[2]), respectively. In step
4240, the WT may also receive backlog information for a
seventh set of queues, e.g., the set {queue 3} if request dic-
tionary 3 is in use by the WT. Operation proceeds from step
4258 to step 4266.

In step 4268, the WT encodes the backlog information
corresponding to one of the fourth, fifth, sixth, and seventh
sets of queues into a third predetermined number of informa-
tion bits, e.g., 4, said encoding optionally including quanti-
zation. In some embodiments, for at least some request dic-
tionaries sub-step 4270 and sub-step 4272 are performed as
part of step 4268. In some embodiments, for at least some
request dictionaries for at least some iterations of step 4268,
sub-step 4270 and sub-step 4272 are performed as part of step
4268. Sub-step 4270 directs operation to a quantization level
control factor subroutine. Sub-step 4272 calculates a quanti-
zation level as a function of a determined control factor.

Operation proceeds from step 4268 to step 4274, where the
WT transmits the coded backlog information for one of the
fourth, fifth, sixth, and seventh sets of queues using the third
predetermined number of information bits, e.g., 4 informa-
tion bits. Operation proceeds from step 4274 to return step
4276.

Exemplary quantization level control factor subroutine
4278 will now be described. In some embodiments, the exem-
plary quantization level control factor subroutine 4278 imple-
mentation includes the use of table 1700 of FIG. 17. First
column 1702 lists a condition; second column 1704 lists the
corresponding value of output control parameter y; third col-
umn 1706 lists the corresponding value of output control
parameter 7. Operation starts in step 4279, and the subroutine
receives power information 4280, e.g., the last DCCH trans-
mitter power backoff report, and path loss information 4282,
e.g., the last reported beacon ratio report. Operation proceeds
from step 4279 to step 4284, where the WT checks as to
whether or not the power information and path loss informa-
tion satisfy a first criteria. For example, the first criteria is in
an exemplary embodiment: (x>28) AND (b>=9), where x is
the value in dBs of the most recent uplink transmission power
backoff report, e.g., ULTxBKF5 and b is the value in dBs of
the most recent downlink beacon ratio report, e.g., DLBNR4.
If the first criteria is satisfied, then operation proceeds from
step 4284 to step 4286; however if the first criteria is not
satisfied, operation proceeds to step 4288.

In step 4286, the wireless terminal sets control factors, e.g.
the set {Y, Z}, to a first predetermined set of values, e.g.,
Y=Y1, 7Z=71, where Y1 and 71 are positive integers. In one
exemplary embodiment, Y1=2 and Z1=10.

Returning to step 4288, in step 4288 the WT checks as to
whether or not the power information and path loss informa-
tion satisty a second criteria. For example in an exemplary
embodiment, the second criteria is (x>27) AND (b>=8). Ifthe
second criteria is satisfied, then operation proceeds from step
4288 to step 4290, where the wireless terminal sets control
factors, e.g. the set {Y, Z}, to a second predetermined set of
values, e.g., Y=Y2, 7=72, where Y2 and 72 are positive
integers. In one exemplary embodiment, Y2=2 and 72=9. If
the second criteria is not satisfied operation proceeds to
another criteria checking step where, depending on whether
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or not the criteria is satisfied, the control factor are set to
predetermined values or testing is continued.

There are a fixed number of test criteria, utilized in the
quantization level control factor subroutine. If none of the
first N-1 test criteria are satisfied, operation proceeds to step
4292, where the wireless terminal tests as to whether or not
the power information and path loss information satisty an
Nthcriteria. For example in an exemplary embodiment where
N=9, the Nth criteria is (x>12) and (b<-5). If the Nth criteria
is satisfied, then operation proceeds from step 4292 to step
4294, where the wireless terminal sets control factors, e.g. the
set {Y, Z}, to a Nth predetermined set of values, e.g., Y=YN,
7=7N, where YN and ZN are positive integers. In one exem-
plary embodiment, YN=1 and ZN=2. If the Nth criteria is not
satisfied, the wireless terminal sets control factors, e.g., the
set {Y, Z} to a (N+1)th predetermined set of values, e.g., a
default set Y=YD, Z=/D, where YD and ZD are positive
integers. In one exemplary embodiment, YD=1 and ZD=1.

Operation proceeds from step 4286, step 4290, other con-
trol factor setting steps, step 4294 or step 4296 to step 4298.
In step 4298, the WT returns at least one control factor value,
e.g., Y and/or 7.

FIG. 43 is a flowchart 4300 of an exemplary method of
operating a wireless terminal in accordance with various
embodiments. Operation starts in step 4302, where the wire-
less terminal is powered on, initialized, has established a
connection with a base station. Operation proceeds from start
step 4302 to step 4304.

In step 4304, the wireless terminal determines whether the
WT is operating in a full-tone format DCCH mode or a
split-tone format DCCH mode. For each DCCH segment
allocated to the WT in full-tone format DCCH mode, the WT
proceeds from step 4304 to step 4306. For each DCCH seg-
ment allocated to the WT in split-tone format DCCH mode,
the WT proceeds from step 4304 to step 4308.

In step 4306, the WT determines a set of 21 coded modu-
lation-symbol values from 6 information bits (b5, b4, b3, b2,
b1, b0). Step 4306 includes sub-steps 4312, 4314, 4316, and
4318. In sub-step 4312, the WT determines 3 additional bits
(2, cl, c0) as a function of the 6 information bits. For
example, in one exemplary embodiment, c2c11c0=(b5b4b3)
[ (b2b1b0) where . is a bit wise exclusive OR operation.
Operation proceeds from step 4312 to step 4314. In sub-step
4314, the WT determines the seven most-significant modu-
lation symbols using a first mapping function and 3 bits (b5,
b4, b3) as input. Operation proceeds from sub-step 4314 to
sub-step 4316. In sub-step 4316, the WT determines the seven
next most significant modulation symbols using the first map-
ping function and 3 bits (b2, bl, b0) as input. Operation
proceeds from sub-step 4316 to sub-step 4318. In sub-step
4318, the WT determines the seven least-significant modula-
tion symbol using the first mapping function and 3 bits (c2,
cl, c0) as input.

In step 4308, the WT determines a set of 21 coded modu-
lation-symbol values from 8 information bits (b7, b6, b5, b4,
b3, b2, bl, b0). Step 4308 includes sub-steps 4320, 4322,
4324, and 4326. In sub-step 4320, the WT determines 4
additional bits (c3, c2, c1, c0) as a function of the 8 informa-
tion bits. For example, in one exemplary embodiment,
c3c2clc0=(b7b6b5b4)."(b3b2b1b0) where .” is a bit wise
exclusive OR operation. Operation proceeds from step 4320
to step 4322. In sub-step 4322, the WT determines the seven
most-significant modulation symbols using a second map-
ping function and 4 bits (b7, b6, b5, b4) as input. Operation
proceeds from sub-step 4322 to sub-step 4324. In sub-step
4324, the WT determines the seven next most significant
modulation symbols using the second mapping function and
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4 bits (b3, b2, bl, b0) as input. Operation proceeds from
sub-step 4324 to sub-step 4326. In sub-step 4326, the WT
determines the seven least-significant modulation symbol
using the second mapping function and 4 bits (c3, c2, c1, c0)
as input.

For each DCCH segment allocated to the wireless terminal,
operation proceeds from either step 4306 or step 4308 to step
4310. In step 4310, the wireless terminal transmits the
twenty-one determined modulation symbols of the segment.

In some embodiments, each DCCH segment corresponds
to 21 OFDM tone symbols each tone-symbol of the DCCH
segment using the same single logical tone in the uplink
timing and frequency structure. The logical tone may be
hopped during a DCCH segment, e.g., the same logical tone
may corresponds to three different physical tones in the
uplink tone block being used for the connection, with each
physical tone remaining the same for seven successive
OFDM symbol transmission time periods.

In one exemplary embodiment, each segment corresponds
to multiple DCCH reports. In one exemplary embodiment,
the first mapping function is represented by table 3700 of
FIG. 37, and the second mapping function is represented by
table 3800 of FIG. 38.

FIG. 44 is a flowchart 4400 of an exemplary method of
operating a wireless terminal to report control information in
accordance with various embodiments. Operation starts in
step 4402, where the wireless terminal is powered up and
initialized. Operation proceeds from start step 4402 to step
4404. In step 4404, the WT checks as to whether or not one of
the following has occurred: (i) a transition from a first mode
of WT operation to a second mode of WT operation and (ii) a
handoff operation from a first connection to a second connec-
tion while remaining in the second mode of operation. In
some embodiments, the second mode of operation is an ON
mode of operation and said first mode of operation is one of a
hold mode of operation, a sleep mode of operation, and an
ACCESS mode of operation. In some embodiments, during
the ON mode of operation, the wireless terminal can transmit
user data on an uplink and during the hold and sleep modes of
operation the wireless terminal is precluded from transmit-
ting user data on said uplink. If one of the conditions checked
for in step 4404 has occurred, operation proceeds to step
4406; otherwise, operation proceeds back to step 4404 where
the checks are again performed.

In step 4406, the WT transmits an initial control informa-
tion report set, said transmission of the initial control infor-
mation report set having a first duration equal to a first time
period. In some embodiments, the initial control information
report set can include one or a plurality of reports. Operation
proceeds from step 4406 to step 4408. In step 4408, the WT
checks as to whether or not the WT is in the 2"¢ mode of
operation. If the WT is in the second mode of operation,
operation proceeds from step 4408 to step 4410; otherwise
operation proceeds to step 4404.

In step 4410, the WT transmits a first additional control
information report set, said transmission of the first additional
control information report set for a period of time which is the
same as first time period, the first additional control informa-
tion report set being different than from said initial control
information report set. In some embodiments, the initial con-
trol information report set is different from the first additional
control information report set due to the initial and first addi-
tional control information report sets having different for-
mats. In some embodiments, the initial control information
report set includes at least one report that is not included in the
first additional control information report set. In some such
embodiments, the initial control information report set
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includes at least two reports that are not included in the first
additional control information report set. In some embodi-
ments, the at least one report that is not included in the first
additional control information report set is one of an interfer-
ence report and a wireless terminal transmission power avail-
ability report. Operation proceeds from step 4410 to step
4412. In step 4412, the WT checks as to whether or not the
WT is in the 2*¢ mode of operation. If the WT is in the second
mode of operation, operation proceeds from step 4412 to step
4414; otherwise operation proceeds to step 4404.

In step 4414, the WT transmits a second additional control
information report set for a period of time which is the same
as said first time period, said second additional control infor-
mation report including at least one report that is not included
in said first additional control information report set. Opera-
tion proceeds from step 4414 to step 4416. In step 4416, the
WT checks as to whether or not the WT is in the 2”4 mode of
operation. If the WT is in the second mode of operation,
operation proceeds from step 4416 to step 4410; otherwise
operation proceeds to step 4404.

FIGS. 45 and 46 are used to illustrate an exemplary
embodiment. FIGS. 45 and 46 are applicable to some
embodiments discussed with respect to flowchart 4400 of
FIG. 44. Drawing 4500 of FIG. 45 includes a initial control
information report set 4502, followed by a first additional
control information report set 4504, followed by a second
additional control information report set 4506, followed by a
2" iteration of first additional control information report set
4508, followed by a 2" iteration of second additional control
information 4510. Each control information report set (4502,
4504, 4506, 4508, 4510) has a corresponding transmission
time period (4512, 4514, 4516, 4518, 4520), respectively,
where the duration of each of the time periods (4512, 4514,
4516,4518, 4520) is the same, the duration being 105 OFDM
symbol transmission time periods.

Dotted line 4522 indicates that an event occurred slightly
previous to the transmission of the initial control information
report set transmission, the event being one of (i) a mode
transition from an access mode as indicated by block 4524 to
an ON state as indicated by block 4526, (ii) a mode transition
from a HOLD state as indicated by block 4528 to an ON state
as indicated by block 4530, and (iii) a handoff operation from
afirst connection in an ON state as indicated by block 4532 to
a second connection in an ON state as indicated by block
4534.

As an example, initial control information report set 4502,
first additional control information report set 4504 and sec-
ond control information report set 4506 may be communi-
cated during a first beaconslot, while 2”7 iteration of first
additional control information report set 4508 and 2" itera-
tion of second additional control information report set 4510
may be communicated during the next beaconslot. Continu-
ing with the example, each information report set may corre-
spond to a superslot within the beaconslot. For example,
using the structure described with respect to the full-tone
format of the DCCH for a wireless terminal of FIGS. 10 and
11, one possible mapping of segments corresponding to FIG.
45 is the following. The initial control information report set
corresponds to FIG. 11; the first additional control informa-
tion report set corresponding to indexed segments 30-34 of
the beaconslot; the second additional control information set
corresponds to indexed segments 30-39 of the beaconslot.
FIG. 45 describes such an exemplary mapping.

Drawing 4600 of FIG. 46 describes the format of an exem-
plary initial control information report set. First column 4602
identifies the bit definition (5, 4, 3, 2, 1, 0). Second column
4604 identifies that the first segment includes a RSVD2 report
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and a ULRQST4 report. Third column 4606 identifies that the
second segment includes a DLSNRS report and an
ULRQST1 report. Fourth column 4608 identifies that the
third segment includes a DLSSNR4 report, a RSVDI1 report,
and an ULRQST1 report. Fifth column 4610 identifies that
the fourth segment includes a DLBNR4 report, a RSVD1
report, and a ULRQST1 report. Sixth column 4612 identifies
that the fifth segment includes an ULTXBKFS5 report and an
ULRQST1 report.

Drawing 4630 describes the format of an exemplary 1%
additional control information report set. First column 4632
identifies the bit definition (5, 4, 3, 2, 1, 0). Second column
4634 identifies the first segment includes a DLSNRS report
and a ULRQST1 report. Third column 4636 identifies that the
second segment includes a RSVD2 report and an ULRQST4
report. Fourth column 4638 identifies that the third segment
includes a DLDSNR3 report and an ULRQST3 report. Fifth
column 4640 identifies that the fourth segment includes a
DLSNRS report and a ULRQST1 report. Sixth column 4642
identifies that the sixth segment includes an RSVD2 report
and an ULRQST4 report.

Drawing 4660 describes the format of an exemplary 2"¢
additional control information report set. First column 4662
identifies the bit definition (5, 4, 3, 2, 1, 0). Second column
4664 identifies the first segment includes a DLDSNR3 report
and a ULRQST3 report. Third column 4666 identifies that the
second segment includes a DLSSNR4 report, a RSVD1
report and an ULRQST1 report. Fourth column 4668 identi-
fies that the third segment includes a DLSNRS5 report and an
ULRQST1 report. Fitth column 4670 identifies that the fourth
segment includes a RSVD2 report and a ULRQST4 report.
Sixth column 4672 identifies that the sixth segment includes
a DLDSNR3 report and an ULRQST3 report.

It can be observed in FIG. 46 that the initial and first
additional reports sets will be different because they use dif-
ferent formats. It can also be seen that the initial control
information report set includes at least two reports, DLBNR4
and ULTXBKFS5, that are not included in the first additional
control information report set. The DLBNR4 is an interfer-
ence report and the ULTXBKFS5 is a wireless terminal power
availability report. In the example of FIG. 46, the second
additional report includes at least one additional report that is
not included in the first additional report, RSVDI1 report.

FIG. 47 is a flowchart 4700 of an exemplary method of
operating a communications device in accordance with vari-
ous embodiments; the communications device including
information indicating a predetermined report sequence for
use in controlling the transmission of a plurality of different
control information reports on a recurring basis. In some
embodiments, the communications device is a wireless ter-
minal, e.g., a mobile node. For example, the wireless terminal
may be one of a plurality of wireless terminals in a multiple
access orthogonal frequency division multiplexing (OFDM)
wireless communications system.

Operation starts in step 4702, and proceeds to step 4704. In
step 4704 the communications device checks as to whether or
atleast one of the following has occurred: (i) a transition from
a first mode of communications device operation to a second
mode of communications device operation and (ii) a handoff
operation from a first connection, e.g., with a first base station
sector physical attachment point, to a second connection, e.g.,
with a second base station sector physical attachment point,
while remaining in the second mode of communications
device operation. In some embodiments, the second mode of
communications device operation is an ON mode of opera-
tion, and the first mode of operation is one of a hold mode of
operation and a sleep mode of operation. In some such
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embodiments, the communications device can transmit user
data on an uplink during the ON mode of operation and is
precluded from transmitting user data on the uplink during
the hold and sleep modes of operation.

If at least one of the tested conditions of step 4704 was
satisfied, then operation proceeds from step 4704 to either
step 4706 or step 4708 depending upon the embodiment. Step
4706 is an optional step included in some embodiments, but
omitted in other embodiments.

Step 4706 is included in some embodiments where the
communications device supports a plurality of different ini-
tial condition control information report sets. In step 4706,
the communications device selects which one of the plurality
of'initial control information report sets to transmit as a func-
tion of the portion of the sequence to be replaced. Operation
proceeds from step 4706 to step 4708.

In step 4708, the communications device transmits an ini-
tial control information report set. In various embodiments,
transmitting an initial control information report set includes
transmitting at least one report which would not have been
transmitted during the time period used to transmit the initial
report if the transmitted reports had followed the predeter-
mined sequence. For example, for a given initial report the at
least one report which would not have been transmitted dur-
ing the time period used to transmit the initial report if the
transmitted reports had followed the predetermined sequence
is one of an interference report, e.g., a beacon ratio report, and
a communications device transmission power availability
report, e.g., a communications device transmitter power
backoff report. In various embodiments, the initial control
information report set can include one or a plurality of
reports. In some embodiments, transmitting an initial control
information report set includes transmitting said initial con-
trol information report set on a dedicated uplink control chan-
nel. In some such embodiments, the dedicated uplink control
channel is a single tone channel. In some such embodiments,
the single tone of the single tone channel is hopped over time,
e.g., the single logical channel tone changes to different
physical tones due to tone hopping. In various embodiments,
the predetermined report sequence repeats over a time period
which is greater than a transmission time period used to
transmit said initial report set. For example, in an exemplary
embodiment, a predetermined reporting sequence repeats on
a beaconslot basis, with a beaconslot being 912 OFDM sym-
bol transmission time interval periods, while an exemplary
time period used to transmit an initial report set may be 105
OFDM symbol transmission time periods.

Operation proceeds from step 4708 to step 4710, where the
communications device checks as to whether it is in the
second mode of operation. If the communications device is in
the 2"/ mode of operation, operation proceeds to step 4712;
otherwise, operation proceeds to step 4704. In step 4712, the
communications device transmits an additional control infor-
mation report set in accordance with the information indi-
cated in the predetermined reporting sequence. Operation
proceeds from step 4712 to step 4710.

In some embodiments, step 4712 following an initial con-
trol information report set transmission of step 4708 includes
a first additional control information report set, wherein the
initial control information report set includes at least one
information report set that is not included in the first addi-
tional control information report set. For example, the at least
one information report that is not included in said first addi-
tional control information report set is one of an interference
report, e.g., a beacon ratio report, and a communications
device power availability report, e.g., a communications
device transmission power backoff report.
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In various embodiments, the repetition of step 4712 fol-
lowing an initial control information report of step 4712, e.g.,
while the communications device remains in the second mode
of operation, includes the transmission of a first additional
control information report set, followed by a second addi-
tional control information report set, followed by another first
additional control information report set, where the second
additional control information report set includes at least one
report that is not included in the first additional control infor-
mation report set.

As an exemplary embodiment, consider that the predeter-
mined report sequence is the report sequence of 40 indexed
segments for the uplink dedicated control channel segments
in a beaconslot as illustrated by drawing 1099 of FIG. 10.
Further consider that the segments of the predetermined
report sequence are grouped on a superslot basis with seg-
ment indexes (0-4), (5-9), (10-14), (15-19), (20-24), (25-29),
(30-34), (35-39), and each group corresponds to a superslot of
the beaconslot. If the condition of step 4704 is satisfied, e.g.,
the communications device has just migrated from a HOLD
state of operation to an ON state of operation, the communi-
cations device uses the initial report set as indicated in Table
1199 of FIG. 11 for the first superslot, and then uses the
predetermined sequence of table 1099 of FIG. 10 for subse-
quent superslots while remaining in the ON state. For
example, the initial report set can replace any of the sets
corresponding to segment index grouping (0-4), (5-9), (10-
14), (15-19), (20-24), (25-29), (30-34, (35-39), depending
upon when the state transition to the ON mode of operation
occurs.

As a variation, consider an exemplary embodiment, where
there are multiple, e.g., two, different initial control channel
information report sets from which the communication
device selects, as a function of the position in the sequence to
be replaced. FIG. 48 illustrates two exemplary different for-
mats of control channel information report sets 4800 and
4850. Note that in the format of initial report set #1, the 4"
segment 4810 includes a DLBNR4 report, a RSVDI1 report,
and an ULRQST1 report, while in the format of initial report
set #2, the 4” segment 4860 includes a RSVD2 report and a
ULRQST4 report. In an exemplary embodiment using the
predetermined reporting sequence of FIG. 10, if the initial
control information report is to be transmitted in the 3"
superslot of'a beaconslot (replacing segments indexes 10-14),
then the format of initial control information report set #2
4850 is used; otherwise the format of initial control informa-
tion report set #1 is used. Note that in the exemplary prede-
termined reporting sequence of FIG. 10, the 4 bit downlink
beacon ratio report, DLBNR4, only occurs once during a
beaconslot, and it occurs in the 4” superslot of the beaconslot.
In this exemplary embodiment, the 2" set of formats of initial
reports 4850 is used in the 3’7 superslot, since in the next
subsequent superslot of the beaconslot (the 47 superslot), the
communications device is scheduled, in accordance with the
predetermined structure of FIG. 10, to transmit the DLBNR4
report.

As another variation, consider an exemplary embodiment,
where there are multiple, e.g., five, different initial control
channel information report sets from which the communica-
tions device selects, as a function of position in the sequence
to be replaced, where each of the different initial control
information report sets is a different size. FI1G. 49 illustrates
initial control information report set #1 4900, initial control
information report set #2 4910 initial control information
report set #3 4920 initial control information report set #4
4930 initial control information report set #5 4940. In an
exemplary embodiment using the predetermined reporting
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sequence of FIG. 10, if the initial control information report is
to be transmitted starting in segment with DCCH index
value=0, 5, 10, 15, 20, 25, 30, or 35 of the beaconslot, then
initial control information report set #1 4900 is used. Alter-
natively, if the initial control information report is to be trans-
mitted starting in segment with DCCH index value=1, 6, 11,
16, 21, 26, 31, or 36 of the beaconslot, then initial control
information report set #2 4910 is used. Alternatively, if the
initial control information report is to be transmitted starting
in segment with DCCH index value=2, 7, 12, 17, 22, 27, 32,
or 37 of the beaconslot, then initial control information report
set #3 4920 is used. Alternatively, if the initial control infor-
mation report is to be transmitted starting in segment with
DCCH index value=3, 8, 13, 18, 23, 28, 33, or 38 of the
beaconslot, then initial control information report set #4 4930
is used. Alternatively, if the initial control information report
is to be transmitted starting in segment with DCCH index
value=4, 9, 14, 19, 24, 29, 34, or 39 of the beaconslot, then
initial control information report set #5 4940 is used.

Embodiments are possible where different initial informa-
tion report sets differ in both the size of the report set and the
content of the report set for a given DCCH segment of the
superslot.

FIG. 50 is a flowchart of an exemplary method of operating
a wireless terminal in accordance with various embodiments.
For example, the wireless terminal may be a mobile node in
an exemplary spread spectrum multiple access orthogonal
frequency division multiplexing (OFDM) wireless commu-
nications system. Operation starts in step 5002, where the
wireless terminal has been powered on, established a com-
munications link with a base station sector attachment point,
has been allocated dedicated control channel segments to use
for uplink dedicated control channel reports, and has been
established in either a first mode of operation or a second
mode of operation. For example, in some embodiments, the
first mode of operation is a full-tone mode of dedicated con-
trol channel operation, while the second mode of operation is
a split tone mode of dedicated control channel operation. In
some embodiments, each of the dedicated control channel
segments includes the same number of tone-symbols, e.g., 21
tone-symbols. Operation proceeds from start step 5002 to
step 5004. Two exemplary types of embodiments are illus-
trated in flowchart 5000. In a first type of embodiment, the
base station sends mode control signals to command changes
between first and second modes of operation. In such exem-
plary embodiments, operation proceeds from step 5002 to
steps 5010 and 5020. In a second type of embodiment, the
wireless terminal requests mode transitions between first and
second modes. In such an embodiment, operation proceeds
from step 5002 to steps 5026 and step 5034. Embodiments are
also possible, where the base station can command mode
changes without input from the wireless terminal, and where
the wireless terminal can request mode changes, e.g., with the
base station and wireless terminal each being capable of
initiating a mode change.

In step 5004, the WT checks as to whether the WT is
currently in a first or second mode of operation. If the WT is
currently in a first mode of operation, e.g., a full tone mode,
operation proceeds from step 5004 to step 5006. In step 5006,
the WT uses a first set of dedicated control channel segments
during a first period of time, said first set including a first
number of dedicated control channel segments. However, if it
is determined in step 5004, that the WT is in a second mode of
operation, e.g., a split tone mode, operation proceeds from
step 5004 to step 5008. In step 5008, the WT uses a second set
of'dedicated control channel segments during a second period
of time having the same duration of as said first time period,
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said second set of control channel segments including fewer
segments than said first number of segments.

For example, in one exemplary embodiment, if one con-
siders the first period of time to be a beaconslot, the first set in
the full-tone mode includes 40 DCCH segments using a
single logical tone, while the second set in the split-tone mode
includes 13 DCCH segments using a single logical tone. The
single logical tone used by the WT in the full-mode may be
same or different than the single logical tone used in the split
tone mode.

As another example, in the same exemplary embodiment,
if one considers the first time period to be the first 891 OFDM
symbol transmission time intervals of a beaconslot, the first
set in full-tone mode includes 39 DCCH segments using a
single logical tone, while the second set in the split-tone mode
includes 13 DCCH segments using a single logical tone. In
this example, the first number of segments divided by the
second number of segments is the integer 3. The single logical
tone used by the WT in the full-mode may be same or differ-
ent than the single logical tone used in the split tone mode.

During the second mode of operation, e.g., split-tone
mode, the second set of dedicated control channel segments
used by the WT is, in some embodiments, a subset of a larger
set of dedicated control channel segments that can be used by
the same or a different WT in a full-tone mode of operation
during a time period that is not the second time period. For
example, the first set of dedicated control channel segments
used during the first period of time by the wireless terminal
can be the larger set of dedicated control channel segments,
and the first and second sets of dedicated control channel
segments can correspond to the same logical tone.

Operation proceeds from step 5002 to step 5010 for each
1% type of mode control signal directed to the WT, e.g., a
mode control signal commanding the WT to switch from a
first mode to a second mode of operation. In step 5010, the
WT receives a first type mode control signal from a base
station. Operation proceeds from step 5010 to step 5012. In
step 5012 the WT checks as to whether or not it is currently in
a first mode of operation. If the wireless terminal is in a first
mode of operation, operation proceeds to step 5014 where the
WT switches from a first mode of operation to a second mode
of'operation in response to said received control signal. How-
ever, if it is determined in step 5012 that the WT is not
currently in the first mode of operation, the WT proceeds via
connecting node A 5016 to step 5018, where the WT stops the
implementation of the mode change since there is a misun-
derstanding between the base station and WT.

Operation proceeds from step 5002 to step 5020 for each
2"? type of mode control signal directed to the WT, e.g., a
mode control signal commanding the WT to switch from a
second mode to a first mode of operation. In step 5020, the
WT receives a second type mode control signal from a base
station. Operation proceeds from step 5020 to step 5022. In
step 5022 the WT checks as to whether or not it is currently in
a second mode of operation. If the wireless terminal is in a
second mode of operation, operation proceeds to step 5024
where the WT switches from a second mode of operation to a
first mode of operation in response to said received second
mode control signal. However, if it is determined in step 5022
that the WT is not currently in the second mode of operation,
the WT proceeds via connecting node A 5016 to step 5018,
where the WT stops the implementation of the mode change
since there is a misunderstanding between the base station
and WT.

In some embodiments, the first and/or second type of mode
control change command signal from a base station also
include information identifying whether the logical tone used
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by the WT will change following the mode switch and, in
some embodiments, information identifying the logical tone
to be used by the WT in the new mode. In some embodiments,
if the WT proceeds to step 5018, the WT signals the base
station, e.g., indicating that there is a misunderstanding and
that a mode transition has not been completed.

Operation proceeds from step 5002 to step 5026 for each
time that the wireless terminal proceeds to initiate a mode
change from a first mode of operation, e.g., full-tone DCCH
mode, to a second mode of operation, e.g., split-tone DCCH
mode. In step 5026, the WT transmits a mode control signal to
a base station. Operation proceeds from step 5026 to step
5028. In step 5028 the WT receives an acknowledgement
signal from the base station. Operation proceeds from step
5028 to step 5030. In step 5030 if the received acknowledge-
ment signal is a positive acknowledgment, operation pro-
ceeds to step 5032, where the wireless terminal switches from
a first mode of operation to a second mode of operation in
response to said received positive acknowledgement signal.
However, ifin step 5030, the WT determines that the received
signal is a negative acknowledgment signal or the WT cannot
successfully decode the received signal the WT proceeds via
connecting node A 5016 to step 5018 where the WT stops the
mode change operation.

Operation proceeds from step 5002 to step 5034 for each
time that the wireless terminal proceeds to initiate a mode
change from a second mode of operation, e.g., split-tone
DCCH mode, to a second mode of operation, e.g., full-tone
DCCH mode. In step 5034, the WT transmits a mode control
signal to a base station. Operation proceeds from step 5034 to
step 5036. In step 5036 the WT receives an acknowledgement
signal from the base station. Operation proceeds from step
5036 to step 5038. In step 5038 if the received acknowledge-
ment signal is a positive acknowledgment, operation pro-
ceeds to step 5040, where the wireless terminal switches from
a second mode of operation to a first mode of operation in
response to said received positive acknowledgement signal.
However, ifin step 5038, the WT determines that the received
signal is a negative acknowledgment signal or the WT cannot
successfully decode the received signal the WT proceeds via
connecting node A 5016 to step 5018 where the WT stops the
mode change operation.

FIG. 51 is a drawing illustrating exemplary operation in
accordance with various embodiments. In the exemplary
embodiment of FIG. 51, the dedicated control channel is
structured to use a repeating pattern of 16 segments indexed
from 0 to 15, for each logical tone in the dedicated control
channel. Other embodiments may use a different number of
indexed DCCH segments in a recurring pattern, e.g., 40 seg-
ments. Four exemplary logical DCCH tones, indexed (0, 1, 2,
3) are illustrated in FIG. 51. In some embodiments, each
segment occupies the same amount of air link resources. For
example, in some embodiments, each segment has same num-
ber of tone-symbols, e.g., 21 tone-symbols. Drawing 5100
identifies the index of the segments over time for two succes-
sive iterations of the pattern corresponding to a logical tone in
drawing 5104.

Drawing 5104 plots logical DCCH tone index on vertical
axis 5106 vs time on horizontal axis 5108. A first time period
5110 and a second time period 5112 are shown which have the
same duration. Legend 5114 identifies: (i) squares with
widely spaced crosshatch shading 5116 represents WT1 full-
tone DCCH mode segments, (ii) squares with widely spaced
vertical and horizontal line shading 5118 represent WT4 full-
tone DCCH mode segments, (iii) squares with narrowly
spaced vertical and horizontal line shading 5120 represent
WTS5 full-tone DCCH mode segments, (iv) squares with fine
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crosshatch shading 5122 represent WT6 full-tone DCCH
mode segments, (v) squares with widely spaced diagonal line
shading sloping upward from left to right 5124 represent
WT1 split-tone DCCH mode segments, (vi) squares with
narrowly spaced diagonal line shading sloping downward
from left to right 5126 represent WT2 split-tone DCCH mode
segments, (vii) squares with narrowly spaced diagonal line
shading sloping upward from left to right 5128 represent
WT3 split-tone DCCH mode segments, and (viii) squares
with widely spaced vertical line shading 5130 represent WT4
split-tone DCCH mode segments.

In drawing 5104, it may be observed that WT1 is in full-
tone DCCH mode during the first time period 5110 and uses
a set of 15 segments (indexed 0-14) corresponding to logical
tone 0 during that time period. During the 2"/ time period
5112, which is the same duration as the first time period, WT1
is in split-tone DCCH mode and uses a set of 5 segments with
index values (0, 3, 6, 9, 12) corresponding to logical tone 0,
which is a subset of the set of segments used during the 1%
time period 5110.

In drawing 5104, it may also be observed that WT4 is in
full-tone DCCH mode during 1% time period 5110 and uses a
set of 15 segments (indexed 0-14) corresponding to logical
tone 2, and WT4 is in split tone format during 2" time period
5112 and uses a set of 5 segments with index values (1, 4, 7,
10, 13) corresponding to logical tone 3. It should also be
observed that the set of 5 segments with index values (1,4, 7,
10, 13) corresponding to logical tone 3 is part of a larger set of
segments used by WT6 in full-tone DCCH mode during the
1% time period 5110.

FIG. 52 is a flowchart 5200 of an exemplary method of
operating a base station in accordance with various embodi-
ments. Operation of the exemplary method starts in step 5202,
where the base station is powered on and initialized. Opera-
tion proceeds to steps 5204 and steps 5206. In step 5204, the
base station, on an ongoing basis, partitions the dedicated
control channel resources between full-tone DCCH sub-
channels and split tone DCCH sub-channel and allocates the
full-tone and split tone DCCH sub-channels among a plural-
ity of wireless terminals. For example, in an exemplary
embodiment the DCCH channel uses 31 logical tones and
each logical tone corresponds to 40 DCCH channel segments
in a single iteration of a repeating pattern, e.g., on a beacon-
slot basis. At any given time each logical tone can correspond
to either a full-tone DCCH mode of operation where DCCH
segments corresponding to the tone are allocated to a single
WT, or a split tone DCCH mode where DCCH segments
corresponding to the tone can be allocated to up to a fixed
maximum number of WTs, e.g., where the fixed maximum
number of WTs=3. In such an exemplary embodiment using
31 logical tones for the DCCH channel, if each of the DCCH
channel logical tones are in full-tone mode, the base station
sector attachment point can have allocated DCCH segments
to 31 WTs. At the other extreme if each of the DCCH channel
logical tones are in split-tone format, then 93 WTs can be
assigned segments. In general, at any given time the DCCH
channel is partitioned and may include a mixture of full and
split tone sub-channels, e.g., to accommodate current loading
conditions and current needs of the WTs using the base sta-
tion as their attachment point.

FIG. 53 illustrates exemplary partitioning and allocation of
dedicated control channel resources for another exemplary
embodiment, e.g., an embodiment using 16 indexed DCCH
segments corresponding to a logical tone which repeat on a
recurring basis. The method described with respect to FIG. 53
may be used in step 5204 and may be extended to other
embodiments.
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Step 5204 includes sub-step 5216, in which the base station
communicates to the WTs sub-channel allocation informa-
tion. Sub-step 5216 includes sub-step 5218. In sub-step 5218,
the base station assigns user identifiers to WTs receiving
allocation of dedicated control channel segments, e.g., on
state user identifiers.

In step 5206, the base station, on an ongoing basis, receives
uplink signals from WTs including dedicated control channel
reports communicated on the allocated DCCH sub-channels.
In some embodiments, the wireless terminals use different
coding to communicate information transmitted in DCCH
segments during a full-tone DCCH mode of operation and
during a split-tone DCCH mode of operation; therefore the
base station performs different decoding operations based on
the mode.

Two exemplary types of embodiments are illustrated in
flowchart 5200. In a first type of embodiment, the base station
sends mode control signals to command changes between
first and second modes of operation, e.g., between full-tone
DCCH mode and split-tone DCCH mode. In such exemplary
embodiments, operation proceeds from step 5202 to steps
5208 and 5010. In a second type of embodiment, the wireless
terminal requests mode transitions between first and second
modes, e.g., between full-tone DCCH mode and split-tone
DCCH mode. In such an embodiment, operation proceeds
from step 5202 to steps 5212 and step 5214. Embodiments are
also possible where the base station can command mode
changes without input from the wireless terminal, and where
the wireless terminal can request mode changes, e.g., with the
base station and wireless terminal each being capable of
initiating a mode change.

Operation proceeds to step 5208 for each instance where
the base station decides to command a WT to change from a
first mode, e.g., full-mode DCCH mode to a second mode,
e.g. split-tone DCCH mode. In step 5208, the base station
sends amode control signal to a WT to initiate a WT transition
from a first mode, e.g., full-tone DCCH mode, to a second
mode, e.g., split-tone DCCH mode.

Operation proceeds to step 5210 for each instance where
the base station decides to command a WT to change from the
second mode, e.g., split-mode DCCH mode, to the first mode,
e.g. full-tone DCCH mode. In step 5210, the base station
sends amode control signal to a WT to initiate a WT transition
from the second mode, e.g., split-tone DCCH mode, to the
first mode, e.g., full-tone DCCH mode.

Operation proceeds to step 5212 for each instance where
the base station receives a request from a WT to change from
a first mode, e.g., full-tone DCCH mode to a second mode,
e.g. split-tone DCCH mode. In step 5212, the base station
receives a mode control signal from a WT requesting a tran-
sition from a first mode of operation to a second mode of
operation, e.g., from full-tone DCCH mode to split-tone
DCCH mode. Operation proceeds from step 5212 to step
5220, if the base station decides to accommodate the request.
In step 5220, the base station transmits a positive acknowl-
edgement signal to the WT which sent the request.

Operation proceeds to step 5214 for each instance where
the base station receives a request from a WT to change from
a second mode, e.g., split-tone DCCH mode to a first mode,
e.g. full-tone DCCH mode. In step 5214, the base station
receives a mode control signal from a WT requesting a tran-
sition from a second mode of operation to a first mode of
operation, e.g., from split-tone DCCH mode to full-tone
DCCH mode. Operation proceeds from step 5214 to step
5222, if the base station decides to accommodate the request.
In step 5222, the base station transmits a positive acknowl-
edgement signal to the WT which sent the request.
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FIG. 53 is a drawing illustrating exemplary operation in
accordance with various embodiments. In the exemplary
embodiment of FIG. 53, the dedicated control channel is
structured to use a repeating pattern of 16 segments indexed
from 0 to 15, for each logical tone in the dedicated control
channel. Other embodiments may use a different number of
indexed DCCH segments in a recurring pattern, e.g., 40 seg-
ments. Three exemplary logical DCCH tones, indexed (0, 1,
2) are illustrated in FIG. 53. In some embodiments, each
segment occupies the same amount of air link resources. For
example, in some embodiments, each segment has same num-
ber of tone-symbols, e.g., 21 tone-symbols. Drawing 5300
identifies the index of the segments over time for two succes-
sive iterations of the recurring indexing pattern correspond-
ing to a logical tone in drawing 5304.

Drawing 5304 plots logical DCCH tone index on vertical
axis 5306 vs time on horizontal axis 5308. A first time period
5310 and a second time period 5312 are shown which have the
same duration. Legend 5314 identifies: (i) squares with
widely spaced crosshatch shading 5316 represents W1 full-
tone DCCH mode segments, (ii) squares with narrowly
spaced crosshatch shading 5318 represents WT2 full-tone
DCCH mode segments, (iii) squares with widely spaced ver-
tical and horizontal line shading 5320 represent WT4 full-
tone DCCH mode segments, (iv) squares with narrowly
spaced vertical and horizontal line shading 5322 represent
WT9 full-tone DCCH mode segments, (v) squares with
widely spaced diagonal line shading sloping upward from left
to right 5324 represent WT1 split-tone DCCH mode seg-
ments (vi) squares with narrowly spaced diagonal line shad-
ing sloping downward from left to right 5326 represent W12
split-tone DCCH mode segments, (vii) squares with narrowly
spaced diagonal line shading sloping upward from left to right
5328 represent WT3 split-tone DCCH mode segments, (viii)
squares with widely spaced vertical line shading 5330 repre-
sent WT4 split-tone DCCH mode segments, and (ix) squares
with narrowly spaced vertical line shading 5332 represent
WT5 split-tone DCCH mode segments, (X) squares with
widely spaced horizontal line shading 5334 represent WT6
split-tone DCCH mode segments, (xi) squares with narrowly
spaced horizontal line shading 5336 represent W7 split-tone
DCCH mode segments, and (xii) squares with dot shading
5338 represent WT8 split-tone DCCH mode segments.

In drawing 5304, it may be observed that WT1 is in full-
tone DCCH mode during the first time period 5310 and uses
a set of 15 segments (indexed 0-14) corresponding to logical
tone 0 during that time period. In accordance with some
embodiments, a base station allocated a first dedicated control
sub-channel to WT1, the first dedicated control sub-channel
including the set of 15 segments (indexed 0-14) correspond-
ing to logical tone 0 for use during 1% time period 5310.

In drawing 5304, it may also be observed that W2, WT3,
and WT4 are each split-tone DCCH mode during the first time
period 5310 and each use a set of 5 segments indexed ((0, 3,
6,9, 12), (1, 4, 7, 10, 13), (2, 5, 8, 11, 14)), respectively
corresponding to the same logical tone, logical tone 1 during
1sttime period 5310. In accordance with some embodiments,
abase station allocated a (second, third, and fourth) dedicated
control sub-channel to (WT2, WT3, WT3), the (second, third,
and fourth) dedicated control sub-channels each including a
set of 5 segments with index values ((0, 3, 6,9, 12), (1,4, 7, 10,
13),(2, 5, 8, 11, 14)), respectively corresponding to the same
logical tone, logical tone 1 during 1st time period 5310.

In drawing 5304, it may also be observed that WT6, WT7,
and WT8 are each split-tone DCCH mode during the first time
period 5310 and each use a set of 5 segments indexed ((0, 3,
6,9, 12), (1, 4, 7, 10, 13), (2, 5, 8, 11, 14)), respectively
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corresponding to the same logical tone, logical tone 2 during
1sttime period 5310. In accordance with some embodiments,
a base station allocated a (fifth, sixth, and seventh) dedicated
control sub-channel to (WT6, WT7, WT8), the (fitth, sixth,
and seventh) dedicated control sub-channels each including a
set of 5 segments with index values ((0, 3, 6,9, 12), (1,4, 7, 10,
13),(2, 5, 8, 11, 14)), respectively corresponding to the same
logical tone, logical tone 2 during 1st time period 5310.

In drawing 5304, it may be observed that (WT1, WT5) are
in split-tone DCCH mode during the second time period 5312
and each uses a set of 5 segments with index values (0, 3, 6, 9,
12), (1, 4, 7, 10, 13)), respectively, corresponding to logical
tone 0 during the second time period 5312. In accordance
with various embodiments, a base station allocated an
(eighth, ninth) dedicated control sub-channel to (WT1,
WT5), the (eighth, ninth) dedicated control sub-channel
including the set of 5 segments with index (0, 3, 6,9, 12), (1,
4,7, 10, 13)), respectively, corresponding to logical tone 0
during the second time period 5312. WT1 used logical tone 0
during the first time period, while WT 5 did not use logical
tone 0 during the first time period.

In drawing 5304, it may also be observed that (WT2) is in
full-tone DCCH mode during the second time period 5312
and uses a set of 15 segments indexed (0-14) corresponding to
logical tone 1 during the second time period 5312. In accor-
dance with some embodiments, a base station allocated a
(tenth) dedicated control sub-channel to (WT2), the dedi-
cated control sub-channel including the set of 15 segments
indexed (0-14) corresponding to logical tone 1 during the
second time period 5312. It may be noted that WT2 is one of
the WTs from the set of (WT2, WT3, WT4) which used
logical tone 1 during the first time period 5310.

In drawing 5304, it may also be observed that (WT9) is in
full-tone DCCH mode during the second time period 5312
and each uses a set of 15 segments indexed (0-14) correspond-
ing to logical tone 2 during the second time period 5312. In
accordance with some embodiments, a base station allocated
an (eleventh) dedicated control sub-channel to (WT9), the
dedicated control sub-channel including the set of 15 seg-
ments indexed (0-14) corresponding to logical tone 2 during
the second time period 5312. It may be noted that WT9 is a
different WT than the WTs (WT6, WT7, WT8) which used
logical tone 2 during the first time period 5310.

In some embodiments, the logical tones (tone 0, tone 1,
tone 2) are subjected to an uplink tone hopping operation
which determines which physical tones the logical tones cor-
respond to for each of a plurality of symbol transmission time
periods, e.g., in the first time period 5310. For example,
logical tones 0, 1, and 2 may be part of a logical channel
structure including 113 logical tones, which are hopped, in
accordance with a hopping sequence to a set of 113 physical
tones used for uplink signaling. Continuing with the example,
consider that each DCCH segment corresponds to a single
logical tone and corresponds to 21 successive OFDM symbol
transmission time intervals. In an exemplary embodiment, the
logical tone is hopped such that the logical tone correspond-
ing to three physical tones, with the wireless terminal using
each physical tone for seven consecutive symbol transmis-
sion time intervals of the segment.

In an exemplary embodiment using 40 indexed DCCH
channel segments corresponding to a logical tone which
repeat on a recurring basis, an exemplary 1°* and 2"/ time
period may each include 39 DCCH segments, e.g., the first 39
DCCH segments of a beaconslot corresponding to the logical
tone. In such an embodiment, if a given tone is in full-tone
format, a WT is allocated by the base station a set o£39 DCCH
segments for the 1° or 2" time period corresponding to the
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allocation. If a given tone is in split-tone format, a WT is
allocated a set of 13 DCCH segments for the 1¥° or 2" time
period corresponding to the allocation. In full-tone mode the
40” indexed segment can also be allocated to and used by the
WT in full-tone mode. In split-tone mode, in some embodi-
ments, the 40” indexed segment is a reserved segment.

FIG. 54 is a drawing of a flowchart 5400 of an exemplary
method of operating a wireless terminal in accordance with
various embodiments. Operation starts in step 5402 where the
wireless terminal is powered on and initialized. Operation
proceeds from step 5402 to steps 5404, 5406, and 5408. In
step 5404, the wireless terminal measures the received power
of a downlink null channel (DL.NCH) and determines an
interference power (N). For example, the Null channel corre-
sponds to predetermined tone-symbols in an exemplary
downlink timing and frequency structure used by the base
station serving as the current attachment point for the wireless
terminal in which the base station intentionally does not
transmit using those tone-symbols; therefore, received power
on the NULL channel measured by the wireless terminal
receiver represents interference. In step 5406, the wireless
terminal measures the received power (G*P,) of a downlink
pilot channel (DL.PICH). In step 5408, the wireless terminal
measures the signal to noise ratio (SNR,) of the downlink
pilot channel (DL.PICH). Operation proceeds from steps
5404, 5406, and 5408 to step 5410.

In step 5410, the wireless terminal calculates the saturation
level of the downlink signal to noise ratio as a function of: the
interference power, measured received power of the downlink
pilot channel, and measured SNR of the downlink pilot chan-
nel. For example, saturation level of the DI, SNR=1/a,=(1/
SNR,-N/(GP,))™!. Operation proceeds from step 5410 to
steps 5412. In step 5412, the wireless terminal selects the
closet value from a predetermined table of quantized level of
saturation level of downlink SNR to represent the calculated
saturation level in a dedicated control channel report, and the
wireless terminal generates the report. Operation proceeds
from step 5412 to step 5414. In step 5414, the wireless ter-
minal transmits the generated report to the base station, said
generated report being communicated using a dedicated con-
trol channel segment allocated to the wireless terminal, e.g.,
using a predetermined portion of a predetermined indexed
dedicated control channel segment. For example, the exem-
plary WT may be in a full-tone format mode of DCCH opera-
tion using the repetitive reporting structure of FIG. 10, and the
report may be the DLSSNR4 reports of DCCH segment 1036
with index numbers s2=36.

FIG. 55 is a drawing of an exemplary wireless terminal
5500, e.g., mobile node, implemented in accordance with
various embodiments. Exemplary WT 5500 may be any of the
wireless terminals of the exemplary system of FIG. 1. Exem-
plary wireless terminal 5500 includes a receiver module
5502, a transmitter module 5504, a processor 5506, user [/O
devices 5508, and a memory 5510 coupled together via a bus
5512 over which the wireless terminal 5500 interchanges data
and information.

The receiver module 5502, e.g., an OFDM receiver, is
coupled to a receive antenna 5503 via which the wireless
terminal 5500 receives downlink signals from base stations.
Downlink signals received by the wireless terminal 5500
include: mode control signals, mode control request response
signals, assignment signals including the assignment of user
identifiers, e.g., an ON identifier associated with a logical
uplink dedicated control channel tone, uplink and/or down-
link traffic channel assignment signals, downlink traffic chan-
nel signals, and downlink base station identification signals.
Receiver module 5502 includes a decoder 5518 via which the
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wireless terminal 5500 decodes received signals which had
been encoded prior to transmission by the base station. The
transmitter module 5504, e.g., an OFDM transmitter, is
coupled to a transmit antenna 5505 via which the wireless
terminal 5500 transmits uplink signals to base stations. In
some embodiments, the same antenna is used for transmitter
and receiver. Uplink signals transmitted by the wireless ter-
minal include: mode request signals, access signals, dedi-
cated control channel segment signals during first and second
modes of operation, and uplink traffic channel signals. Trans-
mitter module 5504 includes an encoder 5520 via which the
wireless terminal 5500 encodes at least some uplink signals
prior to transmission. Encoder 5520 includes a 1° coding
module 5522 and a 2"? coding module 5524. 1¥ coding mod-
ule 5522 codes information to be transmitted in DCCH seg-
ments during the first mode of operation according to a first
coding method. 2" coding module 5524 codes information to
be transmitted in DCCH segments during the second mode of
operation according to a second coding method; the first and
second coding methods are different.

User I/O devices 5508, e.g., microphone, keyboard, key-
pad, mouse, switches, camera, display, speaker, etc., are used
to input data/information, output data/information, and con-
trol at least some functions of the wireless terminal, e.g.,
initiate a communications session. Memory 5510 includes
routines 5526 and data/information 5528. The processor
5506, e.g., a CPU, executes the routines 5526 and uses the
data/information 5528 in memory 5510 to control the opera-
tion of the wireless terminal 5500 and implement methods.

Routines 5526 include a communications routine 5530 and
wireless terminal control routines 5532. The communications
routine 5530 implements the various communications proto-
cols used by the wireless terminal 5500. The wireless termi-
nal control routines 5532 control operation of the wireless
terminal 5500 including controlling operation of the receiver
module 5502, transmitter module 5504 and user 1/O devices
5508. Wireless terminal control routines 5532 include a first
mode dedicated control channel communications module
5534, a second mode dedicated control channel communica-
tions module 5536, a dedicated control channel mode control
module 5538, a mode request signal generation module 5540,
a response detection module 5542, and an uplink dedicated
control channel tone determination module 5543.

The first mode dedicated control channel communications
module 5534 controls dedicated control channel communi-
cations using a first set of dedicated control channel segments
during a first mode of operation, said first set including a first
number of control channel segments for a first period of time.
The first mode is, in some embodiments, a full tone mode, of
dedicated control channel operation. The second mode dedi-
cated control channel communications module 5536 controls
dedicated control channel communications using a second set
of dedicated control channel segments during a second mode
of operation, said second set of dedicated control channel
segments corresponding to a time period having the same
duration as said first period of time, said second set of dedi-
cated control channel segments including fewer segments
than said first number of dedicated control channel segments.
The second mode is, in some embodiments, a split-tone
mode, of dedicated control channel operation. In various
embodiments, a dedicated control channel segment whether
in the first mode or the second mode of operation uses the
same amount of uplink air link resources, e.g., the same
number of tone-symbols, e.g., 21 tone-symbols. For example,
a dedicated control channel segment may correspond to one
logical tone in the timing and frequency structure being used
by the base station, but may correspond to three physical
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tones with three sets of seven tone-symbols each being asso-
ciated with a different physical uplink tone in accordance
with uplink tone hopping information.

DCCH mode control module 5538, in some embodiments,
controls switching into one said first mode of operation and
said second mode of operation in response to a received mode
control signal from a base station, e.g., a mode control com-
mand signal from a base station. In some embodiments, the
mode control signal also identifies, for the split tone mode of
operation, which set of uplink dedicated control channel seg-
ments is associated with the split tone mode of operation. For
example, for a given logical DCCH channel tone, in split tone
operation, there may be a plurality, e.g., three, non-overlap-
ping sets of DCCH segments and the mode control signal may
identify which of the sets is to be associated with the wireless
terminal. DCCH mode control module 5538, in some
embodiments, controls switching into a requested mode of
operation which is one of the first mode of operation, e.g.,
full-tone DCCH mode, and the second mode of operation,
e.g., split-tone DCCH mode, in response to a received affir-
mative request acknowledgment signal.

Mode request generation module 5540 generates a mode
request signal indicating a requested mode of DCCH opera-
tion. Response detection module 5542 detects a response to
said mode request signal from the base station. The output of
response detection module 5542 is used by the DCCH mode
control module 5538 to determine if the wireless terminal
5500 is to be switched into the requested mode of operation.

Uplink DCCH tone determination module 5543 deter-
mines the physical tone to which an assigned logical DCCH
tone corresponds to over time based on the uplink tone hop-
ping information stored in the wireless terminal.

Data/information 5528 includes user/device/session/re-
source information 5544, system data/information 5546, cur-
rent mode of operation information 5548, terminal 1D infor-
mation 5550, DCCH logical tone information 5552, mode
request signal information 5554, timing information 5556,
base station identification information 5558, data 5560,
DCCH segment signal information 5562, and mode request
response signal information 5564. User/device/session/re-
source information 5544 includes information corresponding
to peer nodes in communications sessions with WT 5500,
address information, routing information, session informa-
tion including authentication information, and resource infor-
mation including allocated DCCH segments and uplink and/
or downlink traffic channel segments associated with the
communications session which are allocated to WT 5500.
Current mode of operation information 5548 includes infor-
mation identifying whether the wireless terminal is currently
in afirst, e.g., full-tone DCCH mode of operation, or a second,
e.g., split-tone DCCH mode of operation. In some embodi-
ments, the first and second modes of operation with respect to
the DCCH both correspond to wireless terminal On states of
operation. Current mode of operation information 5548 also
includes information identifying other modes of wireless ter-
minal operation, e.g., sleep, hold, etc. Terminal identifier
information 5550 includes base station assigned wireless ter-
minal identifiers, e.g., registered user identifier and/or an ON
state identifier. In some embodiments, the ON state identifier
is associated with a DCCH logical tone being used by the base
station sector attachment point which allocated the On state
identifier to the wireless terminal. DCCH logical tone infor-
mation 5552 includes, when the wireless terminal is in one of
first mode of DCCH operation and a second mode of DCCH
operation, information identifying the DCCH logical tone
currently allocated to the wireless terminal to use when com-
municating uplink DCCH segment signals. Timing informa-



US 9,338,795 B2

51

tion 5556 includes information identifying the wireless ter-
minals current timing within the repetitive timing structure
being used by the base stations serving as an attachment point
for the wireless terminal. Base station identification informa-
tion 5558 includes base station identifiers, base station sector
identifiers, and base station tone block and/or carrier identi-
fiers associated with the base station sector attachment point
being used by the wireless terminal. Data 5560 includes
uplink and/or downlink user data being communicated in
communications sessions, €.g., voice, audio data, image data,
text data, file data. DCCH segment signal information 5562
includes information to be communicated corresponding to
DCCH segments allocated to the wireless terminal, e.g.,
information bits to be communicated in DCCH segments
representing various control information reports. Mode
request signal information 5554 includes information corre-
sponding to mode request signals generated by module 5540.
Mode request response signal information 5564 includes
response information detected by module 5542.

System data/information 5546 includes full tone mode
DCCH information 5566, split-tone mode DCCH informa-
tion 5568, and a plurality of sets of base station data/infor-
mation (base station 1 data/information 5570, . . . , base
station M data/information 5572). Full tone mode DCCH
information 5566 includes channel structure information
5574 and segment coding information 5576. Full tone mode
DCCH channel structure information 5574 includes informa-
tion identifying segments and reports to be communicated in
segments when the wireless terminal is in a full-tone DCCH
mode of operation. For example, in one exemplary embodi-
ment, there is a plurality of DCCH tones, e.g., 31 inthe DCCH
channel, each logical DCCH tone when in the full-tone mode,
following a recurring pattern of forty DCCH segments asso-
ciated with the single logical DCCH tone in the DCCH chan-
nel. Full tone mode DCCH segment coding information 5576
includes information used by 1% coding module 5522 to
encode DCCH segments. Split-tone mode DCCH informa-
tion 5568 includes channel structure information 5578 and
segment coding information 5580. Split-tone mode DCCH
channel structure information 5578 includes information
identifying segments and reports to be communicated in seg-
ments when the wireless terminal is in a split-tone DCCH
mode of operation. For example, in one exemplary embodi-
ment, there is a plurality of DCCH tones, e.g., 31 inthe DCCH
channel, each logical DCCH tone when in the split-tone mode
is split over time among up to three different WTs. For
example, for a given logical DCCH tone a WT receives a set
of'13 DCCH segments to use out of 40 segments in a recurring
pattern, each set of 13 DCCH segments being non-overlap-
ping with the other two sets of 13 DCCH segments. In such an
embodiment, one may consider, e.g., a time interval in the
structure including 39 DCCH segments allocated to a single
WT if in the full-tone mode, but partitioned among three
wireless terminals in the split-tone format. Split-tone mode
DCCH segment coding information 5580 includes informa-
tion used by 2 coding module 5524 to encode DCCH seg-
ments.

In some embodiments, during one time period a given
logical DCCH tone is used in a full-tone mode of operation,
while at other times the same logical DCCH tone is used in a
split tone mode of operation. Thus WT 5500 can be allocated
a set of DCCH channel segments in a recurring structure
while in the split-tone mode of DCCH operation which is a
subset of a larger set of DCCH channel segments used in the
full-tone mode of operation.

Base station 1 data/information 5570 includes base station
identification information used to identify base station, sec-
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tor, carrier and/or tone block associated with an attachment
point. Base station 1 data/information 5570 also includes
downlink timing/frequency structure information 5582 and
uplink timing/frequency structure information 5584. Uplink
timing/frequency structure information 5584 includes uplink
tone hopping information 5586.

FIG. 56 is a drawing of an exemplary base station 5600,
e.g., access node, implemented in accordance with various
embodiments. Exemplary base station 5600 may be any ofthe
base stations of the exemplary system of FIG. 1. Exemplary
base station 5600 includes a receiver module 5602, a trans-
mitter module 5604, a processor 5608, an 1/O interface 5610,
and a memory 5612 coupled together via a bus 5614 over
which the various elements interchange data and information.

Receiver module 5602, e.g., an OFDM receiver, receives
uplink signals from a plurality of wireless terminals via
receive antenna 5603. The uplink signals include dedicated
control channel segment signals from wireless terminals,
requests for mode changes, and uplink traffic channel seg-
ment signals. Receiver module 5602 includes a decoder mod-
ule 5615 for decoding uplink signals which were encoded
prior to transmission by the wireless terminals. The decoder
module 5615 includes a first decoder sub-module 5616 and a
second decoder sub-module 5618. The first decoder sub-
module 5616 decodes information received in dedicated con-
trol channel segments corresponding to logical tones used in
a full-tone DCCH mode of operation. The second decoder
sub-module 5618 decodes information received in dedicated
control channel segments corresponding to logical tones used
in a split-tone DCCH mode of operation; the first and second
decoder sub-modules (5616, 5618) implement different
decoding methods.

Transmitter module 5604, e.g., an OFDM transmitter,
transmits downlink signals to wireless terminals via transmit
antenna 5605. Transmitted downlink signals include registra-
tion signals, DCCH control signals, traffic channel assign-
ment signals, and downlink traffic channel signals.

1/0 interface 5610 provides an interface for coupling the
base station 5600 to other network nodes, e.g., other base
stations, AAA server nodes, home agent nodes, routers, etc.,
and/or the Internet. I/O interface 5610 allows a wireless ter-
minal using base station 5600 as its point of network attach-
ment to communicate with peer nodes, e.g., other wireless
terminals, in different cells, via a backhaul communication
network.

Memory 5612 includes routines 5620 and data/informa-
tion 5622. The processor 5608, e.g. a CPU, executes the
routines 5620 and uses the data/information 5622 in memory
5612 to control the operation of the base station 5600 and
implement methods. Routines 5620 include a communica-
tions routines 5624, and base station control routines 5626.
The communications routines 5624 implement the various
communications protocols used by the base station 5600.
Base station control routines 5626 include a control channel
resource allocation module 5628, a logical tone dedication
module 5630, a wireless terminal dedicated control channel
mode control module 5632, and a scheduler module 5634.

The control channel resource allocation module 5628 allo-
cates dedicated control channel resources including logical
tones corresponding to dedicated control channel segments in
an uplink. The control channel resource allocation module
5628 includes a full tone allocation sub-module 5636 and a
split-tone allocation sub-module 5638. The full tone alloca-
tion sub-module 5636 allocates one of said logical tones
corresponding to the dedicated control channel to a single
wireless terminal. The split-tone allocation sub-module 5638
allocates different sets of dedicated control channel segments
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corresponding to one of the logical tones corresponding to the
dedicated control channel to a plurality of wireless terminals
to be used on a time shared basis with each of the plurality of
wireless terminal being dedicated a different non-overlap-
ping portion of time in which said logical tone is to be used on
a time shared basis. For example, in some embodiments, a
single logical dedicated control channel tone may be allo-
cated to and shared by up three wireless terminals in the
split-tone mode of operation. At any given time full tone
allocation sub-module 5636 may be operating on none, some,
or each of the DCCH channel tones; at any given time the
split-tone allocation sub-module 5638 may be operating on
none, some, or each of the DCCH channel tones.

The logical tone dedication module 5630 controls whether
a logical dedicated control channel tone is to be used to
implement a full tone dedicated control channel or a split-
tone dedicated control channel. The logical tone dedication
module 5630 is responsive to wireless terminal loading to
adjust the number of logical tones dedicated to full-tone dedi-
cated control channels and to split-tone dedicated control
channels. In some embodiments, the logical tone dedication
module 5630 is responsive to requests from a wireless termi-
nal to operate in either a full-tone mode or a split-tone mode
and adjusts the allocation of logical tones as a function of
received wireless terminal requests. For example, base station
5600, in some embodiments, for a given sector and uplink
tone block uses a set of logical tones for the dedicated control
channels, e.g., 31 logical tones, and at any given time the
logical dedicated control channel tones are partitioned among
full-tone mode logical tones and split-tone mode logical tones
by logical tone dedication module 5630.

Wireless terminal dedicated control channel mode control
module 5632 generates control signals for indicating logical
tone assignments and dedicated control channel mode assign-
ments to wireless terminals. In some embodiments, a wireless
terminal is assigned an ON state identifier by the generated
control signals, and the value of the ON identifier is associ-
ated with a particular logical dedicated control channel tone
in the uplink channel structure. In some embodiments, the
assignments generated by module 5632 indicate that a wire-
less terminal corresponding to an assignment should operate
in a full tone or split-tone mode with respect to an assigned
logical tone. The split tone mode assignments further indicate
which of a plurality of segments corresponding to an assigned
logical dedicated control channel tone the wireless terminal
corresponding to the assignment should use.

Scheduler module 5634 schedules uplink and/or downlink
traffic channel segments to wireless terminals, e.g., to wire-
less terminals which are using the base station 5600 as their
point of network attachment, are in an On state and currently
have an assigned dedicated control channel either in split-
tone mode or full-tone mode.

Data/information 5622 includes system data/information
5640, current DCCH logical tone implementation informa-
tion 5642, received DCCH signal information 5644, DCCH
control signal information 5646, and a plurality of sets of
wireless terminal data/information 5648 (WT 1 data/informa-
tion 5650, . .., WT N data/information 5652). System data/
information 5640 includes full tone mode DCCH information
5654, split-tone mode DCCH information 5656, downlink
timing/frequency structure information 5658 and uplink tim-
ing/frequency structure information 5660. Full-tone mode
DCCH information 5654 includes full-tone mode channel
structure information 5662 and full tone mode segment cod-
ing information 5664. Split-tone mode DCCH information
5656 includes split-tone mode channel structure information
5666 and split-tone mode segment coding information 5668.
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Uplink timing/frequency structure information 5660 includes
uplink tone hopping information 5660. Each single logical
tone in an uplink tone block channel structure corresponds to
a physical tone which is hopped in frequency over time. For
example consider a single logical dedicated control channel
tone. In some embodiments, each DCCH segment corre-
sponding to the single logical DCCH tone comprises 21
OFDM tone-symbols corresponding to a first physical tone
used for seven consecutive OFDM symbol time periods, a
second physical tone used for seven consecutive OFDM sym-
bol time periods, and a third physical tone used for seven
consecutive OFDM symbol time periods, the first, second,
and third tones being selected in accordance with an imple-
mented uplink tone-hopping sequence known to both the base
station and wireless terminal. For at least some of the dedi-
cated control channel logical tones for at least some DCCH
segments, the first, second and third physical tones are differ-
ent.

Current DCCH logical tone implementation information
5642 includes information identifying the decisions of logical
tone dedication module 5630, e.g., whether each given logical
dedicated control channel tone is currently being used in
full-tone format or split-tone format. Received DCCH signal
information 5644 includes information received on any of the
dedicated control channel segments in the uplink dedicated
control channel structure of the base station 5600. DCCH
control signal information 5646 includes assignment infor-
mation corresponding to assigning dedicated control channel
logical tones and modes of dedicated control channel opera-
tion. DCCH control signal information 5646 also includes
received requests from a wireless terminal for a dedicated
control channel, requests for a DCCH mode of operation,
and/or requests for a change of DCCH mode of operation.
DCCH control signal information 5646 also includes
acknowledgment signaling information in response to
received requests from wireless terminals.

WT 1 data/information 5650 includes identification infor-
mation 5662, received DCCH information 5664, and user
data 5666. Identification information 5662 includes a base
station assigned WT On identifier 5668 and mode informa-
tion 5670. In some embodiments, the base station assigned
On identifier value is associated with a logical dedicated
control channel tone in the uplink channel structure used by
the base station. Mode information 5650 includes informa-
tion identifying whether the WT is in a full-tone DCCH mode
of operation or a split-tone mode DCCH mode of operation,
and when the WT is in a split tone-mode information associ-
ating the WT with a subset of DCCH segments associated
with the logical tone. Received DCCH information 5664
includes received DCCH reports associated with WT1, e.g.,
conveying uplink traffic channel requests, beacon ratio
reports, power reports, self-noise reports, and/or signal to
noise ratio reports. User data 5666 includes uplink and/or
downlink traffic channel user data associated with WT1, e.g.,
voice data, audio data, image data, text data, file data, etc.,
corresponding to communications sessions and communi-
cated via uplink and/or downlink traffic channel segments
allocated to the WT1.

FIG. 57 is a drawing of an exemplary wireless terminal
5700, e.g., mobile node, implemented in accordance with
various embodiments. Exemplary WT 5700 may be any of the
wireless terminals of the exemplary system of FIG. 1. Exem-
plary wireless terminal 5700 includes a receiver module
5702, a transmitter module 5704, a processor 5706, user [/O
devices 5708, and a memory 5710 coupled together via a bus
5712 over which the wireless terminal interchanges data and
information.
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The receiver module 5702, e.g., an OFDM receiver, is
coupled to a receive antenna 5703 via which the wireless
terminal 5700 receives downlink signals from base stations.
Downlink signals received by the wireless terminal 5700
include beacon signals, pilot signals, registration response
signals, power control signals, timing control signals, assign-
ments of wireless terminal identifiers, e.g., an On state iden-
tifier corresponding to a DCCH channel logical tone, other
DCCH assignment information, e.g., used to identify a set of
DCCH channel segments in a uplink repetitive structure,
assignments of uplink traffic channel segments and/or assign-
ment of downlink traffic channel segments. Receiver module
5702 includes a decoder 5714 via which the wireless terminal
5700 decodes received signals which had been encoded prior
to transmission by the base station. The transmitter module
5704, e.g., an OFDM transmitter, is coupled to a transmit
antenna 5705 via which the wireless terminal 5700 transmits
uplink signals to base stations. Uplink signals transmitted by
the wireless terminal 5700 include: access signals, handoff
signals, power control signals, timing control signals, DCCH
channel segment signals, and uplink traffic channel segment
signals. DCCH channel segment signals include initial
DCCH report set signals and scheduled DCCH report set
signals. In some embodiments, the same antenna is used for
transmitter and receiver. Transmitter module 5704 includes
an encoder 5716 via which the wireless terminal 5700
encodes at least some uplink signals prior to transmission.

User I/O devices 5708, e.g., microphone, keyboard, key-
pad, mouse, switches, camera, display, speaker, etc., are used
to input data/information, output data/information, and con-
trol at least some functions of the wireless terminal, e.g.,
initiate a communications session. Memory 5710 includes
routines 5718 and data/information 5720. The processor
5706, e.g., a CPU, executes the routines 5718 and uses the
data/information 5720 in memory 5710 to control the opera-
tion of the wireless terminal 5700 and implement methods.

Routines 5718 include a communications routine 5722 and
wireless terminal control routines 5724. The communications
routine 5722 implements the various communications proto-
cols used by the wireless terminal 5700. The wireless termi-
nal control routines 5724 control operation of the wireless
terminal 5700 including controlling operation of the receiver
module 5702, transmitter module 5704 and user 1/O devices
5708. Wireless terminal control routines 5724 include a
report transmission control module 5726, an initial report
generation module 5728, a scheduled report generation mod-
ule 5730, and a timing control module 5732. The report
transmission control module 5726 includes a handoff detec-
tion module 5734. The initial report generation module 5728
includes a report size set determination sub-module 5736.

Report transmission control module controls the wireless
terminal 5700 to transmit an initial information report set
following the transition by said wireless terminal from a first
mode of operation to a second mode of operation and to
transmit scheduled reports according to an uplink reporting
schedule following transmission of said initial report set. In
some embodiments the first mode of operation is one of a
sleep state and a hold state and the second mode of operation
is an ON state, e.g., an On state in which the wireless terminal
is permitted to transmit user data. In various embodiments, in
the second mode, e.g., ON state, the wireless terminal has a
dedicated uplink reporting channel for reporting information
including requests for uplink traffic channel resources which
can be used to transmit user data. In various embodiments, in
the first mode, e.g., sleep state or Hold state, the wireless
terminal does not have a dedicated uplink reporting channel
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for reporting information including requests for uplink traffic
channel resources which can be used to transmit user data.

The initial report generation module 5728, which is
responsive to the report transmission control module 5726,
generates an initial information report set as a function of a
point in time with respect to an uplink transmission schedule
at which said initial report set is to be transmitted. Scheduled
report generation module 5730 generates scheduled report
information sets to be transmitted following said initial infor-
mation report. The timing control module 5732 correlates the
uplink reporting structure based on downlink signals received
from the base station, e.g., as part of closed loop timing
control. In some embodiments, the timing control module
5732 is implemented, either partially or entirely as a timing
control circuit. The handoff detection module 5734 detects a
handoff from a first access node attachment point to a second
access node attachment point and controls the wireless ter-
minal to generate an initial information report set following
certain types of identified handoffs, the generated initial
information report set to be transmitted to the second access
node attachment point. The certain types of identified hand-
offs include, in some embodiments, handoffs in which the
wireless terminal transitions though an access state of opera-
tion with respect to the second access node attachment point
before going to an On state with respect to the second access
node. For example, the first and access node attachment
points may correspond to different access nodes located in
different cells which are not timing synchronized with respect
to one another and the wireless terminal needs to go through
the access state to achieve timing synchronization with
respect to the second access node.

The handoff detection module 5734 controls the wireless
terminal to forgo the generation and transmission of an initial
information report following a handoft from a first access
node attachment point to a second access node attachment
point, under certain other types of handoffs, and to proceed
directly into transmitting scheduled report information sets.
For example, the first and second access node attachment
points may be timing synchronized and correspond to the
same access node, e.g., different adjacent sectors and/or tone
blocks, and the certain other type of handoff'is, e.g., a handoff
which involves a transition from an ON state with respect to
the first attachment point to an On state with respect to the
second attachment point without having to transition through
an access state.

Report set size determination sub-module 5736 determines
an initial report set size as a function of the point in time with
respect to the uplink transmission schedule at which said
initial report is to be transmitted. For example, an initial
report information set size is, in some embodiments, one of a
plurality of set sizes, e.g., corresponding to one, two three,
four or five DCCH segments, depending upon where in the
uplink timing structure the initial report transmission is to be
started, e.g., the point within a superslot. In some embodi-
ments, the types of reports included in the initial report set is
a function of where in the uplink timing structure the initial
report transmission is to be started, e.g., depending upon the
superslot location within a beaconslot.

Data/information 5720 includes user/device/session/re-
source information 5738, system data/information 5740, base
station identification information 5742, terminal identifica-
tion information 5744, timing control information 5746, cur-
rent state of operation information 5748, DCCH channel
information 5750, initial report time information 5752, deter-
mined initial report size information 5754, initial report con-
trol information 5756, generated initial report information set
5758, generated scheduled information report information
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sets 5760, handoff information 5762, uplink traffic request
information 5764, and user data 5766. The initial report con-
trol information includes size information 5768 and time
information 5770.

User/device/session/resource information 5738 includes
information user identification information, e.g., user log-in
1Ds, passwords and user priority information, device infor-
mation, e.g., device identification information and device
characteristic parameters, session information, e.g., informa-
tion pertaining to peers, e.g., other WTs in communications
sessions with WT 5700, communications session information
such as session keys, addressing and/or routing information,
and resource information, e.g., uplink and/or downlink air
link segments and/or identifiers allocated to the WT 5700.

System data/information 5740 includes a plurality of sets
of base station information (base station 1 data/information
5772, . .., base station M data/information 5774), recurring
uplink reporting structure information 5780, and initial
DCCH report information 5790. Base station 1 data/informa-
tion 5772 includes downlink timing/frequency structure
information 5776 and uplink timing/frequency structure
information 5778. Downlink timing/frequency structure
information 5776 includes downlink logical tone structure
identifying various channels and segments, e.g., assignment,
beacon, pilot, downlink traffic channel, etc., in a repetitive
downlink structure and identifying timing, e.g., OFDM sym-
bol time duration, indexing, groupings of OFDM symbol
times, e.g., into slots, superslots, beaconslots, ultraslots, etc.
Information 5776 also includes base station identification
information, e.g., cell, sector, and carrier/tone block identifi-
cation information. Information 5776 also includes downlink
tone hopping information used to map logical tones to physi-
cal tones. Uplink timing/frequency structure information
5778 includes uplink logical tone structure identifying vari-
ous channels and segments, e.g., access, assignment, power
control channels, timing control channels, dedicated control
channel (DCCH), uplink traffic channel, etc., in a repetitive
uplink structure and identifying timing, e.g., OFDM symbol
time duration, indexing, groupings of OFDM symbol times,
e.g., into halfslots, slots, superslots, beaconslots, ultraslots,
etc., as well as information correlating the downlink to uplink
timing BS1, e.g., a timing offset between the uplink and
downlink repetitive timing structures at the base station.
Information 5778 also includes uplink tone hopping informa-
tion used to map logical tones to physical tones.

Recurring uplink reporting structure information 5780
includes DCCH reports” format information 5782, and
DCCH report sets information 5784. DCCH report sets infor-
mation 5784 includes sets information 5786 and time infor-
mation 5788. For example, the recurring uplink reporting
structure information 5780 includes, in some embodiments,
information identifying a recurring pattern of a fixed number
of indexed DCCH segments, e.g., 40 indexed DCCH seg-
ments. Each of the indexed DCCH segments includes one of
more types of DCCH reports, e.g., uplink traffic channel
request reports, interference reports such as beacon ratio
reports, different SNR reports, etc. The format of each of the
different types of reports is identified in DCCH reports’ for-
mat information 5782, e.g., for each type of report associating
a fixed number of information bits with different potential bit
patterns and interpretations of information conveyed by the
corresponding bit pattern. DCCH report sets information
5784 identifies different grouping of reports associated with
different indexed segments in the recurring DCCH reporting
structure. Sets information 5786 identifies for each indexed
DCCH segment identified by a corresponding time informa-
tion entry 5788 a set of reports communicated in the segment
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and the order of those reports in the segment. For example in
one exemplary embodiment, an exemplary DCCH segment
with index value=6 includes 5 bit uplink transmission power
backoff report and a 1 bit uplink traffic channel segment
request report, while a DCCH segment with an index
value=32 includes a 3 bit downlink difference signal to noise
ratio report and a 3 bit uplink traffic channel request report.
(See F1G. 10.)

Initial DCCH report information 5790 includes format
information 5792 and report set information 5794. The for-
mat information 5792 includes information indicating the
format of initial reports sets to be transmitted. In some
embodiments, the formats of the initial reports, groupings,
and/or number of initial reports to be transmitted in an initial
report set depend on the time at which the initial report set is
to be transmitted, e.g., with respect to a recurring uplink
timing structure. Report set information 5794 includes infor-
mation identifying various initial reports sets, e.g., number of
reports, types of reports, and ordered grouping of reports,
e.g., associated with DCCH segments to be communicated in
the initial report.

Base station identification information 5742 includes
information identifying the base station attachment point
being used by the wireless terminal. Base station identifica-
tion information 5742 includes physical attachment point
identifiers, e.g., cell, sector and carrier/tone block identifiers
associated with the base station attachment point. In some
embodiments, at least some of the base station identifier
information is communicated via beacon signals. Base sta-
tion identification information 5742 also includes base station
address information. Terminal identification information
5744 includes base station assigned identifiers associated
with the wireless terminal, e.g., a registered user identifier and
a On state identifier, the On state identifier being associated
with a logical DCCH tone to be used by the wireless terminal.
Timing control information 5746 includes received downlink
signals from the base station used by the timing control mod-
ule 5732 for correlating the uplink reporting structure, at least
some of the received downlink timing control signals being
used for closed loop timing control. Timing control informa-
tion 5746 also includes information identifying the current
timing with respect to repetitive uplink and downlink timing
structures, e.g., an OFDM symbol transmission time period
with respect to the structures. Current state of operation infor-
mation 5748 includes information identifying the wireless
terminal’s current state of operation, e.g., sleep, hold, ON.
Current state of operation information 5748 also includes
information identifying when a WT is in a full-tone DCCH
mode of operation or in a split-tone mode of DCCH opera-
tion, in an access process, or in the process of a handoff. In
addition, current state of operation information 5748
includes, information identifying whether a wireless terminal
is communicating an initial DCCH report set or communicat-
ing recurring reporting structure information DCCH report
sets, when the wireless terminal is assigned a logical DCCH
channel tone to use. Initial report time information 5752
includes information identifying the point in time with
respect to an uplink transmission schedule at which the initial
DCCH report set is to be transmitted. Determined initial
report size information 5754 is an output of the report set size
determination sub-module 5736. Initial report control infor-
mation 5756 includes information used by the initial report
generation module 5728 to control the content of an initial
report set. Initial report control information 5756 includes
size information 5768 and time information 5770. Generated
initial report information set 5758 is an initial report set
generated by wireless terminal initial report generation mod-
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ule 5728 using the data/information 5720 including initial
DCCH report structure information 5790, initial report con-
trol information 5756, and information to be included in the
reports of the initial report such as, e.g., uplink traffic channel
request information 5764, SNR information, and measured
interference information. Generated scheduled report infor-
mation sets 5760 includes generated scheduled information
report sets, e.g., each set corresponding to a scheduled DCCH
segment to be used by the wireless terminal. The generated
scheduled report information sets 5760 being generated by
the scheduled report generation module 5730 using the data/
information 5720 including the recurring uplink reporting
structure information 5780, and information to be included in
the reports of the initial report such as, e.g., uplink traffic
channel request information 5764, SNR information, and
measured interference information. Uplink traffic request
information 5764 includes information pertaining to requests
for uplink traffic channel segment resources, e.g., number of
frames of uplink user data to be communicated corresponding
to different request group queues. User data 5766 includes,
voice data, audio data, image data, text data, file data to be
communicated via uplink traffic channel segments and/or
received via downlink traffic channel segments.

FIG. 58 is a drawing of an exemplary base station 5800,
e.g., access node, implemented in accordance with various
embodiments. Exemplary base station 5800 may be any of the
base stations of the exemplary system of FIG. 1. Exemplary
base station 5800 includes a receiver module 5802, a trans-
mitter module 5804, a processor 5806, an I/O interface 5808,
and a memory 5810 coupled together via a bus 5812 over
which the various elements interchange data and information.

Receiver module 5802, e.g., an OFDM receiver, receives
uplink signals from a plurality of wireless terminals via
receive antenna 5803. The uplink signals include dedicated
control channel report information sets from wireless termi-
nals, access signals, requests for mode changes, and uplink
traffic channel segment signals. Receiver module 5802
includes a decoder module 5814 for decoding uplink signals
which were encoded prior to transmission by the wireless
terminals.

Transmitter module 5804, e¢.g., an OFDM transmitter,
transmits downlink signals to wireless terminals via transmit
antenna 5805. Transmitted downlink signals include registra-
tion signals, DCCH control signals, traffic channel assign-
ment signals, and downlink traffic channel signals.

1/O interface 5808 provides an interface for coupling the
base station 5800 to other network nodes, e.g., other base
stations, AAA server nodes, home agent nodes, routers, etc.,
and/or the Internet. /O interface 5808 allows a wireless ter-
minal using base station 5800 as its point of network attach-
ment to communicate with peer nodes, e.g., other wireless
terminals, in different cells, via a backhaul communication
network.

Memory 5810 includes routines 5820 and data/informa-
tion 5822. The processor 5806, e.g. a CPU, executes the
routines 5820 and uses the data/information 5822 in memory
5810 to control the operation of the base station 5800 and
implement methods. Routines 5820 include a communica-
tions routines 5824 and base station control routines 5826.
The communications routines 5824 implement the various
communications protocols used by the base station 5800.
Base station control routines 5826 include a scheduler mod-
ule 5828, a report set interpretation module 5830, an access
module 5832, a handoff module 5834, and a registered wire-
less terminal state transition module 5836.

Scheduler module 5828 schedules uplink and/or downlink
traffic channel segments to wireless terminals, e.g., to wire-
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less terminals which are using the base station 5800 as their
point of network attachment, are in an On state and currently
have an assigned dedicated control channel either in split-
tone mode or full-tone mode.

Report set interpretation module 5830, e.g., a DCCH report
set interpretation module, includes an initial report set inter-
pretation sub-module 5838 and a recurring reporting struc-
ture report set interpretation sub-module 5840. Report set
interpretation module 5830 interprets each received DCCH
report set in accordance with the initial DCCH report infor-
mation 5850 or the recurring uplink reporting structure infor-
mation 5848. Report set interpretation module 5830 is
responsive to transitions by wireless terminals to the ON
state. Report set interpretation module 5830 interprets as an
initial information report set, a DCCH report information set
received from a wireless terminal immediately after one of: a
migration of the wireless terminal to an On state from a hold
state with respect to the current connection, a migration of the
wireless terminal to an On state from an access state with
respect to the current connection, and a migration of the
wireless terminal to an On state from an On state which
existed with respect to another connection prior to a handoff
to the base station. Report set interpretation module 5830
includes an initial report set interpretation sub-module 5838
and a recurring reporting structure report set interpretation
sub-module 5840. Initial report set interpretation sub-module
5838 processes received information report sets, e.g., corre-
sponding to a received DCCH segment, which have been
determined to be an initial DCCH report set, using data/
information 5822 including initial DCCH report information
5850, to obtain interpreted initial report set information.
Recurring reporting structure report set interpretation sub-
module 5840 processes received information report sets, e.g.,
corresponding to a received DCCH segment, which have
been determined to be a recurring reporting structure DCCH
report set, using data/information 5822 including recurring
uplink reporting structure information 5848, to obtain inter-
preted recurring structure report set information.

Access module 5832 controls operations relating to wire-
less terminal access operations. For example, a wireless ter-
minal transitions through the access mode to an On state
achieving uplink timing synchronization with a base station
attachment point and receiving a WT On state identifier asso-
ciated with a logical DCCH channel tone in the uplink timing
and frequency structure to be used to communicate uplink
DCCH segment signals. Following this transition to the On
state, the initial report set interpretation sub-module 5838 is
activated to process DCCH segments for the remainder of a
superslot, e.g., one, two, three, four, or five DCCH segments,
then operation is transferred to the recurring reporting struc-
ture report set interpretation sub-module 5840 to process
subsequent DCCH segments from the wireless terminal. The
number of DCCH segments and/or the format used for those
segments processed by module 5838 before transferring con-
trol to module 5840 is a function of the time at which the
access occurs with respect to the recurring uplink DCCH
reporting structure.

Handoff module 5834 controls operations pertaining to
handoffs a wireless terminal from one attachment point to
another attachment point. For example, a wireless terminal in
an ON state of operation with a first base station attachment
point may perform a handoff operation to base station 5800 to
transition into an ON state with respect to a second base
station attachment point, the second base station attachment
point being a base station 5800 attachment point, and the
handoff module 5834 activates the initial report set interpre-
tation sub-module 5838.
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Registered wireless terminal state transition module 5836
performs operations related to mode changes of wireless ter-
minals which have registered with the base station. For
example, a registered wireless terminal currently in a Hold
state of operation in which the wireless terminal is precluded
from transmitting uplink user data may transition to an On
state of operation in which the WT is assigned an ON state
identifier associated with a DCCH logical channel tone and in
which the wireless terminal can receive uplink traffic channel
segments which are to be used to communicate uplink user
data. Registered WT state transition module 5836 activates
initial report set interpretation sub-module 5838 in response
to the mode transition from Hold to ON of the wireless ter-
minal.

Base station 5800 manages a plurality of ON state wireless
terminals. For a set of received DCCH segments, communi-
cated from different wireless terminals, corresponding to the
same time interval, the base station, at some times, processes
some of the segments using the initial report set interpretation
sub-module 5838 and some of the reports using the recurring
reporting structure set interpretation sub-module 5840.

Data/information 5822 includes system data/information
5842, access signal information 5860, handoff signal infor-
mation 5862, mode transition signaling information 5864,
time information 5866, current DCCH logical tone imple-
mentation information 5868, received DCCH segments infor-
mation 5870, base station identification information 5859,
and WT data/information 5872.

System data/information 5842 includes downlink timing/
frequency structure information 5844, uplink timing/fre-
quency structure information 5846, recurring uplink report-
ing structure information 5848, and initial DCCH report
information 5850. Recurring uplink reporting structure infor-
mation 5848 includes DCCH reports’ format information
5852 and DCCH report sets information 5854. DCCH report
sets information 5854 includes sets information 5856 and
time information 5858. Initial DCCH report information
5850 includes format information 5851 and report set infor-
mation 5853.

Downlink timing/frequency structure information 5844
includes downlink logical tone structure identifying various
channels and segments, e.g., assignment, beacon, pilot,
downlink traffic channel, etc., in a repetitive downlink struc-
ture and identifying timing, e.g., OFDM symbol time dura-
tion, indexing, groupings of OFDM symbol times, e.g., into
slots, superslots, beaconslots, ultraslots, etc. Information
5844 also includes base station identification information,
e.g., cell, sector, and carrier/tone block identification infor-
mation. Information 5844 also includes downlink tone hop-
ping information used to map logical tones to physical tones.
Uplink timing/frequency structure information 5846 includes
uplink logical tone structure identifying various channels and
segments, e.g., access, assignment, power control channels,
power control channels, dedicated control channel (DCCH),
uplink traffic channel, etc., in a repetitive uplink structure and
identifying timing, e.g., OFDM symbol time duration, index-
ing, groupings of OFDM symbol times, e.g., into halfslots,
slots, superslots, beaconslots, ultraslots, etc., as well as infor-
mation correlating the downlink to uplink timing, e.g., a
timing offset between the uplink and downlink repetitive
timing structures at the base station. Information 5846 also
includes uplink tone hopping information used to map logical
tones to physical tones.

Recurring uplink reporting structure information 5848
includes DCCH reports” format information 5852, and
DCCH report sets information 5848. DCCH report sets infor-
mation 5854 includes sets information 5856 and time infor-
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mation 5858. For example, the recurring uplink reporting
structure information 5848 includes, in some embodiments,
information identifying a recurring pattern of a fixed number
of indexed DCCH segments, e.g., 40 indexed DCCH seg-
ments. Each of the indexed DCCH segments includes one of
more types of DCCH reports, e.g., uplink traffic channel
request reports, interference reports such as beacon ratio
reports, different SNR reports, etc. The format of each of the
different types of reports is identified in DCCH reports’ for-
mat information 5852, e.g., for each type of report associating
a fixed number of information bits with different potential bit
patterns and interpretations of information conveyed by the
corresponding bit pattern. DCCH report sets information
5854 identifies different grouping of reports associated with
different indexed segments in the recurring DCCH reporting
structure. Sets information 5856 identifies for each indexed
DCCH segment identified by a corresponding time informa-
tion entry 5858 a set of reports communicated in the segment
and the order of those reports in the segment. For example in
one exemplary embodiment, an exemplary DCCH segment
with index value=6 includes 5 bit uplink transmission power
backoff report and a 1 bit uplink traffic channel segment
request report, while a DCCH segment with an index
value=32 includes a 3 bit downlink delta signal to node ratio
report and a 3 bit uplink traffic channel request report. (See
FIG. 10.)

Initial DCCH report information 5850 includes format
information 5851 and report set information 5853. The for-
mat information 5851 includes information indicating the
format of initial reports sets to be transmitted. In some
embodiments, the formats of the initial reports, groupings,
and/or number of initial reports to be transmitted in an initial
report set depend on the time at which the initial report set is
to be transmitted, e.g., with respect to a recurring uplink
timing structure. Report set information 5853 includes infor-
mation identifying various initial reports sets, e.g., number of
reports, types of reports, and ordered grouping of reports,
e.g., associated with DCCH segments to be communicated in
the initial report set.

Base station identification information 5859 includes
information identifying the base station attachment point
being used by the wireless terminal. Base station identifica-
tion information 5859 includes physical attachment point
identifiers, e.g., cell, sector and carrier/tone block identifiers
associated with the base station attachment point. In some
embodiments, at least some of the base station identifier
information is communicated via beacon signals. Base sta-
tion identification information also includes base station
address information. Access signal information 5860
includes access request signals received from wireless termi-
nals, access response signals sent to wireless terminal, timing
signals related to the access, and base station internal signal-
ing to activate the initial report interpretation sub-module
5838 in response to a transition from the access state to the On
state for a wireless terminal. Handoff signal information 5862
includes information pertaining to handoff operations includ-
ing handoff signaling received from other base stations and
base station internal signaling to activate the initial report
interpretation sub-module 5838 in response to a transition
from a WT ON state of another connection to a WT On state
with respect to a base station 5800 attachment point connec-
tion. Mode transitioning signaling information 5864 includes
signals between a currently registered wireless terminal and
base station 5800 regarding state changes, e.g., a change from
hold state to On state, and base station internal signaling to
activate the initial report set interpretation sub-module 5838
in response to state transitions, e.g., Hold to On. Registered
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WT state transition module 5836 also deactivates recurring
reporting structure report set interpretation sub-module 5840
with respect to a wireless terminal in response to some state
changes, e.g., a wireless terminal transition from ON state to
one of Hold state, sleep state, or Off state.

Time information 5866 includes current time information,
e.g.,anindexed OFDM symbol time period within a recurring
uplink timing structure being used by the base station. Cur-
rent DCCH logical tone implementation information 5868
includes information identifying which of the base stations
logical DCCH tones are currently in a full-tone DCCH mode
and which are in a split-tone DCCH mode. Received DCCH
segments information 5860 includes information from
received DCCH segments corresponding to a plurality of WT
users currently assigned logical DCCH tones.

WT data/information 5872 includes a plurality of sets of
wireless terminal information (WT 1 data/information
5874, . .., WT N data/information 5876). WT 1 data/infor-
mation 5874 includes identification information 5886, mode
information 5888, received DCCH information 5880, pro-
cessed DCCH information 5882, and user data 5884.
Received DCCH information 5880 includes initial received
report set information 5892 and recurring report structure
received report sets information 5894. Processed DCCH
information 5882 includes interpreted initial report set infor-
mation 5896 and interpreted recurring structure report sets
information 5898. Identification information 5886 includes a
base station assigned wireless terminal registration identifier,
addressing information associated with WT1. At times, the
identification information 5886 includes a WT On state iden-
tifier, the On state identifier associated with a logical DCCH
channel tone to be used by the wireless terminal to commu-
nicate DCCH segment signals. Mode information 5888
includes information identifying the current state of WT1,
e.g., sleep state, Hold state, access state, On state, in the
process of a handoff, etc., and information further qualifying
the ON state, e.g., full tone DCCH On or split-tone DCCH
On. User data 5884 includes uplink and/or downlink traffic
channel segment information, e.g., voice data, audio data,
image data, text data, file data, etc., to be received from/
communicated to a peer node of WT1 in a communications
session with WT1.

Initial received report set information 5892 includes a set
of information corresponding to a WT1 DCCH segment
which was communicated using format in accordance with an
initial reporting information 5850 and is interpreted by mod-
ule 5838 recovering interpreted initial report information set
information 5896. Recurring report structure received report
sets information 5894 includes a set of information corre-
sponding to a WT1 DCCH segment which was communi-
cated using format in accordance with recurring uplink
reporting structure information 5848 and is interpreted by
module 5840 recovering a interpreted recurring report infor-
mation set information 5898.

FIG. 59 comprising the combination of FIG. 59A, FIG.
59B and FIG. 59C is a flowchart 5900 of an exemplary
method of operating a wireless terminal in accordance with
various embodiments. The exemplary method starts in step
5901 where the wireless terminal is powered up and initial-
ized. Operation proceeds from step 5901 to steps 5902 and
step 5904. In step 5902, the wireless terminal tracks, on an
ongoing basis, current time in relation to an uplink recurring
DCCH reporting schedule and in relation to uplink tone hop-
ping information. Time information 5906 is output from step
5902 to be used in other steps of the method.

In step 5904, the wireless terminal receives a base station
On state identifier associated with a DCCH logical tone in an
uplink channel structure of an access node serving as the
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wireless terminal’s point of attachment. Operation proceeds
from step 5904 to step 5908. In step 5908, the wireless ter-
minal receives information identifying whether the wireless
terminal should be in a full-tone DCCH mode of operation or
a split-tone DCCH mode of operation, said information indi-
cating split-tone DCCH mode of operation also identifying
one among a plurality of sets of DCCH segments associated
with the DCCH logical tone. For example, in an exemplary
embodiment, when in full-tone DCCH mode, a wireless ter-
minal is allocated a single logical DCCH tone corresponds to
a recurring set of 40 indexed DCCH segments in an uplink
channel structure, but while in a split-tone mode of operation,
a wireless terminal is allocated a single logical DCCH tone
which is time shared such that the wireless terminal receives
a set of 13 indexed segments in a recurring uplink channel
structure and two other wireless terminals may each be allo-
cated a different set of 13 segments in the uplink channel
structure. In some embodiments the information communi-
cated in steps 5904 and 5908 are communicated in the same
message. Operation proceeds from step 5908 to step 5910.

In step 5910, the wireless terminal proceeds to step 5912 if
the wireless terminal has determined that it in full-tone
DCCH mode, while operation proceeds to step 5914 if the
wireless terminal has determined that it in split-tone DCCH
mode.

In step 5912, the wireless terminal identifies DCCH com-
munication segments allocated to the wireless terminal using
time information 5906 and the identified logical DCCH tone.
For example, in an exemplary embodiment, for each beacon
slot, the wireless terminal identifies a set 0of 40 indexed DCCH
segments corresponding to assigned logical DCCH tone.
Operation proceeds from step 5912 to step 5916, for each
identified communications segment. In step 5916, the wire-
less terminal using time information 5906, the indexed value
of the DCCH segment within the recurring structure, and
stored information associating sets of report types with each
indexed segment, identifies a set of report types to be com-
municated in the DCCH communications segment. Opera-
tion proceeds from step 5916 via connecting node A 5920 to
step 5924.

In step 5924, the wireless terminal checks as to whether
any of report types identified in step 5916 include a flexible
report. If any of the identified report types indicate a flexible
report, then operation proceeds from step 5924 to step 5928;
otherwise operation proceeds from step 5924 to step 5926.

In step 5926, the wireless terminal, for each fixed type
information report of the segment, maps the information to be
conveyed to a fixed number of information bits corresponding
to the report size, said fixed type of information reports being
dictated by a reporting schedule. Operation proceeds from
step 5926 to step 5942.

In step 5928, the wireless terminal selects which type of
report from among a plurality of fixed type information report
types to include as a flexible report body. Step 5928 includes
sub-step 5930. In sub-step 5930, the wireless terminal per-
forms the selection as a function of a report prioritization
operation. Sub-step 5930 includes sub-step 5932 and 5934. In
sub-step 5932, the wireless terminal considers the amount of
uplink data queued for communication to the access node,
e.g., the backlog in a plurality of request queues, and at least
one signal interference measurement, e.g., a beacon ratio
report. In sub-step 5934, the wireless terminal determines an
amount of change in information previously reported in at
least one report, e.g., a measured change in a downlink satu-
ration level of self-noise SNR report. Operation proceeds
from step 5928 to step 5936.
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In step 5936, the wireless terminal codes the type of flex-
ible body report into a type identifier, e.g., a two bit flexible
report body identifier. Operation proceeds from step 5936 to
step 5938. In step 5938, the wireless terminal maps the infor-
mation to be conveyed in the flexible report body in accor-
dance with the selected report type to a number of information
bits corresponding to the flexible report body size. Operation
proceeds from step 5938 to either step 5940 or step 5942. Step
5942 is an optional step, included in some embodiments. In
step 5940, for each fixed type information report of the seg-
ment in addition to the flexible report, map the information to
be conveyed to a fixed number of information bits corre-
sponding to the report size. Operation proceeds from step
5940 to step 5942. For example, in some embodiments, a
DCCH segment including a flexible report, when in the full-
tone mode utilizes the full number of information bits com-
municated by the segment for itself, e.g., the segment conveys
6 information bits, 2 bits are used for identifying the type of
report and 4 bits used for conveying the body of the report. In
such an embodiment, step 5940 is not performed. In some
other embodiments, the total number of bits conveyed by a
DCCH segment in the full-tone DCCH mode is greater than
the number of bits represented by the flexible report and step
5940 is included to utilize the remaining information bits of
the segment. For example, the segment conveys a total of 7
information bits 6 of which are utilized by the flexible report
and 1 is used for a fixed one information bit uplink traffic
request report.

In step 5942, the wireless terminal performs coding and
modulation operations to generate a set of modulation sym-
bols to represent the one or more reports to be communicated
in the DCCH segment. Operation proceeds from step 5942 to
step 5944. In step 5944, the wireless terminal, for each modu-
lation symbol of the set of generated modulation symbols
determines, using time information 5906 and tone hopping
information, the physical tone to be used to convey the modu-
lation symbol. For example, in an exemplary embodiment,
each DCCH segment corresponds to 21 OFDM tone-symbols
each tone symbol being used to convey one QPSK modula-
tion symbol, each of'the 21 OFDM tone-symbols correspond-
ing to the same logical DCCH tone; however due to uplink
tone hopping, 7 OFDM tone symbols in a first set of seven
successive OFDM symbol time periods corresponding to a
first physical tone, a second set of seven OFDM tone-symbols
in a second set of seven successive OFDM symbol time
periods corresponding to a second physical tone, and a third
set of seven successive OFDM symbol time periods corre-
sponding to a third physical tone, the first second and third
physical tones being different. Operation proceeds from step
5944 to step 5946. In step 5946, the wireless terminal trans-
mits each modulation symbol of the DCCH segment using the
determined corresponding physical tone.

Returning to step 5914, in step 5914, the wireless terminal
identifies DCCH communication segments allocated to the
wireless terminal using time information 5906, the identified
logical DCCH tone, and the information identifying the one
among the plurality of sets of DCCH segments. For example,
in an exemplary embodiment, for each beacon slot, the wire-
less terminal identifies a set of 13 indexed DCCH segments
corresponding to assigned logical DCCH tone. Operation
proceeds from step 5914 to step 5918, for each identified
DCCH communications segment. In step 5918, the wireless
terminal using time information 5906, the indexed value of
the DCCH segment within the recurring structure, and stored
information associating sets of report types with each indexed
segment, identifies a set of report types to be communicated
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in the DCCH communications segment. Operation proceeds
form step 5916 via connecting node B 5922 to step 5948.

In step 5948, the wireless terminal checks as to whether
any of report types identified in step 5918 include a flexible
report. If any of the identified report types indicate a flexible
report, then operation proceeds from step 5948 to step 5952;
otherwise operation proceeds from step 5948 to step 5950.

In step 5950, the wireless terminal, for each fixed type
information report of the segment, maps the information to be
conveyed to a fixed number of information bits corresponding
to the report size, said fixed type of information reports being
dictated by a reporting schedule. Operation proceeds from
step 5950 to step 5966.

In step 5952, the wireless terminal selects which type of
report from among a plurality of fixed type information report
types to include as a flexible report body. Step 5952 includes
sub-step 5954. In sub-step 5954, the wireless terminal per-
forms the selection as a function of a report prioritization
operation. Sub-step 5954 includes sub-step 5956 and 5958. In
sub-step 5956, the wireless terminal considers the amount of
uplink data queued for communication to the access node,
e.g., the backlog in a plurality of request queues, and at least
one signal interference measurement, e.g., a beacon ratio
report. In sub-step 5958, the wireless terminal determines an
amount of change in information previously reported in at
least one report, e.g., a measured change in a downlink satu-
ration level of self-noise SNR report. Operation proceeds
from step 5952 to step 5960.

In step 5960, the wireless terminal codes the type of flex-
ible body report into a type identifier, e.g., a single bit flexible
report body identifier. Operation proceeds from step 5960 to
step 5962. In step 5962, the wireless terminal maps the infor-
mation to be conveyed in the flexible report body in accor-
dance with the selected report type to a number of information
bits corresponding to the flexible report body size. Operation
proceeds from step 5962 to either step 5964 or step 5966. Step
5964 is an optional step, included in some embodiments. In
step 5964, for each fixed type information report of the seg-
ment in addition to the flexible report, map the information to
be conveyed to a fixed number of information bits corre-
sponding to the report size. Operation proceeds from step
5964 to step 5966. For example, in some embodiments, a
DCCH segment including a flexible report, when in the split-
tone mode utilizes the full number of information bits com-
municated by the segment for itself, and in such an embodi-
ment, step 5964 is not performed. In some other
embodiments, the total number of bits conveyed by a DCCH
segment in the split-tone DCCH mode is greater than the
number of bits represented by the flexible report and step
5940 is included to utilize the remaining information bits of
the segment. For example, the segment conveys a total of 8
information bits 6 of which are utilized by the flexible report
and 1 information bit is used for a fixed one information bit
uplink traffic request report, and 1 information bit is used for
another predetermined report type. In some embodiments, the
size of the body of the flexible report varies corresponding to
different selections of the type of report to be conveyed by the
flexible report, e.g., a 4 bit uplink traffic channel request or a
five bit uplink transmission power backoff report, and the
remainder of the available bits in the segment can be allocated
to predetermined fixed report types, e.g., 1 or 2 bits.

In step 5966, the wireless terminal performs coding and
modulation operations to generate a set of modulation sym-
bols to represent the one or more reports to be communicated
in the DCCH segment. Operation proceeds from step 5966 to
step 5968. In step 5968, the wireless terminal, for each modu-
lation symbol of the set of generated modulation symbols
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determines, using time information 5906 and tone hopping
information, the physical tone to be used to convey the modu-
lation symbol. For example, in an exemplary embodiment,
each DCCH segment corresponds to 21 OFDM tone-symbols
each tone symbol being used to convey one QPSK modula-
tion symbol, each of'the 21 OFDM tone-symbols correspond-
ing to the same logical DCCH tone; however due to uplink
tone hopping, 7 OFDM tone symbols in a first set of seven
successive OFDM symbol time periods corresponding to a
first physical tone, a second set of seven OFDM tone-symbols
in a second set of seven successive OFDM symbol time
periods corresponding to a second physical tone, and a third
set of seven successive OFDM symbol time periods corre-
sponding to a third physical tone, the first second and third
physical tones being determined in accordance with tone
hopping information and may be different. Operation pro-
ceeds from step 5968 to step 5970. In step 5970, the wireless
terminal transmits each modulation symbol of the DCCH
segment using the determined corresponding physical tone.

FIG. 60 is a flowchart 6000 of an exemplary method of
operating a wireless terminal to provide transmission power
information to a base station in accordance with various
embodiments. Operation starts in step 6002. For example, the
wireless terminal may have been previously powered on,
established a connection with a base station, have transitioned
in the ON state of operation, and been assigned dedicated
control channel segments to use in either a full-tone or split
tone mode of DCCH operation. The full-tone DCCH mode of
operation is in some embodiments, a mode in which the
wireless tone is dedicated a single logical tone channel used
for DCCH segments which is not shared with other wireless
terminal, while the split tone-DCCH mode of operation is, in
some embodiments, a mode in which the wireless terminal is
dedicated a portion of a single logical DCCH tone channel
which can be allocated to be used on a time shared with
another wireless terminal or terminals. Operation proceeds
from start step 6002 to step 6004.

Instep 6004, the wireless terminal generates a power report
indicating a ratio of a maximum transmit power of the wire-
less terminal to the transmit power of a reference signal
having a power level known to the wireless terminal at a point
in time corresponding to the power report. In some embodi-
ments the power report is a backoff report, e.g., a wireless
terminal transmission power backoff report, indicating a dB
value. In some embodiments, the maximum transmission
power value depends on a power output capability of the
wireless terminal. In some embodiments, the maximum
transmission power is specified by a government regulation
limiting the maximum output power level of the wireless
terminal. In some embodiments, the reference signal is con-
trolled by the wireless terminal based upon at least one closed
loop power level control signal received from a base station.
In some embodiment, the reference signal is a control infor-
mation signal transmitted over a dedicated control channel to
the base station. The reference signal, in some embodiments,
is measured for received power level by the base station to
which it is transmitted. In various embodiments, the dedi-
cated control channel is a single tone control channel which
corresponds to a single logical tone dedicated to the wireless
terminal for use in transmitting control information. In vari-
ous embodiments, the power report is a power report corre-
sponding to a single instant in time. In some embodiments,
the known reference signal is a signal transmitted on the same
channel as the power report, e.g., the same DCCH channel. In
various embodiments, the point in time to which a generated
power report corresponds has a known offset from a start of a
communication segment, e.g., a DCCH segment, in which
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said power report is to be transmitted. Step 6004 includes
sub-step 6006, sub-step 6008, sub-step 6010, and sub-step
6012.

In sub-step 6006, the wireless terminal performs a subtrac-
tion operation including subtracting a per-tone transmission
power of an uplink dedicated control channel in dBm from a
maximum transmission power of wireless terminal in dBm.
Operation proceeds from sub-step 6006 to sub-step 6008. In
sub-step 6008, the wireless terminal proceeds to different
sub-steps depending upon whether the wireless terminal is in
a full-tone DCCH mode of operation or a split-tone DCCH
mode of operation. If the wireless terminal is in full-tone
DCCH mode of operation, operation proceeds from sub-step
6008 to sub-step 6010. If the wireless terminal is in split-tone
DCCH mode of operation, operation proceeds from sub-step
6008 to sub-step 6012. In sub-step 6010, the wireless terminal
generates a power report in accordance with a first format,
e.g., a 5 information bit power report. For example the result
of'sub-step 6006 is compared to a plurality of different levels,
each level corresponding to a different 5 bit pattern, the level
closet to the result of sub-step 6006 is selected for the report,
and the bit pattern corresponding to that level is used for the
report. In one exemplary embodiment, the levels range from
6.5 dBs to 40 dBs. (See FIG. 26.) In sub-step 6012 the wire-
less terminal generates a power report in accordance with a
second format, e.g., a 4 information bit power report. For
example the result of sub-step 6006 is compared to a plurality
of different levels, each level corresponding to a different 4 bit
pattern, the level closet to the result of sub-step 6006 is
selected for the report, and the bit pattern corresponding to
that level is used for the report. In one exemplary embodi-
ment, the levels range from 6 dBs to 36 dBs. (See FIG. 35.)
Operation proceeds from step 6004 to step 6014.

In step 6014, the wireless terminal is operated to transmit
the generated power report to a base station. Step 6014
includes sub-steps 6016, 6018, 6020, 6022, and 6028. In
sub-step 6016, the wireless terminal proceeds to different
sub-steps depending upon whether the wireless terminal is in
a full-tone DCCH mode of operation or a split-tone DCCH
mode of operation. If the wireless terminal is in full-tone
DCCH mode of operation, operation proceeds from sub-step
6016 to sub-step 6018. If the wireless terminal is in split-tone
DCCH mode of operation, operation proceeds from sub-step
6016 to sub-step 6020.

In sub-step 6018, the wireless terminal combines the gen-
erated power report with additional information bit(s), e.g., 1
additional information bit, and jointly codes the set of com-
bined information bits, e.g., set of 6 information bits, to
generate a set of modulation symbols for a DCCH segment,
e.g., a set of 21 modulation symbols. For example, the 1
additional information bit is, in some embodiments, a single
information bit uplink traffic channel resource request report.
In sub-step 6020, the wireless terminal combines the gener-
ated power report with additional information bit(s), e.g., 4
additional information bits, and jointly codes the set of com-
bined information bits, e.g., set of 8 information bits, to
generate a set of modulation symbols for a DCCH segment,
e.g., a set of 21 modulation symbols. For example, the set of
4 additional information bit is, in some embodiments, a 4
information bit uplink traffic channel resource request report.
Operation proceeds from sub-step 6018 or sub-step 6020 to
sub-step 6022.

In sub-step 6022, the wireless terminal determines the
single OFDM tone used during each of a plurality of consecu-
tive OFDM symbol transmission time periods for the DCCH
segment. Sub-step 6022 includes sub-step 6024 and sub-step
6026. In sub-step 6024, the wireless terminal determines the
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logical DCCH channel tone assigned to the wireless terminal,
and in sub-step 6026, the wireless terminal determines a
physical tone to which the logical DCCH channel tone cor-
responds at different points in time based on tone hopping
information. For example, in some embodiments, an exem-
plary DCCH segment corresponds to a single DCCH channel
logical tone and the DCCH segment includes 21 OFDM
tone-symbols, one OFDM tone-symbol for each of the 21
consecutive OFDM symbol transmission time intervals, the
same physical tone used for a first set of seven, a second
physical tone used for a second set of seven, and a third
physical tone used for a third set of seven. Operation proceeds
from sub-step 6022 to sub-step 6028. In sub-step 6028, the
wireless terminal, for each OFDM symbol transmission time
period, corresponding to the DCCH segment, transmits a
modulation symbol from the set of generated modulation
symbols using the determined physical tone for that point in
time.

Operation proceeds from step 6014 to step 6004, where the
wireless terminal proceeds to generate another power report.
In some embodiments, the power report is transmitted twice
during each recurring cycle of a dedicated control channel
reporting structure used to control transmission of control
information by the wireless terminal. In some embodiments,
the power report is transmitted, on average at least once every
500 OFDM symbol transmission time periods but on average
at intervals spaced apart by at least 200 symbol transmission
time intervals.

Various features of an exemplary embodiment will now be
described. The wireless terminal (WT) uses an ULRQST1,
ULRQST3 or ULRQST4 to report the status of the MAC
frame queues at the WT transmitter.

The WT transmitter maintains MAC frame queues, which
buffers the MAC frames to be transmitted over the link. The
MAC frames are converted from the LLC frames, which are
constructed from packets of upper layer protocols. An uplink
user data packet belongs to one of 4 request groups. A packet
is associated with a particular request group. If the packet
belongs to one request group, then each of the MAC frames of
that packet also belong to that request group.

The WT reports the number of MAC frames in the 4 request
groups that the WT may intend to transmit. In the ARQ
protocol, those MAC frames are marked as “new” or “to be
retransmitted”.

The WT maintains a vector of four elements N[0:3]: for
k=0:3, N[k] represents the number of MAC frames that the
WT intends to transmit in request group k. The WT reports the
information about N[0:3] to the base station sector (BSS) so
that the BSS can utilize the information in an uplink (UL)
scheduling algorithm to determine the assignment of uplink
traffic channel (UL.TCH) segments.

In an exemplary embodiment, the WT uses the single bit
uplink traffic channel request report (ULRQST1) to report
N[0]+N][1] according to table 6100 of FIG. 61. Table 6100 is
an exemplary format for an ULRQST1 report. First column
6102 indicates the two possible bit patterns that may be con-
veyed while second column 6104 indicates the meaning of
each bit pattern. If the bit pattern is 0, that indicates that there
are no MAC frames that the WT intends to transmit in either
request group 0 or request group 1. If the bit pattern is 1, that
indicates that the WT has at least one MAC frame in request
group 0 or request group 1 that the WT intends to communi-
cate.

At a given time, the WT uses only one request dictionary.
When the WT just enters the ACTIVE state, the WT uses the
default request dictionary. To change the request dictionary,
the WT and the BSS uses an upper layer configuration pro-
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tocol. When the WT migrates from the ON state to the HOLD
state, the WT keeps the last request dictionary used in the ON
state so that when the WT migrates from the HOLD state to
the ON state later, the WT continues to use the same request
dictionary until the request dictionary is explicitly changed.
However, if the WT leaves the ACTIVE state, then the
memory of the last request dictionary used is cleared.

To determine an ULRQST3 or ULRQST4, the WT first
calculates the following two parameters, y and z, and then use
one of the following dictionaries. Denote by x the value (in
dB) of the most recent 5 bit uplink transmission power back-
off report (ULTXBKFS5) report, and by b, the value in (dB) of
the most recent generic 4 bit downlink beacon ratio report
(DLBNR4). The WT further determines an adjusted generic
DLBNR4 report value b as follows: b=b,-ulTCHrate-
FlashAssignmentOftset, where minus is defined in the dB
sense. The base station sector broadcasts the value of ulTCH-
rateFlash AssignmentOffset in a downlink broadcast channel.
The WT uses ulTCHrateFlashAssignmentOftset equal to 0
dB until the WT receives the value from the broadcast chan-
nel.

FIG. 62 is an exemplary table 6200 used to calculate con-
trol parameters y and z. First column 6202 lists a condition;
second column 6204 lists the corresponding value of output
control parameter y; third column 6206 lists the correspond-
ing value of output control parameter z. Given x and b, the WT
determines y and z as those from the first row in Table 6200 of
FIG. 62 for which the condition in the first column is satisfied.
For example, if x=17 and b=3, then z=min(4,N,,,,,.) and y=1.
Denote R, . the highest rate option that the WT can support,
and N, the number of MAC frames of that highest rate
option.

The WT uses an ULRQST3 or ULRQST4 to report the
actual N[0:3] of the MAC frame queues according to a
request dictionary. A request dictionary is identified by a
request dictionary (RD) reference number.

The exemplary request dictionaries show that any
ULRQST4 or ULRQST3 report may not completely include
the actual N[0:3]. A report is in effect a quantized version of
the actual N[0:3]. A general guideline is that the WT should
send a report to minimize the discrepancy between the
reported and the actual MAC frames queues first for request
groups 0 and 1, and then for request group 2, and finally for
request group 3. However, the WT has the flexibility of deter-
mining a report to benefit the WT the most. For example,
when the WT is using the request dictionary 2, the WT may
use an ULRQST4 to report N[1]+N[3] and use an ULRQST3
to report N[2]. In addition, if a report is directly related to a
subset of request groups according to the request dictionary,
it does not automatically imply that the MAC frame queues of
a remaining request group are empty. For example, if a report
means N[2]=1, then it may not automatically imply that
N[0]=0, N[1]=0, or N[3]=0.

Table 6300 of FIG. 63 and Table 6400 of FIG. 64 define an
exemplary request dictionary with the RD reference number
equal to 0. Define d,,;=ceil (((N[1]+N[2]+N[3]-N,,; .,/
(y*g)), where N,,; ., and g are variables determined by the
most recent ULRQST4 report as per Table 6300. FIG. 63 is a
table 6300 identifying bit format and interpretations associ-
ated with each of 16 bit patterns for a four bit uplink request,
ULRQST4, corresponding to an exemplary first request dic-
tionary (RD reference number=0). In some embodiments, the
request dictionary with reference number=0 is the default
request dictionary. First column 6302 identifies the bit pattern
and bit ordering, most significant bit to least significant bit.
Second column 6304 identifies the interpretation associated
with each bit pattern. FIG. 64 is a table 6400 identifying bit
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format and interpretations associated with each of 8 bit pat-
terns for a three bit uplink request, ULRQST3, corresponding
to an exemplary first request dictionary (RD reference num-
ber=0). In some embodiments, the request dictionary with
reference number=0 is the default request dictionary. First
column 6402 identifies the bit pattern and bit ordering, most
significant bit to least significant bit. Second column 6404
identifies the interpretation associated with each bit pattern.

Table 6500 of FIG. 65 and Table 6600 of FIG. 66 define an
exemplary request dictionary with the RD reference number
equal to 1. FIG. 65 is a table 6500 identifying bit format and
interpretations associated with each of 16 bit patterns for a
four bit uplink request, ULRQST4, corresponding to an
exemplary second request dictionary (RD reference num-
ber=1). First column 6502 identifies the bit pattern and bit
ordering, most significant bit to least significant bit. Second
column 6504 identifies the interpretation associated with
each bit pattern. FIG. 66 is a table 6600 identifying bit format
and interpretations associated with each of 8 bit patterns for a
three bit uplink request, ULRQST3, corresponding to an
exemplary second request dictionary (RD reference num-
ber=1). First column 6602 identifies the bit pattern and bit
ordering, most significant bit to least significant bit. Second
column 6604 identifies the interpretation associated with
each bit pattern.

Table 6700 of FIG. 67 and Table 6800 of FIG. 68 define an
exemplary request dictionary with the RD reference number
equal to 2. FIG. 67 is a table 6700 identifying bit format and
interpretations associated with each of 16 bit patterns for a
four bit uplink request, ULRQST4, corresponding to an
exemplary third request dictionary (RD reference num-
ber=2). First column 6702 identifies the bit pattern and bit
ordering, most significant bit to least significant bit. Second
column 6704 identifies the interpretation associated with
each bit pattern. FIG. 68 is a table 6800 identifying bit format
and interpretations associated with each of 8 bit patterns for a
three bit uplink request, ULRQST3, corresponding to an
exemplary third request dictionary (RD reference num-
ber=2). First column 6802 identifies the bit pattern and bit
ordering, most significant bit to least significant bit. Second
column 6804 identifies the interpretation associated with
each bit pattern.

Table 6900 of FIG. 69 and Table 7000 of FIG. 70 define an
exemplary request dictionary with the RD reference number
equal to 3. FIG. 69 is a table 6900 identifying bit format and
interpretations associated with each of 16 bit patterns for a
four bit uplink request, ULRQST4, corresponding to an
exemplary fourth request dictionary (RD reference num-
ber=3). First column 6902 identifies the bit pattern and bit
ordering, most significant bit to least significant bit. Second
column 6904 identifies the interpretation associated with
each bit pattern. FIG. 70 is a table 7000 identifying bit format
and interpretations associated with each of 8 bit patterns for a
three bit uplink request, ULRQST3, corresponding to an
exemplary fourth request dictionary (RD reference num-
ber=3). First column 7002 identifies the bit pattern and bit
ordering, most significant bit to least significant bit. Second
column 7004 identifies the interpretation associated with
each bit pattern.

FIG. 71 is a drawing of an exemplary wireless terminal
7100, e.g., mobile node, implemented in accordance with
various embodiments. Exemplary WT 7100 may be any of the
wireless terminals of the exemplary system of FIG. 1. Exem-
plary WT 7100 may be any of the WTs (136, 138, 144, 146,
152,154,168, 170, 172,174,176, 178) of exemplary system
100 of FIG. 1. Exemplary wireless terminal 7100 includes a
receiver module 7102, a transmitter module 7104, a processor

10

15

20

25

30

35

40

45

50

55

60

65

72
7106, user /O devices 7108, and a memory 7110 coupled
together via a bus 7112 via which the various elements may
interchange data and information.

Memory 7110 includes routines 7118 and data/informa-
tion 7120. The processor 7106, e.g., a CPU, executes the
routines 7118 and uses the data/information 7120 in memory
7110 to control the operation of the wireless terminal 7100
and implement methods.

Receiver module 7102, e.g., an OFDM receiver, is coupled
to receive antenna 7103 via which the wireless terminal 7100
receives downlink signals from base stations. Receiver mod-
ule 7102 includes a decoder 7114 which decodes at least some
of the received downlink signals. Transmitter module 7104,
e.g., an OFDM transmitter, is coupled to a transmit antenna
7105 via which the wireless terminal 7100 transmits uplink
signals to base stations. Transmitter module 7104 is used for
transmitting a plurality of different types of fixed reports
using uplink dedicated control channel segments dedicated to
the wireless terminal. Transmitter module 7104 is also used
for transmitting flexible reports using uplink dedicated con-
trol channel segments dedicated to the wireless terminal, the
uplink DCCH segments which include a flexible report being
the same size as at least some of the uplink DCCH segments
which include fixed type reports and do not include a flexible
report. Transmitter module 7104 includes an encoder 7116
which is used to encode at least some of the uplink signals
prior to transmission. In some embodiments, each individual
dedicated control channel uplink segment is encoded inde-
pendently of other dedicated control channel uplink seg-
ments. In various embodiments, the same antenna is used for
both the transmitter and receiver.

User I/O devices 7108, e.g., microphone, keyboard, key-
pad, switches, camera, speaker, display, etc., are used to
input/output user data, control applications, and control the
operation of the wireless terminal, e.g., allowing a user of WT
7100 to initiate a communications session.

Routines 7118 includes a communications routine 7122
and wireless terminal control routines 7124. Communica-
tions routine 7122 performs various communications proto-
cols used by wireless terminal 7100. Wireless terminal con-
trol routines 7124 include a fixed type report control module
7126, a flexible type report control module 7128, an uplink
tone hopping module 7130, an identifier module 7132, and a
coding module 7134.

Fixed type report control module 7126 controls the trans-
mission of a plurality of different types of fixed type infor-
mation reports according to a reporting schedule, said fixed
type information reports being of a type dictated by the
reporting schedule.

Flexible type report control module 7128 controls trans-
mission of flexible reports at predetermined locations in the
reporting schedule, said flexible type reports being of report
types selected by the flexible report control module from a
plurality of reports which can be reported using a flexible
report. Flexible report control module 7128 includes a report
prioritization module 7136. The report prioritization module
7136 takes into consideration the amount of uplink data
queued for communication to the base station and a least one
signal interference measurement, when determining which
one of a plurality of alternative reports should be communi-
cated in a flexible report. Report prioritization module 7138
also includes a change determination module 7138, which
determines an amount of change in information previously
reported in at least one report. For example, if the change
determination module 7138 determines that the value of satu-
ration level of SNR indicative of WT self-noise has not
changed significantly from the last reported value, but the
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demand for uplink traffic channel resources has significantly
increased from the last reported request, the wireless terminal
7100 may select to use the flexible report to communicate an
uplink traffic channel request report instead of a saturation
level of SNR report.

Uplink tone hopping module 7130 determines, based on
stored tone hopping information, for transmission purposes,
the physical tone corresponding to the logical assigned
DCCH channel tone at different points in time corresponding
to the transmission of dedicated segments. For example, in
one exemplary embodiment, a DCCH segment corresponds
to three dwells, each dwell using the same physical tone for
seven successive OFDM symbol transmission time intervals;
however, the physical tone associated with the different
dwells is determined by tone hopping information and may be
different.

Identifier module 7132 generates flexible type report iden-
tifiers to be communicated with flexible reports, the report
type identifiers communicated with an individual flexible
report indicating the type of flexible report being communi-
cated. In various embodiments, the identifier module 7132
generates a report which indicates the type of flexible report
which corresponds to the report type identifier. In this exem-
plary embodiment, an individual flexible type report is com-
municated in the same DCCH segment with the correspond-
ing report type identifier. In this exemplary embodiment,
identifier module 7132 is not used for fixed type reports as
there is a predetermined understanding between the base
station and wireless terminal as to the type of fixed report
being communicated based on position of the fixed report
within the recurring reporting structure.

Coding module 7134 codes an individual flexible report
identifier and a corresponding flexible report together in a
single coding unit corresponding to the DCCH communica-
tions segment in which they are transmitted. In some embodi-
ments, coding module 7134 operates in conjunction with
encoder 7116.

Data/information 7120 includes user/device/session/re-
source information 7140, system data/information 7142, gen-
erated fixed type report 1 7144, . . ., generated fixed type
reportn 7146, selected type of flexible report 7148, generated
flexible report 7150, flexible report type identifier 7152,
coded DCCH segment information 7154, DCCH channel
information 7156 including assigned logical tone informa-
tion 7158, base station identification information 7160, ter-
minal identification information 7162, timing information
7164, amount of uplink data queued 7166, signal interference
information 7168, and report change information 7170.
Assigned logical tone information 7158 identifies a base sta-
tion assigned single logical uplink dedicated control channel
tone to be used by the WT 7100 for communicating uplink
DCCH segment signals conveying fixed and flexible reports.
In some embodiments, the single assigned logical DCCH
tone is associated with a base station assigned ON state iden-
tifier.

User/device/session/resource information 7140 includes
information pertaining to communications sessions, e.g.,
peer node information, addressing information, routing infor-
mation, state information, and resource information identify-
ing uplink and downlink air link resources, e.g., segments,
allocated to WT 7100. Generated fixed type of report 1 7144
is a fixed type report corresponding to one of the plurality of
fixed types of reports supported by WT 7100 and has been
generated using fixed type report information 7188. Gener-
ated fixed type of report n 7146 is a fixed type report corre-
sponding to one of the plurality of fixed types of reports
supported by WT 7100 and has been generated using fixed
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type report information 7188. Selected type of flexible report
7148 is information identifying the wireless terminal’s selec-
tion for the type of report to be communicated in the flexible
report, e.g., a pattern of two bits identifying one of four
patterns corresponding to a TYPE 2 report of FIG. 31. Gen-
erated flexible report 7150 is a flexible type report corre-
sponding to one of the plurality of types of reports which may
be selected by WT 7100 to be communicated in a flexible
report and has been generated using flexible type report infor-
mation 7190, e.g., a pattern of four bits corresponding to a
BODY 4 report and representing a bit pattern of one of an
ULRQST4 report, e.g., of FIG. 18, or a DLSSNR4 report of
FIG. 30. Coded DCCH segment information 7154 is an out-
put of coding module 7134, e.g., a coded DCCH segment
corresponding to a Type 2 and Body 4 report or a coded
DCCH segment corresponding to a mixture of fixed type
reports.

DCCH channel information 7156 includes information
identifying DCCH segments allocated to WT 7100, e.g.,
information identifying a DCCH mode of operation, e.g., a
full-tone DCCH mode or a split tone DCCH mode and infor-
mation identifying an assigned logical DCCH tone 7158 in a
DCCH channel structure being used by the base station
attachment point. Base station identification information
7160 includes information identifying the base station attach-
ment point being used by WT 7200, e.g., information identi-
fying a base station, base station sector, and/or carrier or tone
block pair associated with the attachment point. Terminal
identification information 7162 includes WT 7100 identifica-
tion information and base station assigned wireless terminal
identifiers temporarily associated with WT 7100, e.g., a reg-
istered user identifier, an active user identifier, an ON state
identifier associated with a logical DCCH channel tone. Tim-
ing information 7164 includes current timing information,
e.g., identifying a current OFDM symbol time within a recur-
ring timing structure. Timing information 7164 is used by
fixed type control module 7126 in conjunction with uplink
timing/frequency structure information 7178 and fixed type
report transmission scheduling information 7184 in deciding
when to transmit different types of fixed reports. Timing
information 7164 is used by flexible report control module
7128 in conjunction with uplink timing/frequency structure
information 7178 and flexible type report transmission sched-
uling information 7186 in deciding when to transmit a flexible
report. Amount of uplink data queued 7166, e.g., amounts of
MAC frames in request group queues and/or combinations of
amounts of MAC frames in request group queue sets, is used
by report prioritization module 7136 in selecting the type of
report to be communicated in a flexible report slot. Signal
interference information 7168 is also used by prioritization
module 7136 in selecting the type of report to be communi-
cated in a flexible report slot. Report change information
7170, e.g., information indicating deltas from previously
communicated DCCH reports, obtained from change deter-
mination module 7138 is used by report prioritization module
7136 in selecting the type of report to be communicated in a
flexible report slot.

System data/information 7142 includes a plurality of sets
of base station data/information (BS 1 data/information
7172, . . ., BS M data/information 7174), DCCH report
transmission scheduling information 7182, fixed type report
information 7188, and flexible type report information 7190.
BS 1 data/information 7172 includes downlink timing and
frequency structure information 7176 and uplink timing/fre-
quency structure information 7178. Downlink timing/fre-
quency structure information 7176 includes downlink carrier
information, downlink tone block information, number of
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downlink tones, downlink tone hopping information, down-
link channel segment information, OFDM symbol timing
information, and grouping of OFDM symbols. Uplink tim-
ing/frequency structure information 7178 includes uplink
carrier information, uplink tone block information, number of
uplink tones, uplink tone hopping information, uplink chan-
nel segment information, OFDM symbol timing information,
and grouping of OFDM symbols. The uplink timing/fre-
quency structure information 7178 includes tone hopping
information 7180.

DCCH report transmission scheduling information 7182 is
used in controlling the transmission of reports to a base sta-
tion, e.g., access node, using dedicated segments of a com-
munications control channel. DCCH transmission scheduling
information 7182 includes information identitying the com-
posite of different DCCH segments in a recurring reporting
schedule identifying the location and type of fixed type
reports within the recurring schedule and identifying the loca-
tion of flexible type reports within the recurring schedule.
Report transmission scheduling information 7182 includes
fixed type report information 7184 and flexible type report
information 7186. For example, in one exemplary embodi-
ment the recurring schedule includes 40 indexed DCCH seg-
ments, and the composite of each indexed segment in terms of
fixed and/or flexible report inclusion is identified by report
transmission scheduling information 7182. FIG. 10 provides
an example of exemplary DCCH report transmission sched-
ule information corresponding to a recurring structure includ-
ing 40 indexed DCCH segments used in a full-tone DCCH
mode of operation occurring in a beaconslot. In the example,
of FIG. 10, the BODY 4 reports are flexible reports and the
TYPE2 reports are identifier reports identifying the type of
report communicated in a corresponding BODY4 report for
the same DCCH segment. The other illustrated reports, e.g.,
DLSNRS report, ULRQST1 report, DLDNSNR3 report,
ULRQSTS3 report, RSVD2 report, ULRQST4 report, ULTX-
BKF5 report, DLBNR4 report, RSVD1 report, and
DLSSNR4 report, are fixed type reports. There are more fixed
reports than flexible reports in one iteration of the reporting
schedule. In some embodiments, the reporting schedule
includes at least 8 times as many fixed reports as flexible
reports in one iteration of the reporting schedule. In some
embodiments, the reporting schedule includes, on average,
less than one dedicated control channel segment used to
report a flexible report for each nine dedicated control chan-
nel segments used to transmit a fixed report.

Fixed type report information 7188 includes information
identifying the format for each of the plurality of fixed types
of reports communicated over the dedicated control channel,
e.g., number of information bits associated with a report and
interpretation given to each of the possible bit patterns that
can be communicated. The plurality of fixed type information
reports include: uplink traffic channel request reports, a wire-
less terminal self-nose report, e.g., a downlink saturation
level of self-noise SNR report, an absolute report of downlink
SNR, a relative report of downlink SNR, an uplink transmis-
sion power report, e.g., a WT transmission power backoff
report, and an interference report, e.g., a beacon ratio report.
FIGS. 13, 15, 16, 18, 19, 26, 29, and 30 illustrate exemplary
fixed type report information 7188 corresponding to a
DLSNRS report, a DLDSNR3 report, a ULRQST1 report, a
ULRQST4 report, an ULRQST 3 report, an ULTxBKF5
report, and a DLBNR4 report, respectively.

Flexible type report information 7190 includes informa-
tion identifying the format for each of the potential types of
reports that may be selected to be communicated in a flexible
report that is to communicated over the dedicated control
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channel, e.g., number of information bits associated with a
report and interpretation given to each of the possible bit
patterns that can be communicated. Flexible type report infor-
mation 7190 also includes information identifying a flexible
type indicator report to accompany the flexible report, e.g.,
number of information bits associated with the flexible type
indicator report and designation of the type of flexible report
that each bit pattern signifies. In some embodiments, at least
some of the types of reports that may be selected by the WT
to be communicated in a flexible report are the same as the
fixed type of report. For example, in one exemplary embodi-
ment the flexible report can selected from a set of reports
including a 4 bit uplink traffic channel request report and a 4
bit downlink saturation level of SNR report, the 4 bit uplink
traffic channel request report and the 4 bit downlink satura-
tion level of SNR report following the same format used when
communicated as a fixed type report in a predetermined fixed
position in the recurring reporting schedule. FIGS. 31, 18,
and 30 illustrate exemplary flexible type report information
7190.

FIG. 72 is a drawing of an exemplary wireless terminal
7200, e.g., mobile node, implemented in accordance with
various embodiments. Exemplary WT 7200 may be any of the
wireless terminals of the exemplary system of FIG. 1. Exem-
plary WT 7200 may be any of the WTs (136, 138, 144, 146,
152,154,168, 170, 172,174,176, 178) of exemplary system
100 of FIG. 1. Exemplary wireless terminal 7200 includes a
receiver module 7202, a transmitter module 7204, a processor
7206, user 1/O devices 7208, and a memory 7210 coupled
together via a bus 7212 over which the various elements may
interchange data/information.

Memory 7210 includes routines 7218 and data/informa-
tion 7220. The processor 7206, e.g., a CPU, executes the
routines 7218 and uses the data/information 7220 in memory
7210 to control the operation of the wireless terminal 7200
and implement methods.

Receiver module 7202, e.g., an OFDM receiver, is coupled
to receive antenna 7203 via which the wireless terminal 7200
receives downlink signals from base stations. Receiver mod-
ule 7202 includes a decoder 7214 which decodes at least some
of the received downlink signals. Received downlink signals
include signals conveying base station attachment point iden-
tification information, e.g., beacon signals, and signals
including base station assigned wireless terminal identifiers,
e.g., an ON state identifier assigned to WT 7200 by a base
station attachment point, the ON state identifier associated
with dedicated control channel segments to be used by WT
7200. Other received downlink signals include assignment
signals corresponding to uplink and/or downlink traffic chan-
nel segments and downlink traffic channel segment signals.
Assignments of uplink traffic channel segments by a base
station attachment point to WT 7200 may be in response to
received backlog information reports from WT 7200.

Transmitter module 7204, e.g., an OFDM transmitter, is
coupled to a transmit antenna 7205 via which the wireless
terminal 7200 transmits uplink signals to base stations. Trans-
mitter module 7204 is used for transmitting at least some of
the generated backlog information reports. The transmitted
generated backlog information reports are transmitted by
transmitter module 7204 in uplink control channel segments
dedicated to the wireless terminal 7200. Transmitter module
7204 is also used for transmitting uplink traffic channel seg-
ment signals. Transmitter module 7204 includes an encoder
7216 which is used to encode at least some of the uplink
signals prior to transmission. In some embodiments, each
individual dedicated control channel uplink segment is
encoded independently of other dedicated control channel
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uplink segments. In various embodiments, the same antenna
is used for both the transmitter and receiver.

User I/O devices 7208, e.g., microphone, keyboard, key-
pad, switches, camera, speaker, display, etc., are used to
input/output user data, control applications, and control the
operation of the wireless terminal, e.g., allowing a user of WT
7200 to initiate a communications session.

Routines 7218 includes a communications routine 7222
and wireless terminal control routines 7224. Communica-
tions routine 7222 performs various communications proto-
cols used by wireless terminal 7200. Wireless terminal con-
trol routines 7224 controls operations of the wireless terminal
7200 including receiver module 7202 control, transmitter
module 7204 control, and user I/O devices 7208 control.
Wireless terminal control routines 7224 are used to imple-
ment methods.

Wireless terminal control routines 7224 include a queue
status monitoring module 7226, a transmission backlog
report generation module 7228, a transmission backlog report
control module 7230, and a coding module 7332. Queue
status monitoring module 7266 monitors the amount of infor-
mation in at least one of a plurality of different queues used to
store information to be transmitted. The amount of informa-
tion in a queue changes over time, e.g., as additional data/
information needs to be transmitted, data/information is suc-
cessfully transmitted, data/information needs to be
retransmitted, data/information is dropped, e.g., due to a time
consideration or due to the termination of a session or appli-
cation. Transmission backlog report generation module 7288
generates different bit size backlog information reports pro-
viding transmission backlog information, e.g. 1 bit uplink
request reports. 3 bit uplink request reports, and 4 bit uplink
request reports. Transmission backlog report control module
7230 controls the transmission of generated backlog infor-
mation reports. Transmission backlog report generation mod-
ule 7228 includes an information grouping module 7234.
Information grouping module 7234 groups status informa-
tion corresponding to different sets of queues. Grouping mod-
ule 7234 supports different information groupings for back-
log information reports of different bit sizes. Coding module
7332 codes information to be transmitted in dedicated uplink
control channel segments, and for at least some segments, the
coding module 7332 codes a transmission backlog report
with at least one additional backlog report used to communi-
cate non-backlog control information. Possible additional
reports, which are encoded with transmission backlog reports
for a DCCH segment, include signal to noise ratio reports,
self-noise report, an interference report, and a wireless termi-
nal transmission power report.

Data/information 7220 includes user/device/session/re-
source information 7236, system data/information 7238,
queue information 7240, DCCH channel information 7242
including assigned logical tone information 7244, base sta-
tion identification information 7246, terminal identification
information 7248, timing information 7250, combined
request group information 7252, generated 1 bit uplink
request report 7254, generated 3 bit uplink request report
7256, generated 4 bit uplink request report 7258, generated
additional DCCH report 7260, and coded DCCH segment
information 7262.

User/device/session/resource information 7236 includes
information pertaining to communications sessions, e.g.,
peer node information, addressing information, routing infor-
mation, state information, and resource information identify-
ing uplink and downlink air link resources, e.g., segments,
allocated to WT 7200. Queue information 7240 includes user
data that WT 7200 intends to transmit, e.g., MAC frames of
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user data associated with a queue, and information identify-
ing the amount of user data that WT 7200 intends to transmit,
e.g., a total number of MAC frames associated with a queue.
Queue information 7240 includes request group 0 informa-
tion 7264, request group 1 information 7266, request group 2
information 7268, and request group 3 information 7270.

DCCH channel information 7242 includes information
identifying DCCH segments allocated to WT 7200, e.g.,
information identifying a DCCH mode of operation, e.g., a
full-tone DCCH mode or a split tone DCCH mode and infor-
mation identifying an assigned logical DCCH tone 7244 in a
DCCH channel structure being used by the base station
attachment point. Base station identification information
7246 includes information identifying the base station attach-
ment point being used by WT 7200, e.g., information identi-
fying a base station, base station sector, and/or carrier or tone
block pair associated with the attachment point. Terminal
identification information 7248 includes WT 7200 identifica-
tion information and base station assigned wireless terminal
identifiers temporarily associated with WT 7200, e.g., a reg-
istered user identifier, an active user identifier, an ON state
identifier associated with a logical DCCH channel tone. Tim-
ing information 7250 includes current timing information,
e.g., identifying a current OFDM symbol time within a recur-
ring timing structure. Timing information 7250 is used by
transmission backlog report control module 7230 in conjunc-
tion with uplink timing/frequency structure information 7278
and stored transmission backlog reporting schedule informa-
tion 7281 in deciding when to transmit different types of
backlog reports. Combined request group information 7254
includes information pertaining to combinations of request
groups, e.g., a value identifying the amount of information,
e.g., total number of MAC frames, to be transmitted corre-
sponding to the combination of request group 0 and request
group 1.

Generated 1 bit uplink request report 7254 is a 1 informa-
tion bit transmission backlog report generated by transmis-
sion backlog report generation module 7228 using queue
information 7240 and/or combined request group informa-
tion 7252, and 1 bit size report mapping information 7290.
Generated 3 bit uplink request report 7256 is a 3 information
bit transmission backlog report generated by transmission
backlog report generation module 7228 using queue informa-
tion 7240 and/or combined request group information 7252,
and 3 bit size report mapping information 7292. Generated 4
bit uplink request report 7258 is a 4 information bit transmis-
sion backlog report generated by transmission backlog report
generation module 7228 using queue information 7240 and/
or combined request group information 7252, and 4 bit size
report mapping information 7294. Generated additional
DCCH report 7260 is, e.g., a generated downlink absolute
SNR report, a generated delta SNR report, a generated inter-
ference report, e.g., a beacon ratio report, a generated self-
noise report, e.g., a WT self-noise report of saturation level of
SNR, a WT power report, e.g., a WT transmission power
backoff report. Coding module 7234 codes a transmission
backlog report 7254, 7256, 7258, with a generated additional
report 7260, for a given DCCH segment, obtaining coded
DCCH segment information. In this exemplary embodiment,
each DCCH segment is the same size, e.g., uses the same
number of tone-symbols, regardless of whether the transmis-
sion backlog report included in the DCCH segment is a 1 bit
report, 3 bit report, or 4 bit report. For example, for one
DCCH segment a 1 bit UL request transmission backlog
report is jointly coded with a 5 bit downlink absolute SNR
report; for another DCCH segment a 3 bit UL request trans-
mission backlog report is jointly coded with a 3 bit downlink
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delta SNR report; for another DCCH segment a 4 bit UL
request transmission backlog report is jointly coded with a 2
bit reserved report.

System data/information 7238 includes a plurality of sets
of base station information (BS 1 data/information
7272, . . ., BS M data/information 7274), dedicated control
channel report transmission reporting schedule information
7280, stored transmission backlog report mapping informa-
tion 7288, and queue sets’ information 7296. BS1 data/infor-
mation 7272 includes downlink timing/frequency structure
information 7276 and uplink timing/frequency structure
information 7278. Downlink timing/frequency structure
information 7276 includes downlink carrier information,
downlink tone block information, number of downlink tones,
downlink tone hopping information, downlink channel seg-
ment information, OFDM symbol timing information, and
grouping of OFDM symbols. Uplink timing/frequency struc-
ture information 7278 includes uplink carrier information,
uplink tone block information, number of uplink tones,
uplink tone hopping information, uplink channel segment
information, OFDM symbol timing information, and group-
ing of OFDM symbols. DCCH report transmission reporting
schedule information 7280 includes stored transmission
backlog reporting schedule information 7281. FIG. 10 pro-
vides exemplary DCCH transmission schedule information
corresponding to a recurring schedule of 40 indexed DCCH
segments in a beaconslot for a full-tone DCCH mode of
operation, the beaconslot being a structure used in the timing/
frequency structure of the base station. Stored transmission
backlog reporting schedule information includes information
identifying the location of each of transmission backlog
reports, e.g., the location of the ULRQST1, ULRQST3, and
ULRQST4 reports in FIG. 10. The stored transmission back-
log reporting scheduling information 7281 is used by the
transmission backlog report control module 7230 in deter-
mining when to transmit a report of a particular bit size. The
stored transmission backlog reporting schedule information
7281 includes 1 bit size report information 7282, 3 bit size
report information 7284, and 4 bit size report information
7286. For example, with respect to FIG. 10, 1 bit size report
information 7282 includes information identifying that an
ULRQST1 report corresponds to the LSB of DCCH segment
with index s2=0; 3 bit size report information 7284 includes
information identifying that an ULRQST3 report corre-
sponds to the 3 LSBs of DCCH segment with index s2=2; 4 bit
size report information 7286 includes information identify-
ing that an ULRQST4 report corresponds to the 4 LSBs of
DCCH segment with index s2=4.

The stored transmission backlog scheduling information
7281 indicates that more 1 bit size backlog reports are to be
transmitted than 3 bit size backlog reports in one iteration of
the transmission report schedule. The stored transmission
backlog scheduling information 7281 also indicates that more
or the same number of 3 bit size backlog reports are to be
transmitted than 4 bit size backlog reports in one iteration of
the transmission report schedule. For example, in FIG. 10,
there are 16 identified ULRQST1 reports, 12 identified
ULRQST3 reports, and 9 identified ULRQST4 reports. In
this exemplary embodiment corresponding to FIG. 10, the
flexible reports, Body 4 reports, may convey a 4 bit ULRQST
report, and under a case where the 3 flexible reports, of one
iteration of the reporting structure, carry a ULRQST4 report,
the wireless terminal communicates 12 ULRQST4 reports.

Stored transmission backlog report mapping information
7288 includes 1 bit size report information 7290, 3 bit size
report information 7292, and 4 bit size report information
7294. Examples of 1 bit size report mapping information
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7290 includes FIG. 16 and FIG. 61. Examples of 3 bit size
report mapping information include FIGS. 19, 21, 23, 25, 64,
66, 68, and 70. Examples of 4 bit size report mapping infor-
mation include FIGS. 18,20, 22, 24, 63, 65, 67, and 69. Stored
transmission backlog mapping information 7288 includes
information indicating a mapping between queue status infor-
mation and bit patterns that can be communicated using the
different bit size backlog reports. In this exemplary embodi-
ment, the 1 bit size backlog report provides backlog informa-
tion corresponding to a plurality of different transmission
queues; the one bit indicates the existence of information to
be transmitted or lack thereof corresponding to the combina-
tion of request group 0 and request group 1. In various
embodiments, the smallest bit size, e.g., 1 bit size, backlog
report is used for highest priority traffic, e.g., where the high-
est priority is voice or control traffic. In some embodiments,
the second bit size report, e.g., the 3 bit size report, commu-
nicates a delta, with respect to a previously communicated
third bit size report, e.g., 4 bit size report; FIGS. 63 and 64
illustrates such a relationship. In some embodiments, the
second fixed size report, e.g., the 3 bit size report, provides
information on two sets of queues. For example, consider
FIG. 41, the second type of report communicates information
on a second set of queues and a third set of queues. In various
embodiments, the third size report, e.g., the 4 bit size report,
provides information on one set of queues. In some such
embodiments, the one set of queues includes one request
group queue, two request group queues, or three request
group queues. In some embodiments, there are predetermined
number of request groups for uplink traffic, e.g., four, RGO,
RG1, RG2, and RG3, and a third fixed size report, e.g., the
four bit size report is capable of communicating backlog
information corresponding to any of the different request
group queues. For example, consider FIG. 41, a third type
report communicates information on one of a fourth set of
queues, a fifth set of queues, a sixth set of queues or a seventh
set of queues, and for any given dictionary the third type of
report is capable of communicating information pertaining to
RGO, RG1, RG2, and RG3.

Queue sets’ information 7296 including information iden-
tifying grouping of queues to be used when generating trans-
mission backlog reports. FIG. 41 illustrates exemplary group-
ings of queues used in various exemplary types of
transmission backlog reports.

FIG. 74 is a drawing of an exemplary wireless terminal
7400, e.g., mobile node, implemented in accordance with
various embodiments. Exemplary wireless terminal 7400
may be any of the wireless terminals of FIG. 1. Exemplary
wireless terminal 7400 includes a receiver module 7402, a
transmitter module 7404, a processor 7406, user /O devices
7408, and memory 7410 coupled together via a bus 7412 over
which the various elements interchange data and information.

Memory 7410 includes routines 7418 and data/informa-
tion 7420. The processor 7406, e.g., a CPU, executes the
routines 7418 and uses the data/information 7420 in memory
7410 to control the operation of the wireless terminal 7400
and implement methods. User 1/0 devices 7408, e.g., micro-
phone, keyboard, keypad, switches, camera, display, speaker,
etc., are used to input user data, output user data, allow a user
to control applications, and/or control various functions of the
wireless terminal, e.g., initiate a communications session.

Receiver module 7402, e.g., an OFDM receiver, is coupled
to a receive antenna 7403 via which the wireless terminal
7400 receives downlink signals from base stations. Received
downlink signals include, e.g., beacon signals, pilot signals,
downlink traffic channel signals, power control signals
including closed loop power control signals, timing control
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signals, assignment signals, registration response signals, and
signals including base station assigned wireless terminal
identifiers, e.g., an ON state identifier associated with a
DCCH logical channel tone. Receiver module 7402 includes
a decoder 7414 used to decode at least some of the received
downlink signals.

Transmitter module 7404, e.g., an OFDM transmitter, is
coupled to a transmit antenna 7405 via which the wireless
terminal 7400 transmits uplink signals to base stations. In
some embodiments, the same antenna is used for receiver and
transmitter, e.g., the antenna is coupled through a duplexer
module to receiver module 7402 and transmitter module
7404. Uplink signals include, e.g., registration request sig-
nals, dedicated control channel segment signals, e.g., convey-
ing a reference signal which can be measured by a base station
and reports including WT power reports such as a WT trans-
mission power backoff report, and uplink traffic channel seg-
ment signals. Transmitter module 7404 includes an encoder
7416 used to encode at least some of the uplink signals.
DCCH segments, in this embodiment, are encoded on a per
segment basis.

Routines 7418 includes a communications routine 7422
and wireless terminal control routines 7422. The communi-
cations routine 7422 implements the various communications
protocols used by the wireless terminal 7400. Wireless termi-
nal control routines 7422 include a report generation module
7426, a wireless terminal transmission power control module
7430, a dedicated control channel control module 7432, a
tone hopping module 7434, and a report format control mod-
ule 7436. Report generation module 7426 includes a compu-
tation sub-module 7428.

Report generation module 7426 generates power reports,
e.g., wireless terminal transmission power backoff reports,
each power report indicating a ratio of a maximum transmit
power of the wireless terminal to the transmit power of a
reference signal having a power level known to the wireless
terminal at a point in time corresponding to the power report.
Wireless terminal transmission power control module 7430 is
used for controlling the wireless terminal’s transmission
power level based on information including at least one
closed loop power level control signal received from a base
station. The closed loop power control signal received from
the base station may be a signal used to control the wireless
terminal transmitter power so that a desired received power
level is achieved at the base station. In some embodiments,
the base station does not have actual knowledge of the wire-
less terminals actual transmission power level and/or maxi-
mum transmit power level. In some system implementations
different devices may have different maximum transmit
power levels, e.g., a desk top wireless terminal may have a
different maximum transmission power capability than a por-
table notebook computer implemented wireless terminal,
e.g., operating off battery power.

Wireless terminal transmission power control module
7430 performs closed loop power control adjustments of a
transmission power level associated with the dedicated con-
trol channel. Dedicated control channel control module 7432
determines which single logical tone in a plurality of logical
tones is to be used for the dedicated control channel signaling,
said single logical tone being dedicated to the wireless termi-
nal for use in transmitting control signaling using a set of
dedicated control channel segments.

Tone hopping module 7434 determines at different points
in time a single physical OFDM tone to be used to commu-
nicate dedicated control channel information during a plural-
ity of consecutive OFDM symbol transmission time intervals.
For example, in one exemplary embodiments, a dedicated
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control channel segment corresponding to a single dedicated
control channel logical tone includes 21 OFDM tone-symbol,
the 21 OFDM tone-symbols comprising three sets of 7
OFDM tone-symbols, each set of seven OFDM tone-symbols
corresponding to a half-slot of seven consecutive OFDM
symbol transmission time periods and corresponding to a
physical OFDM tone, each of the three sets may correspond
to a different physical OFDM tone with the OFDM tone for a
set being determined in accordance with tone hopping infor-
mation. Report format control module 7436 controls the for-
mat of the power report as a function of which one of a
plurality of dedicated control channel modes of operation is
being used by the wireless terminal 7400 at the time the report
is transmitted. For example, in one exemplary embodiment,
the wireless terminal uses a 5 bit format for the power report
when in a full-tone DCCH mode of operation and uses a 4 bit
power report when in a split-tone mode of operation.

Computation sub-module 7428 subtracts a per-tone trans-
mission power of an uplink dedicated control channel in dBm
from a maximum transmission power of the wireless terminal
in dBm. In some embodiments, the maximum transmission
power is a set value, e.g., a predetermined value stored in the
wireless terminal or a value communicated to the wireless
terminal, e.g., from a base station, and stored in the wireless
terminal. In some embodiments, the maximum transmission
power depends on a power output capacity of the wireless
terminal. In some embodiments, the maximum transmission
power is dependent upon the type of wireless terminal. In
some embodiments, the maximum transmission power is
dependent upon a mode of operation of the wireless terminal,
e.g., with different modes corresponding to at least two of the
following: operation using an external power source, opera-
tion using a battery, operation using a battery having a first
level of energy reserve, operation using a battery having a
second level of energy reserve, operation using a battery with
an expected amount of energy reserve to support a first dura-
tion of operational time, operation using a battery with an
expected amount of energy reserve to support a second dura-
tion of operational time, operation in a normal power mode,
operation in a power saving mode said maximum transmit
power in the power saving mode being lower than said maxi-
mum transmit power in said normal power mode. In various
embodiments, the maximum transmission power value is a
value which has been selected to be in compliance with a
government regulation limiting the maximum output power
level of the wireless terminal, e.g., the maximum transmis-
sion power value is selected to be the maximum permissible
level. Different devices may have different maximum power
level capabilities which may or may not be known to a base
station. The base station can, and in some embodiments does,
use the backoff report in determining the supportable uplink
traffic channel data throughput, e.g., per transmission seg-
ment throughput, which can be supported by the wireless
terminal. This is because the backoff report provides infor-
mation about the additional power which can be used for
traffic channel transmissions even though the base station
may not know the actual transmission power level being used
or the maximum capability of the wireless terminal since the
backoff report is provided in the form of a ratio.

In some embodiments the wireless terminal can support
one or more wireless connections at the same time, each
connection having a corresponding maximum transmission
power level. The maximum transmission power levels, indi-
cated by values, may be different for different connections. In
addition, for a given connection the maximum transmission
power level may vary over time, e.g., as the number of con-
nections being supported by the wireless terminal varies.
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Thus, it may be noted that even if the base station knew the
maximum transmission power capability of a wireless termi-
nal, the base station may not be aware of the number of
communications links being supported by the wireless termi-
nal at a particular point in time. However, the backoff report
provides information which informs the base station about
the available power for a given connection without requiring
the base station to know about other possible existing con-
nections which may be consuming power resources.
Data/information 7420 includes user/device/session/re-
source information 7440, system data 7442, received power
control signal information 7484, maximum transmission
power information 7486, DCCH power information 7490,
timing information 7492, DCCH channel information 7494,
base station identification information 7498, terminal identi-
fication information 7499, power report information 7495,
additional DCCH reports’ information 7493, coded DCCH
segment information 7491, and DCCH mode information
7489. DCCH channel information 7494 includes assigned
logical tone information 7496, e.g., information identifying
the single logical DCCH channel tone currently allocated to
the wireless terminal by a base station attachment point.
User/device/session/resource information 7440 includes
user identification information, username information, user
security information, device identification information,
device type information, device control parameters, session
information such as peer node information, security informa-
tion, state information, peer node identification information,
peer node addressing information, routing information, air
link resource information such as uplink and/or downlink
channel segments assigned to WT 7400. Received power
control information 7484 includes received WT power con-
trol commands from a base station, e.g., to increase, decrease
or do not change the transmission power level of the wireless
terminal with respect to a control channel being closed loop
power controlled, e.g., a DCCH channel. Maximum transmit
power information 7486 includes a maximum wireless termi-
nal transmit power value to be used in generating a power
report. Reference signal information 7496 includes informa-
tion identifying the reference signal to be used in the power
report calculation, e.g., as the DCCH channel signal, and a
transmit power level of the reference signal at a point in time,
the point in time being determined based on the start transmit
time of the DCCH segment in which the power report is
communicated and power report time offset information
7472. DCCH power information 7490 is the result of compu-
tation sub-module 7428 which the maximum transmit power
information 7486 and the reference signal info 7497 as input.
DCCH power information 7490 is represented by a bit pattern
in power report information 7495 for communicating a power
report. Additional DCCH reports’ information 7493 includes
information corresponding to other types of DCCH reports,
e.g., other DCCH reports such as a 1 bituplink traffic channel
request report or a 4 bit uplink traffic channel request report,
which is communicated in the same DCCH segment as a
power report. Coded DCCH segment information 7491
includes information representing a coded DCCH segment,
e.g., a DCCH segment conveying a power report and an
additional report. Timing information 7492 includes informa-
tion identifying the timing of the reference signal information
and information identifying the timing of the start of a DCCH
segment to be used to communicate a power report. Timing
information 7492 includes information identifying the cur-
rent timing, e.g., relating indexed OFDM symbol timing
within an uplink timing and frequency structure to recurring
DCCH reporting schedule information, e.g., to indexed
DCCH segments. Timing information 7492 is also used by
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the tone hopping module 7344 to determine tone hopping.
Base station identification information 7498 includes infor-
mation identifying the base station, base station sector, and/or
base station tone block associated with a base station attach-
ment point being used by the wireless terminal. Terminal
identification information 7499 includes wireless terminal
identification information including base station assigned
wireless terminal identifiers, e.g., a base station assigned
wireless terminal ON state identifier to be associated with
DCCH channel segments. DCCH channel information 7496
includes information identifying the DCCH channel, e.g., as
a full-tone channel or as one of a plurality of split tone chan-
nel. Assigned logical tone information 7496 includes infor-
mation identifying the logical DCCH tone to be used by the
WT 7400 for its DCCH channel, e.g., one DCCH logical tone
from the set of tones identified by information 7454, the
identified tone corresponding to a base station assigned WT
ON state identifier of terminal ID information 7499. DCCH
mode information 7489 includes information identifying the
current DCCH mode of operation, e.g., as a full-tone format
mode of operation or a split-tone format mode of operation. In
some embodiments, DCCH mode information 7489 also
includes information identifying different mode of operation
corresponding to different values for the maximum transmit
power information, e.g., a normal mode and a power saving
mode.

System data/information 7442 includes a plurality of sets
of’base station data/information (BS 1 data/information 7444,
BS M data/information 7446), DCCH transmission reporting
schedule information 7462, power report time offset infor-
mation 7472 and DCCH report format information 7476. BS
1 data/information 7442 includes downlink timing/frequency
structure information 7448 and uplink timing/frequency
structure information 7450. Downlink timing/frequency
structure information 7448 includes information identifying
downlink tone sets, e.g., a tone block of 113 tones, downlink
channel segment structure, downlink tone hopping informa-
tion, downlink carrier frequency information, and downlink
timing information including OFDM symbol timing informa-
tion and grouping of OFDM symbols, as well as timing infor-
mation relating the downlink and uplink. Uplink timing/fre-
quency structure information 7450 includes uplink logical
tone set information 7452, tone hopping information 7456,
timing structure information 7458, and carrier information
7460. Uplink logical tone set information 7452, e.g., infor-
mation corresponding to a set of 113 uplink logical tones in an
uplink channel structure being used by a base station attach-
ment point, includes DCCH logical channel tone information
7454, e.g., information corresponding to a subset of 31 logi-
cal tones used for the dedicated control channel with a wire-
less terminal in the ON state using the BS 1 attachment point
receiving one of the 31 tones to use for its dedicated control
channel segment signaling. Carrier information 7460
includes information identifying the uplink carrier frequency
corresponding to a base station 1 attachment point.

DCCH transmission reporting schedule information 7462
includes DCCH full tone mode recurring reporting schedule
information 7464 and split-tone mode recurring reporting
schedule information 7466. Full tone mode recurring report-
ing schedule information 7464 includes power report sched-
ule information 7468. Split tone mode recurring reporting
schedule information 7466 includes power report schedule
information 7470. DCCH report format information 7476
includes power report format information 7478. Power report
format information 7478 includes full-tone mode informa-
tion 7480 and split tone mode information 7482.
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DCCH transmission reporting scheduling information
7462 is used in controlling the transmission of generated
DCCH reports. Full tone mode recurring reporting schedul-
ing information 7464 is in for controlling DCCH reports
when the wireless terminal 7400 is operating in a full-tone
mode of DCCH operation. Drawing 1099 of FIG. 10 illus-
trates exemplary full-tone mode DCCCH recurring reporting
schedule information 7464. Exemplary power report sched-
ule information 7468 is information indicating that segment
1006 with index s2=6 and segment 1026 with index s2=26 are
each used to convey a 5 bit wireless terminal uplink transmis-
sion power backoft report (ULTXBKF5). Drawing 3299 of
FIG. 32 illustrates exemplary split-tone mode DCCCH recur-
ring reporting schedule information 7466. Exemplary power
report schedule information 7470 is information indicating
that segment 3203 with index s2=3 and segment 3221 with
index s2=21 are each used to convey a 4 bit wireless terminal
uplink transmission power backoff report (ULTXBKF4).

DCCH report format information 7476 indicates formats
used for each of the DCCH reports, e.g., number of bits in a
report, and the information associated with each of potential
bit patterns that can be communicated with the report. Exem-
plary full-tone mode power report format information 7480
includes information corresponding to Table 2600 of FIG. 26
illustrating the format of ULTxBKF5. Exemplary split-tone
mode power report format information 7482 includes infor-
mation corresponding to Table 3500 of FIG. 35 illustrating
the format of ULTxBKF4. Backoff Reports ULTxBKF5 and
ULTxBKF4 indicate a dB value.

Power report time offset information 7472 includes infor-
mation indicating a time offset between the point in time to
which a generated power report corresponds, e.g., provides
information for, and a start of a communications segment in
which said report is to be transmitted. For example, consider
that a ULTxBKFS report is to be communicated in an exem-
plary uplink segment corresponding to segment 1006 with
index s2=6 of a beaconslot and consider that the reference
signal used in generating the report is the dedicated control
channel signal, power report time offset information 7472. In
such a case, the time offset information 7472 includes infor-
mation indicating a time offset between the time to which the
report information corresponds, e.g., the OFDM symbol
transmission time interval prior to the transmission time of
the report corresponding to the reference signal, e.g., DCCH
signal, transmission power level and a start of the segment
1006 transmission.

FIG. 75 is a drawing 7500 used to explain features of an
exemplary embodiment using a wireless terminal transmis-
sion power report. Vertical axis 7502 represents the transmis-
sion power level of the wireless terminal’s dedicated control
channel, e.g., a single tone channel, while horizontal axis
represents time 7504. The dedicated control channel is used
by the wireless terminal to communicate various uplink con-
trol information reports via dedicated control channel seg-
ment signals. The various uplink control information reports
include a wireless terminal transmission power report, e.g., a
WT transmission power backoff report, and other addition
control information reports, e.g., uplink traffic channel
request reports, interference reports, SNR reports, self-noise
repotts, etc.

Each small shaded circle, e.g., circle 7506, is used to rep-
resent the transmission power level of the dedicated control
channel at a corresponding point in time. For example, each
point in time, in some embodiments, corresponds to an
OFDM symbol transmission time interval and the identified
power level is the power level associated with the modulation
symbol corresponding to the single tone of the W1T’s DCCH
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channel during that OFDM symbol transmission time inter-
val. In some embodiments, each point in time, corresponds to
a dwell, e.g., representing a fixed number, e.g., seven, of
consecutive OFDM symbol transmission time periods using
the same physical tone for the wireless terminal’s DCCH
channel.

Dashed line box 7514 represents a DCCH segment which
conveys a WT transmission power backoff report. The seg-
ment includes multiple OFDM symbol transmission time
periods. In some embodiments, a DCCH segment includes 21
OFDM tone-symbols and includes 21 OFDM symbol trans-
mission time intervals, one OFDM tone-symbol correspond-
ing to each of the 21 OFDM symbol transmission time inter-
vals.

The exemplary transmission backoff report indicates a
ratio of'a maximum transmission power of the WT, e.g., a set
value, to the transmit power of a reference signal. In this
exemplary embodiment, the reference signal is the DCCH
channel signal at a point in time which is offset from the start
of'the DCCH segment used to communicate the transmission
power backoff report. Time 7516 identifies the start of the
DCCH segment conveying the WT transmission power back-
off report. Time offset 7518, e.g., a predetermined value,
relates time 7516 to time 7512 which is the transmission time
of the reference signal used to generate the power report of
segment 7514. X 7508 identifies the reference signal in terms
of'a power level 7510 and the time 7512.

In addition to the DCCH control channel which is used in
various embodiments for wireless terminals in an ON state, it
should be appreciated that the system also supports additional
dedicated uplink control signaling channels, e.g., timing con-
trol channels and/or state transition request channels which
may be dedicated to a wireless terminal. These additional
channels may exist in the case of the hold state in addition to
the ON state with terminals in the ON-State being provided
the DCCH control channel in addition to the timing and state
transition request channels. Signaling on the timing control
and/or state transition request channels occurs at a much
lower rate than signaling on the DCCH control channel, e.g.,
at rate %5 or less from the wireless terminals perspective. In
some embodiments, the dedicated uplink channels provided
in the hold state based on Active user IDs assigned by the base
station attachment point while DCCH channel resources are
allocated by the base station attachment point based on infor-
mation including an ON state identifier assigned by the base
station attachment point.

FIG. 76 is a flowchart 7600 of an exemplary method of
operating a wireless terminal, e.g., mobile node, to report
transmission backlog information. For example, the wireless
terminal, in some embodiments, maintains one or more
request group queues corresponding to uplink information
that the wireless terminal would like to communicate to a base
station via uplink traffic channel segments; and the wireless
terminal reports transmission backlog information corre-
sponding to the request group queue(s) as part of uplink
reports in a dedicated control channel reporting structure.

Operation of the exemplary method starts in step 7602 and
proceeds to step 7604 or 7606. Step 7604 is a step performed
in some embodiments, but omitted in other embodiments. In
step 7604, the wireless terminal stores reporting control fac-
tor mapping information, e.g., information mapping at least
one of an interference report and a transmission power report
to at least one reporting control factor as a function of stored
values. For example, in one exemplary embodiment, the
information being stored in step 7604 may include informa-
tion defining the conditional equations of table 6200 of FIG.
62, the interference report is a beacon ratio report, the trans-
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mission power report is a transmission power backoff report,
and the stored values include conditional limit values, e.g.,
the values to which x and b are compared in column 6202 of
table 6200 of FIG. 62. The storing of step 7604, is in some
embodiments performed as part of an initial load, e.g., factory
load, of the wireless terminal, and/or as part of an update in
the field. Operation proceeds from step 7604 to step 7606.

In step 7606, the wireless terminal generates at least one
reporting control factor as a function of at least one of: chan-
nel quality information, available transmission power infor-
mation, device capability information, and quality of service
information. For example, in one embodiment, the wireless
terminal generates y and z control factors in accordance with
table 6200. Operation proceeds from step 7606 to step 7608.

In step 7608, the wireless terminal maps a number of
frames to be communicated to a report value as a function of
said generated at least one reporting control factor. For
example, in one exemplary embodiment, the wireless termi-
nal uses the generated y and z control factors from table 6200
in determining a report value for arequest report, e.g., a report
value for a 4 bit uplink request report of one of table 6300 of
FIG. 63, table 6500 of F1G. 65, table 6700 of F1G. 67 and table
6900 of FIG. 69. The selection of the one of table 6300, table
6500, table 6700, and table 6900 to use, in mapping the
number of frames to be communicated to areport value for the
4 bit uplink request report is dependent upon the request
dictionary currently in use by the wireless terminal.

In some embodiments, the reporting control factor is a
function of channel quality information and the channel qual-
ity information includes at least one of: uplink interference
information, downlink interference information, uplink sig-
nal to noise information, downlink signal to noise informa-
tion, uplink signal to interference information and downlink
signal to interference information.

In some embodiments the reporting control factor is a
function of channel quality information and the channel qual-
ity information includes uplink interference information. For
example in some exemplary embodiments, the uplink inter-
ference information includes beacon ratio information. For
example, control factors y of table 6200 is a function of input
value b, an adjusted generic beacon ratio report, which is a
function of the most recent generic 4 bit downlink beacon
ratio report DLBNR4. Control factors z of table 6200 is also
a function of input value b, an adjusted generic beacon ratio
report, which is a function of the most recent generic 4 bit
downlink beacon ratio report DLBNR4.

In some embodiments the reporting control factor is a
function of available transmission power information and the
available transmission power information includes informa-
tion indicating the amount of transmission power available
for transmission of information including at least said frames.
For example in some exemplary embodiments, the available
transmission power information includes transmission power
backoff report information. For example, control factors y of
table 6200 is a function of input value x, the most recent 5 bit
uplink transmission power backoft report (ULTXBKFS).
Control factors z of table 6200 is also a function of input value
X, the most recent 5 bit uplink transmission power backoff
report (ULTXBKFS).

In various embodiments, the reporting control factor is also
function of another factor, said another factor being received
from a base station, e.g., via a broadcast channel signal. For
example, in some exemplary embodiments, the another factor
is an interference report gain adjustment value. For example,
in an exemplary embodiment using table 6200 of FIG. 62 to
determine control factors y and z, the interference report
adjust gain factor is the value of an uplink traffic channel rate
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flash assignment offset value (ulTCHrateFlashAssignment-
Offset), where the base station sector broadcasts the ulTCH-
rateFlash AssignmentOffset in a downlink broadcast channel.
The wireless terminal uses a received ulTCHrateFlashAs-
signment value to determine the adjusted generic beacon ratio
report value, b, in accordance with b=b,—ulTCHrateFlashAs-
signmentOffset, where — is defined in the dB sense and where
b, is the most recent generic beacon ratio report value. In
some embodiments, the wireless terminal uses ulTCHrate-
FlashAssignmentOftset equal to O dB until the wireless ter-
minal receives the value from the broadcast channel.

In some embodiments, the reporting control factor is a
function of the maximum number of frames of information
that can be communicated in a segment. In some such
embodiments, the maximum number of frames of informa-
tion that can be communicated in a segment is a function of
the highest rate option that the wireless terminal can support.
For example, in table 6200 of FIG. 62, control factor z is a
function of N, ., the number of MAC frames that fit in a
segment at the highest rate option that the wireless terminal
can support R, ., where there is a predetermined N, value
for each R, value. Refer to column 6206 of table 6200. At
different times, e.g., due to different channel conditions, the
wireless terminal may support different maximum rates, and
this affects the determination of the control factor z.

Invarious embodiments generating a reporting control fac-
tor includes determining an expected rate of transmission. In
some such embodiments, the mapping includes quantizing
differently depending on the rate of transmission. For
example, the expected rate of transmission, in some embodi-
ments, is the maximum rate of possible transmission, and the
quantization of a request report is performed differently
depending upon different expected transmission rates. For
example, the quantization is different in request report tables
6300, 6500, 6700, and 6900 as a function of control parameter
7, which is dependent upon the value of R,,, ...

In some embodiments, mapping a number of frames to be
communicated to a report value as a function of said gener-
ated at least one reporting control factor includes selecting a
reporting control factor type, e.g., y or z, as a function of an
amount of backlog. For example, consider that the wireless
terminal is using the request dictionary (RD reference num-
ber=1) with the format for ULRQST4 of table 6500 of FIG.
65, and the wireless terminal wants to report backlog infor-
mation pertaining to the combination of request groups 1 and
3, e.g., N[1]+N[3] information, the wireless terminal use a
first reporting control factor type, e.g. reporting control factor
y, for lower levels of backlog and a second reporting control
factor type z, for higher levels of backlog. In some embodi-
ments, mapping a number of frames to be communicated to a
report value as a function of said generated at least one report-
ing control factor includes: selecting a reporting control fac-
tor type to use as a function of the type of information the
wireless terminal wants to communicate. For example, in
some embodiments, a wireless terminal may use a first report-
ing control factor type, e.g., reporting control factor y, when
reporting backlog information pertaining to a first request
group or set of request groups, e.g., request group 1 informa-
tion, N[1], and a second reporting control factor type, e.g.,
reporting control factor z, when reporting backlog informa-
tion pertaining to a second request group or set of request
groups, e.g., the combination of request group 2 and 3, N[2]+
N[3].

In some embodiments, the method further comprises step
7610, in which the wireless terminal maps another number of
frames to be communicated to another report value, said
mapping another number of frames including selecting not to
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apply a reporting control factor. In some such embodiments,
selecting not to apply a reporting control factor is performed
as a function of at least one of the type of information to be
reported, e.g., request group or set of request groups, and the
amount of backlog. For example, consider that the wireless
terminal is using the request dictionary (RD reference num-
ber=1) with the format for ULRQST4 of table 6500 of FIG.
65, and the wireless terminal wants to report request group 2
backlog information, e.g., N[2] information, the wireless ter-
minal does not use areporting control factor, e.g., the wireless
terminal does not use a value for reporting control factor y or
7 in determining the report value.

FIG. 77 comprising the combination of FIG. 77A, FIG.
77B and FIG. 77C is a drawing of a flowchart 7700 of an
exemplary method of operating a wireless terminal, e.g.,
mobile node, to report transmission backlog information. The
exemplary method starts in step 7702 and proceeds, in some
embodiments, to step 7704 and/or step 7708. In step 7704, the
wireless terminal stores reporting control factor mapping
information, e.g., information mapping at least one of an
interference report, e.g., a beacon ratio report, and a transmis-
sion power report, e.g., a transmission power backoff report,
to at least one reporting control factor as a function of stored
values resulting in mapping information for control factors
7706. For example, mapping information for control factors
7706, in is one exemplary embodiment, information repre-
sented by table 6200 of FIG. 62 which is used to determine
reporting control factors y and z, and stored values include
limit values used in the condition column 6202.

In step 7708, the wireless terminal stores transmission
backlog report dictionary information (report dictionary 1
information 7710, . . ., report dictionary N information 7712,
wherein at least one of the reports defined by at least one
dictionary uses reporting control factors. For example, con-
sider an exemplary embodiment using four report dictionar-
ies represented by FIGS. 63, 64, 65, 66, 67, 68, 69 and 70; the
four bit uplink request report (ULRQST4) for each dictionary
uses reporting control factors y and z.

Steps 7704 and/or 7708 are, in some embodiments per-
formed as part of an initialization process for the wireless
terminal, e.g., a factory load. Steps 7704 and/or 7708 are, in
some embodiments, performed as part of an upgrade, e.g., an
in-field upgrade as new request dictionaries become avail-
able. In some embodiments, mapping information for control
factors 7706 and/or report dictionary information, e.g., one or
more of (report dictionary 1 information 7710, . . . , report
dictionary N information 7712) is preprogrammed in the
wireless terminal, e.g., as part of software, hardware, and/or
firmware, and the wireless terminal does not perform storing
operations of steps 7704 and/or 7708.

Operation proceeds from step 7702 to steps 7714, 7720,
7726, 7732, 7738, and via connecting node A 7742 to step
7744. In step 7714, the wireless terminal maintains transmis-
sion backlog information, e.g., updating one or more request
group queues (request group 1 queue backlog information
7716, . .., request group N queue backlog information 7718),
on an ongoing basis. For example, a number of uplink MAC
frames of traffic channel information to be communicated in
a particular request group are increased as more user data,
e.g., input data, to be communicated via the uplink corre-
sponding to the request group occurs; as frames of user data
corresponding to a request group are successfully communi-
cated, the number of uplink frames may be decremented
accordingly; as a timeout expires the number of uplink frames
may be decremented accordingly.

In step 7720, the wireless terminal determines wireless
terminal transmission power levels, and then in step 7722 the
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wireless terminal generates transmission power reports, e.g.,
atransmission power backoft report, resulting in stored trans-
mission power report information 7724. Steps 7720 and 7724
are performed on an ongoing basis.

In step 7726, the wireless terminal measures channel con-
ditions, e.g., measuring received downlink broadcast signals
such as pilot and/or beacon signals from one or more base
station attachment points. Operation proceeds from step 7726
to step 7728, where the wireless terminal generates interfer-
ence reports. For example, the wireless terminal generates a
beacon ratio report using measurements from step 7726 cor-
responding to a serving base station sector transmitter and
one or more other base station transmitters and using loading
factor information. From the operation of step 7728 interfer-
ence report information 7730 is determined, e.g., a generic
beacon ratio report value, which is stored.

In step 7732, the wireless terminal monitors for a gain
adjustment factor, e.g., a gain adjustment factor correspond-
ing to the current serving base station attachment point, which
is broadcast via a broadcast channel signal. Operation pro-
ceeds from step 7732 to step 7734, where the wireless termi-
nal receives and stores the gain adjustment factor 7736. For
example, in one exemplary embodiment, the gain adjustment
factor is referred to as an uplink traffic channel rate flash
assignment offset (ul TCHrateFlash AssignmentOffset) value.
In some embodiments, if the gain adjustment value is not
received, a default value, e.g., 0 dB, is used for the gain
adjustment value.

In step 7738, the wireless terminal identifies a report dic-
tionary to use resulting in current report dictionary identifi-
cation information 7740. Step 7738 is performed on an ongo-
ing basis. In some embodiments, one of the reporting
dictionaries is a default dictionary, and the report dictionary
may be, and sometimes is, changed to a different report dic-
tionary during ongoing operations, e.g., to better facilitate
wireless terminal current reporting needs.

In step 7744, the wireless terminal determines whether the
wireless terminal is to transmit an uplink transmission back-
log report as a function of a reporting control factor. Current
report dictionary identification information 7740 and report
dictionary information (report dictionary 1 information
7710, . . ., report dictionary N information 7712) are used as
input to step 7712. In some embodiments, some transmission
backlog reports use reporting control factors while other
transmission backlog reports do not use reporting control
factors. For example 1 bit uplink request reports or 3 bit
uplink request reports may not use reporting control factors
while 4 bit uplink request reports may use reporting control
factors. In some embodiments, some report dictionaries use
reporting control factors while other report dictionaries do
not use reporting control factors. Operations of step 7744 are
performed by the wireless terminal on an ongoing basis.

For each report to be communicated by the wireless termi-
nal which is to use a reporting control factor, the wireless
terminal proceeds to step 7746. In step 7746, the wireless
terminal generates at least one reporting control factor as a
function of at least one of channel quality information, avail-
able transmission power information, device capability infor-
mation, and quality of service information. Step 7746
includes sub-steps 7748, 7752, 7754, 7758, and 7762.

In sub-step 7748, the wireless terminal determines an
adjusted interference report value 7750 using said interfer-
ence report information 7730 and gain adjustment factor
7736. For example, consider an embodiment using the imple-
mentation of FIG. 62, the interference report information
7730 is the most recent generic beacon ratio report value by,
the adjusted interference report value 7750 is the value of
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variable b, the gain adjustment factor 7736 is the received
value of broadcast channel variable ulTCHrateFlashAssign-
mentOffset, where b=b,—ulTCHrateFlashAssignmentOffset,
and where “~” is in the dB sense.

Operation proceeds from sub-step 7748 to sub-step 7752.
In step 7752 the wireless terminal determines a 1% reporting
control factor as a function of interference information and
power information. In step 7752, the wireless terminal uses
mapping information for control factors 7706, transmission
report power information 7724, and adjusted interference
report information 7750 to determine a 1° control factor value
7764. For example, consider an embodiment using FIG. 62
information, the mapping information for control factors
7706 includes the 1% column 6202 and the second column
6204, the transmission power report information 7724 is the
value of the most recent transmission power backoff report
referred to as the x value, the adjusted interference report
value is the adjusted beacon ratio report value referred to as b
value, and the 1% control factor 7764 is the determined y value
from column 6204 which satisfies the input conditions con-
sidered.

Operation proceeds from step 7752 to step 7754, where the
wireless terminal determines a highest rate option supported
by the wireless terminal, e.g., a highest rate option currently
supported by the wireless terminal, referred to as R, 7756.
Operation proceeds from step 7754 to step 7758, where the
wireless terminal uses the determined highest rate option
R,, . to determined a number of frames, e.g., number of MAC
frames, corresponding to the determined highest rate option
for a segment, e.g., an uplink traffic channel segment. The
determination of step 7758 is referred to as N,,, ...

Operation proceeds from step 7758 to step 7762. In step
7762, the wireless terminal determines a second reporting
control factor as a function of interference information,
power information, and the highest rate supported by the
wireless terminal. In step 7762, the wireless terminal uses
mapping information for control factors 7706, transmission
report power information 7724, adjusted interference report
information 7750, and maximum number of frames informa-
tion 7760 to determine a 2" control factor value 7766. For
example, consider an embodiment using FIG. 62 information,
the mapping information for control factors 7706 includes the
1% column 6202 and the third column 6206, the transmission
power report information 7724 is the value of the most recent
transmission power backoff report referred to as the x value,
the adjusted interference report value is the adjusted beacon
ratio report value referred to as b value, and the 2" control
factor 7766 is the determined z value from column 6206
which satisfies the input conditions considered.

Operation proceeds from step 7746 via connecting node B
7768 to step 7770. In step 7770, the wireless terminal maps a
number of frames to be communicated to a report value as a
function of said generated at least one reporting control fac-
tor. Step 7770 uses as input current report dictionary identi-
fication information 7740, report dictionary information 1
7710, . . ., report dictionary N information 7712, 1% control
factor value 7764, 2"¢ control factor value 7766, and request
group queue backlog information (request group 1 queue
backlog information 7716, . . . , request group N backlog
information 7718). For example, consider that the wireless
terminal is currently using request dictionary with reference
number=2 using the reporting format of FIG. 67 for 4 bit
uplink request reports, that y=2, that the wireless terminal has
a backlog of 4 frames in the request group with index num-
ber=2 such that N[2]=4, that the wireless terminal has a
backlog of 2 frames in the request group with index num-
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ber=3 such that N[3]=2; ceil (N[2]+N][3])/y=ceil (6/2)=3.
Therefore in step 7770 the report value is set to the 4 bit
pattern of ObO111.

Operation proceeds from step 7770 to step 7772, where the
wireless terminal transmits a transmission backlog report,
e.g., a4 bituplink transmission backlog report, including said
report value from step 7770, to a base station. For example,
the backlog report with the report value of step 7770 is in
some embodiments communicated via a dedicated control
channel segment. In some embodiments, the backlog report is
communicated with another report in the same segment.

FIG. 78 is a drawing of an exemplary wireless terminal
7800, e.g., mobile node, implemented in accordance with
various embodiments. Exemplary wireless terminal 7800
includes a receiver module 7802, a transmitter module 7804,
aprocessor 7806, user /O devices 7808, and a memory 7810
coupled together via a bus 7812 over which the various ele-
ments may interchange data and information. Memory 7810
includes routines 7818 and data/information 7820. The pro-
cessor 7806, e.g., a CPU, executes the routines 7818 and uses
the data/information 7820 in memory 7810 to control the
operation of the wireless terminal and implement methods.

The receiver module 7802, e.g., an OFDM receiver, is
coupled to receive antenna 7803 via which the wireless ter-
minal receives downlink signals from base stations. Down-
link signals include, e.g., timing/synchronization signals
such as beacon and pilot signals, registration signals, state
transition signals, power control command signals, loading
factor information signals, broadcast signals including gain
adjustment signals, assignment signals and downlink traffic
channel signals. Receiver module 7802 includes a decoder
7814 for decoding at least some of the received downlink
signals.

The transmitter module 7804, e.g., an OFDM transmitter,
is coupled to transmit antenna 7805, via which the wireless
terminal transmits uplink signals to base stations. In some
embodiments, the same antenna is used for transmitter and
receiver. Transmitter module 7804 includes an encoder 7816
for encoding at least some of the uplink signals. Uplink sig-
nals include, e.g., registration request signals, dedicated con-
trol channel signals including uplink transmission backlog
request report signals, interference reports, and power
reports, and uplink traffic channel segment signals.

Routines 7818 include a communications routine 7822 and
wireless terminal control routines 7824. The communications
routine 7822 implements various communications protocols
used by the wireless terminal. Wireless terminal control rou-
tines 7824 include a 1% control factor generation module
7826, a 2" control factor generation module 7828, a mapping
module 7830, a channel quality determination module 7832,
atransmission power information generation module 7834, a
maximum transmission rate determination module 7836, and
an expected transmission rate determination module 7840.

1°7 control factor generation module 7826 generates a first
control factor 7870 as a function of at least one of channel
quality information, available transmission power informa-
tion, device capability information and quality of service
information. 2" control factor generation module 7828 gen-
erates a second control factor 7872 as a function of at least one
of channel quality information, available transmission power
information, device capability information and quality of ser-
vice information. For example, in one exemplary embodi-
ment, the first reporting control factor 7870 is the value of
variable z in table 6200 of FIG. 62 and, the 1* control factor
generation module 7826 uses the information of column 6202
and 6206 of Table 6200, beacon ratio report information,
transmission power backoff report information and maxi-
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mum rate information to determine the value for reporting
control factor z. Continuing with the example, the second
reporting control factor 7872 is the value of variable y in table
6200 of FIG. 62 and, the 2"/ contro] factor generation module
7828 uses the information of column 6202 and 6204 of Table
6200, beacon ratio report information and transmission
power backoff report information to determine the value for
reporting control factor y.

Mapping module 7830 maps a number of frames, e.g.,
MAC frames, to be communicated to a report value as a
function of at least one reporting control factor. Thus map-
ping module 7830 maps request group queue information,
e.g., at least some of (request group 1 number of frames
7880, . . ., request group N number of frames 7882), to a
request report determined value, in accordance with the
request dictionary currently in use by the wireless terminal.
Mapping module 7830 uses request dictionary information
7844 corresponding to the dictionary in use and at least one of
1°* reporting control factor 7870 and 2"¢ reporting control
factor 7872 to perform the mapping and determine the request
report value 7884 to be communicated to the base station. In
one exemplary embodiment, the request report is a 4 bit
uplink request report (ULRQST4), the wireless terminal sup-
ports 4 different request dictionaries represented by FIGS. 63,
65, 67 and 69, the wireless terminal supports four uplink
request groups having numbers of frames to be communi-
cated N[0], N[1], N[2], N[3], respectively, and the control
factors are represented by the values of variables y and z
determined in accordance with FIG. 62. Thus mapping mod-
ule 7830, for a given ULRQST4 report uses one of the request
dictionaries, the wireless terminal and base station both being
aware of the reporting dictionary being used by the wireless
terminal for the report.

Channel quality determination module 7832 generates
information including at least one of: uplink interference
information 7854, downlink interference information 7858,
uplink signal to noise information 7860 and downlink signal
to noise information 7862. At least one of reporting control
factor 7870 and/or reporting control factor 7872 determined
by module 7826 and module 7828, respectively, is a function
of channel quality information 7852 generated by the channel
quality determination module 7832. In some embodiments,
both reporting control factors 7870, 7872 are a function of
channel quality information 7852.

Transmission power information generation module 7834
generates available transmission power information 7864,
e.g., a wireless terminal transmission power backoff report
value. At least one of reporting control factor 7870 and/or
reporting control factor 7872 determined by module 7826 and
module 7828, respectively, is a function of available trans-
mission power information 7864 generated by module 7834.
In some embodiments, both reporting control factors 7870,
7872 are a function of available transmission power informa-
tion 7864.

Maximum transmission rate determination module 7836
determines a current highest rate option supported by the
wireless terminal (information 7874), e.g., for an uplink traf-
fic channel segment. At least one of reporting control factor
7870 and/or reporting control factor 7872 determined by
module 7826 and module 7828, respectively, is a function of
a maximum number of frames of information that can be
communicated in a segment 7876 given the current highest
rate option 7874 determined to be supported by the wireless
terminal.

Expected rate transmission module 7840 determines the
expected rate of transmission 7878, e.g., for one or more
uplink traffic channel segment. In some embodiments gener-
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ating at least one of a reporting control factor and a request
report value is determined as a function of an expected rate of
transmission. Thus, in some such embodiment the deter-
mined expected rate of transmission is used by at least one of
modules 7826, 7828 and 7830.

Data/information 7820 includes mapping information for
reporting control factors 7842, request dictionary informa-
tion 7844, channel quality information 7852, available trans-
mission power information 7864, device capability informa-
tion 7866, quality of service information 7868, a 1% reporting
control factor 7870, a 2"“ reporting control factor 7872, a
maximum transmission rate currently supported 7874, a cur-
rent maximum number of frames/segment 7876, an expected
rate of transmission 7878, request group 1 number of frames
7880, . . ., request group N number of frames 7882, and
request report determined value 7884.

Mapping information for reporting control factors 7842 in
one embodiment includes information of table 6200 of FIG.
62.

Request dictionary information 7884 includes one or more
sets of request dictionary information (request dictionary 1
information 7846, . . . , request dictionary n information
7848). Request dictionary 1 information 7846 includes map-
ping information for request report 7850. In one exemplary
embodiment request dictionary information 7844 includes
information of table 6300 of FIG. 63, table 6500 of FIG. 65,
table 6700 of FIG. 67 and table 6900 of FIG. 69. For example
mapping information for request report 7850 may correspond
to table 6300 of FIG. 63.

Channel quality information 7852 includes uplink interfer-
ence information 7854, downlink interference information
7858, uplink signal to noise information 7860, and downlink
signal to noise information 7862. Uplink interference infor-
mation 7854 includes beacon ratio information 7856. Beacon
ratio information 7856 includes beacon ratio report informa-
tion, e.g., an uplink interference report value derived from
beacon signals, pilot channel signals, and/or loading factor
information, and an adjusted beacon ratio report value, the
adjustment being as a function of a received broadcast gain
adjustment signal.

Available transmission power information 7864, e.g., a
wireless terminal transmission power backoff report value, is
an output of module 7834 and used by at least one of control
factor generation modules 7826, 7828.

Device capability information 7866 includes, e.g., uplink
power capability information, supported uplink rate option
information, types of input or inputs, e.g., voice, text, and/or
image, buffering capability information, programs support
information, concurrent session capability information,
receiver strength information, transmitter strength informa-
tion, frequency band capability information, number of trans-
mitters, etc. Quality of service information 7868 includes,
e.g., current estimated quality of service information, current
measured quality of service information, and user subscrip-
tion tier level of service.

1°* reporting control factor 7870 and 2"/ reporting control
factors 7872 are outputs of module 7826, 7828, respectively
and used as input by mapping module 7830 in determining a
request report value. The use of reporting control factors
greatly expands the reporting possibilities for a given fixed
size report, e.g., a four bit report, of a given reporting dictio-
nary, thus facilitating a wide range of reporting possibilities
and a wide range of different quantization schemes. Thus the
small size, e.g., 4 bit report, using control factors as input, can
favorably accommodate a wide range of reporting possibili-
ties.
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Maximum rate currently supported 7874 identifying a
maximum uplink rate option that the wireless terminal can
currently accommodate is an output of maximum rate deter-
mination module 7836. In some exemplary embodiments, a
determined current maximum rate option corresponds to a
current maximum number of frames/segment 7876, e.g.,
MAC frames per uplink traffic channel segment, which is
used by at least one of control factor generation modules
7826, 7828. Expected rate of transmission 7878 is an output
of module 7840.

Request group 1 number of frames 7880, . . ., request group
N number of frames 7882 indicate uplink transmission back-
log information corresponding to different request group
queues, e.g., counts of MAC frames awaiting to be transmit-
ted for each of the request group queues. Request report
determined value 7884 is an output of mapping module 7830,
e.g., a 4 bit pattern to be communicated in a 4 bit uplink
request report (ULRQST4 report).

FIG. 79 comprising the combination of FIG. 79A and FIG.
798 is a flowchart 7900 of an exemplary method of operating
a base station in accordance with various embodiments. The
exemplary method starts in step 7902, where the base station
is powered on and initialized. Operation proceeds from step
7902 to step 7904. In step 7904, the base station broadcasts a
value, e.g., a gain adjustment factor, to be used by wireless
terminals in determining at least some reporting control fac-
tors. For example, in one exemplary embodiment, the gain
adjustment factor, e.g., an uplink traffic channel rate flash
assignment offset value, is broadcast as part of a broadcast
channel in a recurring structure and is intended to adjust the
value of the beacon ratio report.

Operation proceeds from step 7904 to step 7906. In step
7906, the base station receives an uplink interference report,
e.g., a beacon ratio report, from a wireless terminal. Opera-
tion proceeds from step 7906 to step 7908. In step 7908, the
base station receives a transmission power report, e.g., a
wireless terminal transmission power backoft report, from
said wireless terminal. Operation proceeds from step 7908 to
step 7910. In step 7910, the base station receives a transmis-
sion backlog report from said wireless terminal, e.g., a four bit
uplink request report, said transmission backlog report com-
municating a report value, e.g. a multi-bit report value. For
example, in an exemplary embodiment where the transmis-
sion backlog report is a four bit uplink request report (UL-
RQST4) the report value may be one of 16 possibilities. In
some embodiments, each of received interference report,
transmission power report and transmission backlog report
from the wireless terminal are received over the same dedi-
cated control channel allocated to the wireless terminal, e.g.,
each report being conveyed in different dedicated control
channel segments but using the same logical dedicated con-
trol channel tone.

Operation proceeds from step 7910 to step 7912. In step
7912, the base station determines a reporting control factor or
factors corresponding to said received transmission backlog
report, said reporting control factor being a function of at least
one of channel quality information, wireless terminal avail-
able transmission power information, wireless terminal
device capability information and quality of service informa-
tion. In some embodiments, the channel quality information
includes at least one of uplink interference information,
downlink interference information, uplink signal to noise
information, downlink signal to noise information, uplink
signal to interference information, and downlink signal to
interference information. In step 7912, the base station is
attempting to determine the same reporting control factor,
e.g., type of reporting control factor and value for the report-
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ing control factor, that was used by the wireless terminal in
generating the transmission backlog report which was
received and is being processed. In one exemplary embodi-
ment, the base station uses the information of table 6200 of
FIG. 62 to determine the value for at least one of control
factors y and z given the inputs derived from the received
uplink interference report of step 7906 and the received trans-
mission power report of step 7908.

In some embodiments, determining a reporting control
factor in step 7912 includes determining a reporting control
factor type from among a plurality of reporting control factor
types as a function of a bit pattern of at least a portion of the
received report value. For example, consider that the base
station has implemented 4 bit uplink request dictionary map-
ping of table 6500 of FIG. 65, and that the report value is one
010101,0110,0111, 1000, then report control factor type y is
used. Alternatively, if the report value is one of 1001, 1010,
1011, 1100, 1101, 1110 and 1111, then reporting control
factor type z is used. In some embodiment, the format for a
report of a dictionary may be partitioned such that the type of
reporting control factor being used can be determined by
considering the value of a portion of the bits of the report
value, e.g., half of the possible report values may correspond
to use of a first type of report value, e.g., y, and a second half
of the possible report values may correspond to use of a
second type of report value, e.g., 7, and one bit, e.g., the most
significant bit of the report value can be used to determine the
type of reporting control factor.

In some embodiments, step 7912 includes sub-step 7914.
In sub-step 7914, the base station estimates the maximum
number of frames of information that the wireless terminal
will be able to communicate in a segment if said segment is
allocated to said wireless terminal. For example, consider that
the base station uses information of Table 6200 of FIG. 62, if
the base station is attempting to determine the value of control
factor z, the base station calculates a value for N, .., and uses
that value in determining reporting control factor z. Alterna-
tively, if the base station needs to determine the value of
control factor y, but not z, then step 7914 is skipped.

Operation proceeds from step 7912 to step 7916. In step
7916, the base station interprets said received report value as
a function of said determined reporting control factor. For
example, in some exemplary embodiments, the base station
determines the reporting dictionary in use by the wireless
terminal, and then using the determined report dictionary
mapping information and determined reporting control factor
the base station interprets the report value, e.g., the report
value represented by a pattern of 4 bits. In one exemplary
embodiment, the base station uses the report dictionary map-
ping information of one of table 6300 of FIG. 63, table 65 of
FIG. 65, table 6700 of FIG. 67, and table 6900 of FIG. 69 and
reporting control factor value corresponding to one of report-
ing control parameter y or z to interpret a 4 bit bit pattern of
the 4 bit uplink request report.

Step 7916 includes step 7918. In step 7918, the base station
determines backlog information of frames to be transmitted
by said wireless terminal. For example, consider an embodi-
ment using the report dictionaries of FIGS. 63, 65, 67, and 69;
in that embodiment information about four request group
queues is represented by frame count information N[0], N[1],
N[2], and N[3], which is recovered from an interpretation of
the report value.

Operation proceeds from step 7916 via connecting node A
7920 to step 7922. In step 7922, the base station receives a
second transmission backlog report from said wireless termi-
nal, said second transmission backlog report communicating
a second report value, said second transmission backlog
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report being of the same type as said transmission backlog
report, e.g., both reports are 4 bit uplink request reports (UL-
RQST4) reports in a recurring dedicated control channel
structure.

Then, in step 7924, the base station determines a reporting
control factor corresponding to said second received report,
said reporting control factor corresponding to said second
received report being a function of at least one of channel
quality information, wireless terminal available transmission
power information, wireless terminal device capability infor-
mation and quality of service information. Then, in step 7926,
the base station interprets said received second report value as
a function of said determined second reporting control factor.
Step 7926 includes step 7928 in which the base station deter-
mines backlog information of frames to be transmitted by
said wireless terminal.

In some embodiments, wherein the first and second report-
ing values are the same but wherein control factor values are
different, interpreting said received second reporting value
determines different backlog information of frames to be
transmitted by said wireless terminal than interpreting said
received first report value. For example, consider that the base
station has implemented control factor mapping oftable 6200
of FIG. 62 and 4 bit uplink request dictionary mapping of
table 6500 of FIG. 65. Further consider that the wireless
terminal has transmitted another one of at least one of uplink
interference report and transmission power report prior to
step 7922 resulting in a different value for reporting control
factor (y) corresponding to first and second ULRQST4
reports and that the first and second received ULRQST4
reports (of steps 7910 and 7922) respectively, have commu-
nicated the same bit pattern 0101. In one case where reporting
control factor y=1, the base station interprets the bit pattern as
communicating that ceil(N[1]+N[3])/1)=1; therefore N[1]+
N[3]=1. In the other case where reporting control factor y=2,
the base station interprets the bit pattern as communicating
that ceil(N[1]+N][3])/2)=1; therefore N[1]+N[3]=2 or N[1]+
N[3]=1.

Now consider that the reporting control factor variable was
7 of FIG. 62, reporting control parameter z can, at any given
time for a wireless terminal has one of ten different values (1,
2,3,4,5,6,7,8,9,10) as a function of a beacon ratio report
value, a transmission power backoff report value, and a maxi-
mum number of frames (Nmax). Thus for a given bit pattern
for a given reporting dictionary, e.g., bit pattern 1001 of
reporting dictionary of FIG. 65, ten different interpretations
are possible.

It should be appreciated that the use of reporting control
factors can vastly increase the reporting possibilities and pos-
sible quantization schemes available for such a small number
of'bits in a report, e.g., a four bit report with respect to a fixed
reporting scheme. It should also be appreciated that the bea-
con ratio report and transmission power backoff report uti-
lized by the wireless terminal and base station, are imple-
mented and utilized for purposes other than generating a
reporting control factor, thus those reports do not represent
additional overhead signaling, but can be conveniently used
to enhance backlog reporting possibilities.

In some embodiments, steps 7930, 7932 and 7934 are
performed. Operation proceeds from step 7926 to step 7930.
In step 7930, the base station receives a third transmission
backlog report from said wireless terminal, said third trans-
mission backlog report communicating a third report value,
said third transmission backlog report being of the same type
as said transmission backlog report, e.g., an ULRQST4
report. Operation proceeds from step 7930 to step 7932. In
step 7932, the base station determines to interpret said
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received third report value without using a reporting control
factor, said decision to interpret without using a reporting
control factor being performed as a function of a bit pattern of
a least a portion of said received third report value. For
example, consider that the base station has implemented 4 bit
uplink request dictionary mapping of table 6500 of FIG. 65,
and that the third report value is one of 0000, 0001, 0010,
0011 and 0100. In such a situation, the base station does not
use a reporting control factor, e.g., y or z value, to interpret the
report. The base station, in some embodiments, determines
that a reporting control factor is not used by checking the bit
pattern of the report value. In some embodiments, the use or
non-use of a reporting control factor is intentionally parti-
tioned such that the use or non-use of a reporting control
factor can be determined by examining some but not all of the
bits of the report, e.g., half of the possible report values for an
exemplary report of an exemplary dictionary may correspond
to non-use of a reporting control factor and half of the pos-
sible report value may correspond to use of a reporting control
factor. In some such exemplary embodiments, the base station
by examining the value of one bit of the report value, e.g., the
most significant bit, can determine whether or not a reporting
control factor is being used. Operation proceeds from step
7932 to step 7934. In step 7934, the base station interprets
said received third report value without using a reporting
control factor, e.g., said interpreting including determining
backlog information of frames to be transmitted by said wire-
less terminal.

FIG. 80 comprising the combination of FIG. 80A, FIG.
80B and FIG. 80C is a flowchart 8000 of an exemplary
method of operating a base station in accordance with various
embodiments. Operation of the exemplary method starts in
step 8002, where the base station is powered on and initialized
and proceeds to steps 8004, 8008, 8014, 8020, and 8026.

In step 8004, the base station broadcasts a value, e.g., a gain
adjustment value, to be used by wireless terminal in deter-
mining at least some reporting control factors. Step 8006 uses
gain adjustment factor information 8006 as input. For
example, in one exemplary embodiment the gain adjustment
factor is referred to as an uplink traffic channel rate flash
assignment offset (ulTCHrateFlashAssignmentOffset) value
and is broadcast as one of a plurality of different variables in
a broadcast channel in a recurring timing/frequency channel
structure used by the base station. Step 8004 is performed on
an ongoing basis.

In step 8008, the base station maintains, on an ongoing
basis, report dictionary usage information (current report dic-
tionary identification information for WT 1 8010, . . ., current
report dictionary identification information for WT N 8012).
In one exemplary embodiment, the base stations supports
four different reporting dictionaries including a default
reporting dictionary, and at any given time a wireless terminal
using an attachment point of the base station uses one of the
four dictionaries, the wireless terminal and base station both
having knowledge of'the report dictionary in use correspond-
ing to an uplink backlog report being communicated.

In step 8014, the base station receives, on an ongoing basis,
uplink interference reports, e.g., beacon ratio reports, from
wireless terminals. Step 8014 results in received interference
report information, e.g., beacon ratio report information, (in-
terference report information for wireless terminal 1
8016, . . ., interference report information for wireless termi-
nal N 8018.

In step 8020, the base station receives, on an ongoing basis,
transmission power reports, e.g., wireless terminal transmis-
sion power backoff reports, from wireless terminals. Step
8020 results in received power report information (power
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report information for wireless terminal 1 8022, . ..
report information for wireless terminal N 8024).

In step 8026, the wireless terminal receives, on an ongoing
basis, transmission backlog reports, e.g., 4 bit uplink request
reports (ULRQST4) from wireless terminals. Step 8026
results in received backlog report values (backlog report
value for WT 1 8028, . . ., backlog report value for WT N
8030). For each received backlog report value to be inter-
preted operation proceeds from step 8026 via connecting
node A 8032 to step 8034.

In step 8034, the base station determines a reporting con-
trol factor or factors corresponding to a received transmission
backlog report, said report control factor being a function of
at least one of channel quality information, wireless terminal
available transmission power, wireless terminal device capa-
bility information and quality of service information. Step
8034 includes sub-steps 8036, 8040, 8050 and 8052.

In sub-step 8036, the base station adjusts the received
interference information, interference report information for
WT 18035 using gain adjustment factor information 8006 and
obtains adjusted interference report information for WT i
8038. For example, input information WT i 8035 is one of
(interference report information for WT 1 8016, . . ., inter-
ference report information 8018), where the value of i
matches the index of the WT which transmitted the backlog
report being interpreted to which the control factors being
determined correspond.

Operation proceeds from sub-step 8036 to sub-step 8040.
In sub-step 8040, the base station estimates the maximum
number of frames of information that WT i will be able to
communicate in a segment, e.g., an uplink traffic channel
segment, if the segment is allocated to WT i. Sub-step 8040
includes sub-step 8042 and 8046. In sub-step 8042, the base
station determines an expected maximum rate option, R, ..
8044, and in step 8046, the base station uses the determined
maximum rate option to determine a number of frames, N,,, ..
8048, corresponding to the R, ...

Operation proceeds from sub-step 8040 to sub-step 8050.
In sub-step 8050, the base station determines a 1% reporting
control factor, y 8051, as a function of interference report
information and power report information. The power report
information used as input in sub-step 8050 is power report
information for WT 1 8049 which is one of (power report
information for WT 18022, .. ., power report information for
WT N 8024), where the value of i matches the index of the
WT which transmitted the backlog report being interpreted to
which the control factors being determined correspond. The
interference report information used as input in sub-step 8050
is adjusted interference report information for WT 1 8038. In
one exemplary embodiment, the first control factor value y is
determined in accordance with first column 6202 and second
column 6204 of table 6200 of FIG. 62. For example, the value
of'y 8051 can be either 1 or 2.

Operation proceeds from sub-step 8050 to sub-step 8052.
In sub-step 8052, the base station determines a 2" reporting
control factor, z 8053, as a function of interference report
information, power report information and rate information.
The power report information used as input in sub-step 8052
is power report information for WT 1 8049 which is one of
(power report information for WT 1 8022, . . ., power report
information for WT N 8024), where the value of i matches the
index of the WT which transmitted the backlog report being
interpreted to which the control factors being determined
correspond. The interference report information used as input
in sub-step 8050 is adjusted interference report information
for WT'18038. N, .. 8048 which is based on rate information
is also used as input to sub-step 8052. In one exemplary
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embodiment, the second control factor value z is determined
in accordance with first column 6202 and third column 6206
of'table 6200 of FIG. 62. For example, the value of z 8053 can
be one of the set {1, 2,3,4,5,6,7,8,9, 10}.

Operation proceeds from step 8034 via connecting node B
8054 to step 8056. In step 8056, the base station interprets the
received report value as a function of determined reporting
control factor(s). Step 8056 includes sub-step 8058 and 8062.
In sub-step 8058, the base station identifies the report dictio-
nary information to use for interpretation. The base station
includes one or more sets of report dictionary information
(report dictionary 1 information 8064, . . . , report dictionary
N information 8066) from which the base station selects
based on the value of current report dictionary identification
information for WT i1 8068. Current report dictionary infor-
mation for WT i 8068 is the one of (current report dictionary
1D for WT 1 8010, . . ., current report dictionary ID for WT
N 8012), where the value of i the value of the wireless termi-
nal index from which the backlog report being processed
corresponds. The output of step 8058 is identified report
dictionary information 8060. For example in one exemplary
embodiment in which the base station supports four report
dictionaries, information 8060 corresponds to one of table
6300 of FIG. 63, table 6500 of FIG. 65, table 6700 of F1G. 67
and table 6900 of FIG. 69.

Operation proceeds from sub-step 8058 to sub-step 8062.
In sub-step 8062, the base station determines backlog infor-
mation of frames to be transmitted by WT i. Sub-step 8062
uses as input: backlog report value for WT 1 8070, reporting
control factor y value 8051, reporting control factor z value
8053, and identified report dictionary information 8060.
Backlog report value for WT i 8070 is one of (received back-
log report value for WT 1 8028, . . ., received backlog report
value for WT N 8030), where the value of'i is the value of the
wireless terminal index from which the backlog report being
processed corresponds. Determined backlog information,
e.g., corresponding to one or more request groups, 8063 is
output from step 8063. For example, consider that the iden-
tified report dictionary information 8060 corresponds to table
6500 of FIG. 65, backlog report value 8070 is the 4 bit pattern
0111, y=2 and z=7. In such a case the determined backlog
information is: ceil (N[1]+N[3])/2=3 or, in other wireless the
combination of request group 1 and request group 3 has a
backlog of 5 or 6 frames, e.g., MAC frames, to communicate.
Alternatively, consider that the identified report dictionary
information 8060 corresponds to table 6500 of FIG. 65, back-
log report value 8070 is the 4 bit pattern 0111, y=1 and z=4.
In such a case the determined backlog information is: ceil
((N[1]+N[3])/1=3 or, in other wireless the combination of
request group 1 and request group 3 has abacklog of 3 frames,
e.g., MAC frames, to communicate. Alternatively, consider
that the identified report dictionary information 8060 corre-
sponds to table 6500 of FIG. 65, backlog report value 8070 is
the 4 bit pattern 1101, y=2 and z=6. In such a case the
determined backlog information is: ceil (N[1]+N][3])/6=6 or,
in other wireless the combination of request group 1 and
request group 3 has a backlog of 36 or 35 or 34 or 33 or 32 or
31 frames, e.g., MAC frames, to communicate. Alternatively,
consider that the identified report dictionary information
8060 corresponds to table 6500 of FIG. 65, backlog report
value 8070 is the 4 bit pattern 1101, y=1 and z=4. In such a
case the determined backlog information is: ceil (N[1]+N
[31)/4=6 or, in other wireless the combination of request
group 1 and request group 3 has a backlog of 24 or 23 or 22 or
21 or 20 or 19 frames, e.g., MAC frames, to communicate.
Thus, as may be observed, the use of control factors allows
multiple interpretations of a 4 bit uplink request report cor-
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responding to the same request dictionary and facilitates
variations in quantization schemes.

FIG. 81 is a drawing of an exemplary base station 8100
implemented in accordance with various embodiments.
Exemplary base station 8100 includes a receiver module
8102, a transmitter module 8104, a processor 8106, an /O
interface 8108, and a memory 8110 coupled together via abus
8112 via which the various elements interchange data and
information. Memory 8110 includes routines 8118 and data/
information 8120. The processor 8106, e.g., a CPU, executes
the routines 8118 and uses the data/information 8120 in
memory 8110 to control the operation of the base station 8100
and implement methods.

Receiver module 8102, e.g., an OFDM receiver, is coupled
to receive antenna 8103 via which the base station receives
uplink signals from wireless terminals, e.g., from wireless
terminal 7800. Receiver module 8102 includes a decoder
8114 for decoding at least some of the received uplink signals.
Received uplink signals include registration signals, dedi-
cated control channel signals, timing control signals, and
uplink traffic channel signals. The dedicated control channel
signals include transmission backlog reports such as a 4 bit
uplink request report (ULRQST4), interference reports such
as beacon ratio reports and transmission power reports such
as a wireless terminal transmission power backoff report.

Transmitter module 8104, e.g., an OFDM transmitter, is
coupled to transmit antenna 8105 via which the base station
8100 transmits downlink signals to wireless terminals. Trans-
mitter module 8104 includes an encoder 8116 for encoding at
least some of the transmitted downlink signals. Downlink
signals include timing/synchronization signals, registration
signals, assignment signals, downlink traffic channel signals
and broadcast channel signals. The broadcast channel signals
include a parameter used by wireless terminals in determin-
ing a reporting control factor, e.g., a gain adjustment param-
eter. For example, in one exemplary embodiment the gain
adjustment parameter, referred to as a ulTCHrateFlashAs-
signmentOffset parameter value, is used by wireless termi-
nals in scaling a beacon ratio report value to obtain an
adjusted beacon ratio report value, the adjusted beacon ratio
report value used an input in determining a reporting control
factor.

1/O interface 8108 couples the base station 8100 to other
network nodes, e.g., other base stations, routers, AAA nodes,
home agent nodes, etc. and/or the Internet. Thus I/O interface
8108, by coupling base station 8100 to a backhaul network,
allows a wireless terminal using an attachment point of base
station 8100 to participate in a communications session with
a peer node using an attachment point of a different base
station.

Routines 8118 include a communications routine 8122 and
base station control routines 8124. The communications rou-
tines 8122 implement various communications protocols
used by the base station 8100. The base station control rou-
tines 8124 include a scheduler module 8126, a reporting
control factor determination module 8128, a report interpre-
tation module 8130, an interference report recovery module
8132, a wireless terminal transmission power report recovery
module 8134, a wireless terminal rate determination module
8136, a broadcast control module 8138 and a report dictio-
nary module 8140.

Scheduler module 8126 schedules air link resources to
wireless terminals using an attachment point of base station
8100 in accordance with a scheduling policy. The air link
resources include downlink and uplink traffic channel seg-
ments. The scheduler module 8126 uses information derived
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from received transmission backlog reports in deciding which
uplink traffic channel segments are assigned to which wire-
less terminals.

Reporting control factor determination module 8128 deter-
mines values of reporting control factors, a reporting control
factor being a function of at least one of channel quality
information, wireless terminal available power information,
wireless terminal device capability information and quality of
service information. In some embodiments, wherein said
reporting control factor determination module 8128 deter-
mines said reporting control factor as a function of channel
quality information, the channel quality information includes
at least one of uplink interference information, downlink
interference information, uplink signal to noise information,
downlink signal to noise information, uplink signal to inter-
ference information, and downlink signal to interference
information. Reporting control factor determination module
8128 includes a 1% control factor sub-module 8142 and a
second control factor sub-module 8144. 1st reporting control
factor sub-module 8142 determines values of 1% reporting
control factors, e.g., determined 1°* control factor 8176 for
WT 1. 2nd reporting control factor sub-module 8144 deter-
mines values of 2" reporting control factors, e.g., determined
2" control factor 8178 for WT 1. For example, in one exem-
plary embodiment the two reporting control factors are y and
z of table 6200 of FIG. 62 and reporting control factor deter-
mination module 8128 determines values for y and z for a
wireless terminal from which it is receiving transmission
backlog reports, e.g., ULRQST4 reports, in accordance with
table 6200.

Report interpretation module 8130 determines backlog
information relating to frames to be communicated by a wire-
less terminal which transmitted a received backlog report. For
example, for WT 1, corresponding to received transmission
backlog report 8150 the base station obtains a report value
8168, e.g., an integer value in the range of 0 . . . 15 corre-
sponding to a 4 bit pattern of a received ULRQST4 report
from WT1, and interprets the report as a function of deter-
mined control factors, e.g., y and/or z reporting control factor
values, to determine interpreted transmission backlog report
information 8156. In various embodiments, the base station
8100 supports a plurality of different reporting dictionaries
and the report interpretation module 8130 uses the current
dictionary for the WT to interpret a report. For example, in
one exemplary embodiment, the base station 8100 supports 4
report dictionaries for ULRQST4 report interpretation repre-
sented by the information of table 6300 of FIG. 63, table 6500
of FIG. 65, table 6700 of FIG. 67 and table 6900 of FIG. 69.
The base station report interpretation module 8130 using the
appropriate one of the request dictionaries, determined report
control factors, and an input report value, determines infor-
mation pertaining to request group queues frame count infor-
mation. For example, consider that the request dictionary if
the one of table 6500, the report value=0110, and control
factor y=2, the report interpretation module determines that
ceil(N[1]+N[3])/y)=2, or in other words the combination of
request group 1 and request group 3, for the wireless terminal,
has 3 or 4 MAC frames in backlog to be transmitted.

Interference report recovery module 8132, e.g., a beacon
ratio report recovery module, recovers interference reports
and interference report information from wireless terminals,
e.g., interference report 8152 from WT 1 and corresponding
interference report information 8170, e.g., a beacon ratio
report value. Interference report information 8170 is used as
an input by the control factor determination module 8128,
e.g., the interference report information 8170 is the value of
the variable b, with reference to table 6200 of FIG. 62, the
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value b, is adjusted by a gain adjustment sub-module within
reporting control factor determination module 8128 using
gain adjustment factor 8190, and the value of b is obtained
which is used in determining reporting control factors y and z.

Wireless terminal transmission power report recovery
module 8134 recovers transmission power reports, e.g., trans-
mission power backoff reports, from WTs and determines
power report information, e.g. wireless terminal transmission
power availability information. For example corresponding
to WT 1, recovery module 8134 recovers report 8154 and
obtains power report information 8174. The power report
information 8174 is used as an input by the control factor
determination module 8128, e.g., the power report informa-
tion is the value of the variable x in table 6200 of FIG. 62.

Broadcast control module 8138 controls the broadcast of
broadcast communications channel parameters including a
gain adjustment factor 8190. The gain adjustment factor
parameter value 8190, e.g., the value of the ulTCHrate-
FlashAssignmentOffset parameter described with respect to
FIG. 62, is used by wireless terminals in determining report-
ing control factors. The base station 8100 is aware of the
broadcast gain adjustment parameter, and the reporting con-
trol factor determination module 8128 also uses the gain
adjustment factor 8190 in determining corresponding control
factors, e.g., an adjusted interference report value 8172 is
obtained from an interference report value 8170.

Wireless terminal rate determination module 8136 deter-
mines rate options corresponding to wireless terminals, e.g.,
a maximum rate option that the wireless terminal is to use for
an uplink traffic channel segment. In some embodiments, the
rate determination module 8136 also determines a maximum
number of frames, e.g., MAC frames, corresponding to the
determined rate option. In some embodiments, a separate
module is used for determining a maximum number of frames
information. In the exemplary embodiment, at least some of
the reporting control factors determined by module 8128 are
determined as a function of current maximum rate option
information for a wireless terminal. For example, in one
exemplary embodiment the maximum frame information,
e.g.,anN, value, derived from a determined current maxi-
mum rate option, e.g., a R, value, for a wireless terminal is
used by reporting control factor determination module 8128
for determining the value of reporting control factor param-
eter z of table 6200 of FIG. 62.

Report dictionary module 8140 maintains current report
dictionary identification information 8146, e.g., WT 1 current
request dictionary identification information, corresponding
to wireless terminals using a base station 8100 attachment
point. Thus module 8140 tracks the current report dictionary
in use by a wireless terminal such that the base station can use
the appropriate request dictionary when report interpretation
module 8130 interprets a transmission backlog report value.

Data/information 8120 includes a plurality of sets of wire-
less terminal data/information (WT 1 data/information
8145, . . ., WT N data/information 8147), a plurality of
reporting dictionary information (request dictionary 1 infor-
mation 8184, . . . , request dictionary N information 8186),
report control factor mapping information 8188, and a gain
adjustment factor 8190. In one exemplary embodiment the
base station 8100 supports 4 request dictionaries, and the
report dictionary information includes the information of
tables 6300 of FIG. 63, table 6500 of FIG. 65, table 6700 of
FIG. 67 and table 6900 of FIG. 69. Report control mapping
information 8188 includes, e.g., information included in table
6200 of FIG. 62 used to derive reporting control factors y and
7. Gain adjustment factor 8190, e.g., a parameter such as a
ulTCHrateFlashAssignmentOffset parameter, used by both
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WTs and BS 8100 in determining a reporting control factor, is
broadcast under control of broadcast control module 8140 via
transmitter module 8104 over a broadcast communications
channel.

WT 1 data/information 8145 includes current request dic-
tionary identification information 8146, received reports
8148, interpreted transmission backlog report information
8156, a plurality of request group frame information (request
group 0 frame information 8158, . . . , request group N frame
information 8160), device capability information 8162, qual-
ity of service information 8164, other quality information
8166, report value 8168, interference report information
8170, adjusted interference report information 8172, power
report information 8174, a determined 1* control factor 8176,
a determined 2 control factor 8178, maximum rate infor-
mation 8180, and maximum number of frames information
8182.

Received reports 8148 includes transmission backlog
report 8150, interference report 8152, and wireless terminal
transmission power report 8154. In one exemplary embodi-
ment the transmission backlog report is a 4 bit uplink traffic
request report (ULRQST4), the interference report is a 4 bit
downlink beacon ratio report (DLBNR4), and the wireless
terminal power report is a 5 bit uplink transmit backoff report
(ULTxBKF5) or a4 bituplink transmit backoft report (ULTx-
BKF4). Report value 8168, e.g., an integer value or bit pattern
conveyed by the information bits or bits of the report such as
the four bit pattern 0110, corresponds to received transmis-
sion backlog report 8150. Interference report information
8170, e.g., a value in dB obtained from received interference
report 8152, is, e.g., one of the values of table 2900 of FIG. 29
in the range of =3 db to 26 db.

Adjusted interference report information 8172, represents
the combination of the interference report information 8170
value and the gain adjustment factor 8190 value. Power report
information 8174 is obtained from received wireless terminal
transmission power report, e.g., a value of an ULTxBKF5
report oftable 2600 of FIG. 26 in the range 0f 6.5 db to 40 dBs.

Determined 1% control factor 8176 is an output of 1* con-
trol factor sub-module 8142 while determined 2" control
factor 8178 is an output of 2"¢ control factor sub-module
8144. In one exemplary embodiment the two reporting con-
trol factors are represented by the variables y and z of table
6200 of FIG. 62.

Interpreted transmission backlog report information 8156
is an output of report interpretation module 8130, e.g., counts
of MAC frames of information to be transmitted in uplink
traffic channel segments by WT 1 corresponding to one or
more request groups. Request group 0 frame information
8158 includes the base station’s estimate of the number of
frames corresponding to request group 0 in backlog for WT 1;
request group N frame information 8160 includes the base
station’s estimate of the number of frames corresponding to
request group N in backlog for WT 1. Request group frame
information (8158, . . ., 8160) is updated based upon inter-
preted transmission backlog report information 8156.

Device capability information 8162 includes, e.g., uplink
power capability information, supported uplink rate option
information, types of input or inputs, e.g., voice, text, and/or
image, buffering capability information, programs support
information, concurrent session capability information,
receiver strength information, transmitter strength informa-
tion, frequency band capability information, number of trans-
mitters, etc. Quality of service information 8164 includes,
e.g., current estimated quality of service information, current
measured quality of service information, and user subscrip-
tion tier level of service. Other quality information 8166
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includes downlink interference information, uplink signal to
noise information, downlink signal to noise information,
uplink signal to interference information, and downlink sig-
nal to interference information.

WT 1 data/information 8145 also includes information
identifying segments, e.g., uplink traffic channel segments
assigned by the base station’s scheduler 8126 to WT 1. In
addition data/information 8145 also includes user data, e.g.,
voice, audio, image, text, and/or file data, received and/or
transmitted via traffic channel segments assigned to WT 1,
e.g., MAC frames of user data from WT 1 intended for a peer
node of WT 1, received via uplink traffic channel segments
assigned to WT1.

The techniques of various embodiments may be imple-
mented using software, hardware and/or a combination of
software and hardware. Various embodiments are directed to
apparatus, e.g., mobile nodes such as mobile terminals, base
stations, communications system. It is also directed to meth-
ods, e.g., method of controlling and/or operating mobile
nodes, base stations and/or communications systems, e.g.,
hosts. Various embodiments are also directed to machine
readable medium, e.g., ROM, RAM, CDs, hard discs, etc.,
which include machine readable instructions for controlling a
machine to implement one or more steps.

In various embodiments nodes described herein are imple-
mented using one or more modules to perform the steps
corresponding to one or more methods, for example, signal
processing, message generation and/or transmission steps.
Thus, in some embodiments various features are imple-
mented using modules. Such modules may be implemented
using software, hardware or a combination of software and
hardware. Many of the above described methods or method
steps can be implemented using machine executable instruc-
tions, such as software, included in a machine readable
medium such as a memory device, e.g., RAM, floppy disk,
etc. to control a machine, e.g., general purpose computer with
or without additional hardware, to implement all or portions
of the above described methods, e.g., in one or more nodes.
Accordingly, among other things, various embodiments are
directed to a machine-readable medium including machine
executable instructions for causing a machine, e.g., processor
and associated hardware, to perform one or more of the steps
of the above-described method(s).

While described in the context of an OFDM system, at least
some of the methods and apparatus of various embodiments
are applicable to a wide range of communications systems
including many non-OFDM and/or non-cellular systems.

Numerous additional variations on the methods and appa-
ratus of the various embodiments described above will be
apparent to those skilled in the art in view of the above
description. Such variations are to be considered within the
scope. The methods and apparatus of the embodiments may
be, and in various embodiments are, used with CDMA,
orthogonal frequency division multiplexing (OFDM), and/or
various other types of communications techniques which
may be used to provide wireless communications links
between access nodes and mobile nodes. In some embodi-
ments the access nodes are implemented as base stations
which establish communications links with mobile nodes
using OFDM and/or CDMA. In various embodiments the
mobile nodes are implemented as notebook computers, per-
sonal data assistants (PDAs), or other portable devices includ-
ing receiver/transmitter circuits and logic and/or routines, for
implementing the methods.
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What is claimed is:

1. A method of operating a base station for uplink traffic
scheduling, the method comprising:

receiving a transmission backlog report from a wireless

terminal, said transmission backlog report communicat-
ing a report value; and

determining a reporting control factor corresponding to

said received report, said reporting control factor being a
function of at least one of channel quality information,
wireless terminal available transmission power informa-
tion, wireless terminal device capability information or
quality of service information.

2. The method of claim 1, wherein said report value is a
multi-bit report value.

3. The method of claim 1, further comprising:

interpreting said received report value as a function of said

determined reporting control factor.

4. The method of claim 3, wherein interpreting said
received report value as a function of said determined report-
ing control factor includes determining backlog information
relating to frames to be transmitted by said wireless terminal.

5. The method of claim 4, wherein said reporting control
factor is a function of channel quality information; and

wherein said channel quality information includes at least

one of uplink interference information, downlink inter-
ference information, uplink signal to noise information,
downlink signal to noise information, uplink signal to
interference information, and downlink signal to inter-
ference information.

6. The method of claim 5, wherein said channel quality
information includes uplink interference information, and
wherein said uplink interference information includes beacon
ratio report information, the method further comprising:

prior to said step of determining the reporting control fac-

tor, receiving a beacon ratio report from said wireless
terminal.

7. The method of claim 4, wherein said reporting control
factor is a function of wireless terminal transmission power
information, the method further comprising:

prior to said step of determining the reporting control fac-

tor, receiving a transmission power information report
from said wireless terminal.

8. The method of claim 4, wherein said step of determining
a reporting control factor includes estimating the maximum
number of frames of information that the wireless terminal
will be able to communicate in a segment if said segment is
allocated to the wireless terminal.

9. The method of claim 5, wherein said reporting control
factor is a function of another factor, the method further
comprising:

prior to receiving said transmission backlog report broad-

cast a value representing said another factor.

10. The method of claim 4, further comprising:

receiving a second transmission backlog report from said

wireless terminal, said second transmission backlog
report communicating a second report value said second
transmission backlog report being of the same type as
the transmission backlog report;

determining a reporting control factor corresponding to

said second received report, said reporting control factor
corresponding to said second received report being a
function of at least one of channel quality information,
wireless terminal available transmission power informa-
tion, wireless terminal device capability information or
quality of service information; and

interpreting said received second report value as a function

of said determined second reporting control factor.
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11. The method of claim 10, wherein said report value and
said second report value are the same, wherein said corre-
sponding control factor values are different, and wherein
interpreting said received second report value determines
different backlog information relating to frames to be trans-
mitted by said wireless terminal than interpreting said
received report value.
12. The method of claim 4, wherein determining a report-
ing control factor includes determining a reporting control
factor type from among a plurality of reporting control factor
types as a function of a bit pattern of at least a portion of the
received report value.
13. The method of claim 4, further comprising:
receiving an additional transmission backlog report from a
wireless terminal, said additional transmission backlog
report communicating another report value; and

determining to interpret said received another report value
without using a reporting control factor, said decision to
interpret without using a reporting control factor being
performed as a function of a bit pattern of at least a
portion of said received another report value.

14. A base station for uplink traffic scheduling comprising:

a receiver module for receiving reports from wireless ter-

minals said reports including transmission backlog
reports wherein a transmission backlog report commu-
nicates a report value; and

a reporting control factor determination module for deter-

mining a value of a reporting control factor, said report-
ing control factor being a function of at least one of
channel quality information, wireless terminal available
transmission power information, wireless terminal
device capability information or quality of service infor-
mation.

15. The base station of claim 14, wherein said report value
is a multi-bit report value.

16. The base station of claim 14, further comprising:

an report interpretation module for interpreting said

received report value as a function of a determined
reporting control factor.

17. The base station of claim 16, wherein said report inter-
pretation module determines backlog information relating to
frames to be communicated by a wireless terminal which
transmitted the received backlog report.

18. The base station of claim 17, wherein said reporting
control factor determination module determines said report-
ing control factor as a function of channel quality informa-
tion; and wherein said channel quality information includes at
least one of uplink interference information, downlink inter-
ference information, uplink signal to noise information,
downlink signal to noise information, uplink signal to inter-
ference information, and downlink signal to interference
information.

19. The base station of claim 18, wherein said channel
quality information includes uplink interference information,
wherein said uplink interference information includes beacon
ratio report information, and wherein said receiver also
receives beacon ratio reports, the base station further com-
prising:

abeacon ratio report module for recovering a beacon ratio

report value communicated from a wireless terminal.

20. The base station of claim 17, wherein said reporting
control factor is a function of wireless terminal transmission
power information and wherein said receiver also receives
wireless terminal transmission power reports, the base station
further comprising:
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a wireless terminal transmission power report recovery
module for determining wireless terminal transmission
power availability information.

21. The base station of claim 17, wherein at least some
reporting control factors are determined as a function of a
current maximum wireless terminal rate option, the base sta-
tion further comprising:

a wireless terminal maximum rate determination module
for determining the maximum rate option that said wire-
less terminal is to use for an uplink traffic channel seg-
ment.

22. The base station of claim 17, wherein at least some
reporting control factors are determined as a function of an
adjustment parameter which is broadcast over a broadcast
communications channel, the base station further compris-
ing:

a transmitter for transmitting said adjustment parameter.

23. A base station for uplink traffic scheduling comprising:

means for receiving reports from wireless terminals said
reports including transmission backlog reports wherein
a transmission backlog report communicates a report
value; and

determination means for determining a value of a reporting
control factor, said reporting control factor being a func-
tion of at least one of channel quality information, wire-
less terminal available transmission power information,
wireless terminal device capability information or qual-
ity of service information.

24. The base station of claim 23, wherein said report value

is a multi-bit report value.

25. The base station of claim 23, further comprising:

means for interpreting said received report value as a func-
tion of a determined reporting control factor.

26. The base station of claim 25, wherein said means for
interpreting said received report value determines backlog
information relating to frames to be communicated by a wire-
less terminal which transmitted the received backlog report.

27. The base station of claim 26, wherein said determina-
tion means determines said reporting control factor as a func-
tion of channel quality information; and wherein said channel
quality information includes at least one of uplink interfer-
ence information, downlink interference information, uplink
signal to noise information, downlink signal to noise infor-
mation, uplink signal to interference information, and down-
link signal to interference information.

28. The base station of claim 27, wherein said channel
quality information includes uplink interference information,
wherein said uplink interference information includes beacon
ratio report information, and wherein said receiver also
receives beacon ratio reports, the base station further com-
prising:

a beacon ratio report means for recovering a beacon ratio

report value communicated from a wireless terminal.

29. The base station of claim 26, wherein said reporting
control factor is a function of wireless terminal transmission
power information and wherein said receiver also receives
wireless terminal transmission power reports, the base station
further comprising:

transmission power information recovery means for deter-
mining wireless terminal transmission power availabil-
ity information from a received wireless terminal trans-
mission power report.

30. The base station of claim 26, wherein at least some
reporting control factors are determined as a function of a
current maximum wireless terminal rate option, the wireless
terminal further comprising:
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wireless terminal transmission rate determination means
for determining the maximum rate option that said wire-
less terminal is to use for an uplink traffic channel seg-
ment.

31. The base station of claim 26, wherein at least some
reporting control factors are determined as a function of an
adjustment parameter which is broadcast over a broadcast
communications channel, the base station further compris-
ing:

means for transmitting for transmitting said adjustment

parameter.

32. A non-transitory computer readable medium embody-
ing machine executable instructions for controlling a base
station to implement a method for uplink traffic scheduling,
the method comprising:

receiving a transmission backlog report from a wireless

terminal, said transmission backlog report communicat-
ing a report value; and

determining a reporting control factor corresponding to

said received report, said reporting control factor being a
function of at least one of channel quality information,
wireless terminal available transmission power informa-
tion, wireless terminal device capability information or
quality of service information.

33. The non-transitory computer readable medium of claim
32, wherein said report value is a multi-bit report value.

34. The non-transitory computer readable medium of claim
32, further embodying machine executable instructions for:

interpreting said received report value as a function of said

determined reporting control factor.

35. The non-transitory computer readable medium of claim
34 further embodying machine executable instructions for:

determining backlog information relating to frames to be

transmitted by said wireless terminal as part of said step
of interpreting said received report value as a function of
said determined reporting control factor includes.

36. The non-transitory computer readable medium of claim
35, wherein said reporting control factor is a function of
channel quality information; and

wherein said channel quality information includes at least

one of uplink interference information, downlink inter-
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ference information, uplink signal to noise information,
downlink signal to noise information, uplink signal to
interference information, and downlink signal to inter-
ference information.

37. The non-transitory computer readable medium of claim
36, wherein said channel quality information includes uplink
interference information, and wherein said uplink interfer-
ence information includes beacon ratio report information,
the method further comprising:

prior to said step of determining the reporting control fac-

tor, receiving a beacon ratio report from said wireless
terminal.

38. The non-transitory computer readable medium of claim
35, wherein said reporting control factor is a function of
wireless terminal transmission power information, the com-
puter readable medium further embodying machine execut-
able instructions for:

receiving a transmission power information report from

said wireless prior to said step of determining the report-
ing control factor.

39. An apparatus operable in a communication system for
uplink traffic scheduling, the apparatus comprising:

a processor configured to:

receive a transmission backlog report from a wireless
terminal, said transmission backlog report communi-
cating a report value; and

determine a reporting control factor corresponding to
said received report, said reporting control factor
being a function of at least one of channel quality
information, wireless terminal available transmission
power information, wireless terminal device capabil-
ity information or quality of service information.

40. The apparatus of claim 39, wherein said report value is
a multi-bit report value.

41. The apparatus of claim 39, wherein the processor is
configured to:

interpret said received report value as a function of said

determined reporting control factor.
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